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(R) Wheel Mounting Elements
for Off-Highway Disc Wheels

RATIONALE
This SAE Recommended Practice, SAE J714, includes wheel mounting elements subject to standardization in a series of
ferrous industrial and agricultural disc wheels. The disc may be reversible or nonreversible and concave or convex. (See
Figure 1 and Tables 1 and 2.) It is being revised to add additional bolt circles and bolting information that reflect practices
in place as of this revision.
1. SCOPE

This SAE Recommended Practice includes wheel mounting elements subject to standardization in a series of industrial and
agricultural disc wheels. The disc may be reversible or nonreversible and concave or convex. (See Figure 1 and Table 1.)

2. REFERENCES
2.1 Applicable Documents

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the
latest issue of SAE publications shall apply.

2.1.1  SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

SAE J694 Disc Wheel and Hub or Drum Interface Dimensions - Truck and Bus
2.1.2 ISO Publications

Copies of these documents are available online at http://webstore.ansi.org/.

ISO 5711 Tractors and Machinery for Agricultural and Forestry - Wheel-to-Hub
2.1.3 Other Publications

DIN 74361-3  Disc Wheels for Motor Vehicles and Trailers - Part 3: Dimensions and Fastening Devices for Hub-Centering

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
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Figure 1 - Hub flange for industrial and agricultural disc wheels
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