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This document is equivalent to ISO 6485 except for the addition of SAE document references in Sections 1 and 2.

Foreword—This cancelled document has been superseded by SAE J/ISO 6485.

1. Scope—This SAE Standard specifies a procedure for approximating the volume of typical materials contained
in the bowl of Open Bowl scrapers as defined in SAE J728 and SAE J1057. The volumes are based on the
inside dimensions of the bowl and representative volumes on top of the bowl. This rating method is intended
to provide a consistent means of comparing capacities; it is not intended to define actual capacities that might
be observed in any specific application.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated, the latest revision of SAE publications shall apply.

2.1.1 SAE PusLIcATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J728 JUL90—Component Nomenclature—Loader
SAE J1057 SEP88—Identification Terminology of Earthmoving Machines

2.1.2 I1SO PusLIcATION—AVvailable from ANSI, 25 West 43rd Street, New York, NY 10036-8002.
ISO 6485—Earth-moving machinery—Tractor-scraper volumetric rating

2.2 Related Publication—The following publication is provided for information purposes only and is not a
required part of this document.

2.2.1 1SO PusBLicaTiIoN—AVvailable from ANSI, 25 West 43rd Street, New York, NY 10036-8002.

ISO 7133—Earth-moving machinery—Tractors-scrapers—Terminology
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3. Definitions

3.1 Open Bowl Scraper—Scrapers which require the application of tractive effort to load material into the bowl.
This tractive effort may be provided by the tractor-scraper itself, by another tractor-scraper temporarily or
permanently connected, or by a pushing tractor.

3.2 Components of Open Bowl Scrapers—See Figures 1 and 2.
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FIGURE 1—RUBBER-TIRED TRACTOR-SCRAPER
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FIGURE 2—COMPONENTS OF SCRAPER BOWLS
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