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(R) Off-Road Tire and Rim Classification - Off-Road Work Machines 

RATIONALE 

This SAE Recommended Practice is revised to include updates and revisions appropriate for the tires and rims classified 
for off-road work machines. The updates and revisions are consistent with tire and rim industry standards. 

FOREWORD 

Technological advances in earthmoving machine designs and applications have necessitated the inception of numerous 
special size and design tires. The proliferation of old and new terminology requires standard classifications. Specific size, 
capacity, and other application information should be obtained through tire and rim manufacturers and their organizations. 

1. SCOPE 

This SAE Recommended Practice describes the classification of off-road tires and rims for use on earthmoving machines 
(refer to SAE J1116), defines related terminology in common use, and shows representative construction details of 
component parts. 

1.1 Purpose 

To establish a standard nomenclature for tire classification and tire and rim components. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this specification to the extent specified herein. Unless otherwise indicated, the 
latest issue of SAE publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

SAE J1015 Tonne Kilometer Per Hour Test Procedure 

SAE J1098 Tonne Kilometer Per Hour Application 

SAE J1116 Categories of Off-Road Self-Propelled Work Machines 

2.2 Related Publications 
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The following publications are provided for information purposes only and are not a required part of this SAE Technical 
Report. 

2.2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

SAE J1057 Identification Terminology of Earthmoving Machines 

SAE J1440 Off-Road Tire and Rim Classification - Forestry Machines 

2.2.2 ISO Publications 

Copies of these documents are available online at https://webstore.ansi.org/. 

ISO 3877-1 Tyres, valves and tubes - List of equivalent terms - Part 1: Tyres 

ISO 4223-1 Definition of some terms used in the tyre industry - Part 1: Pneumatic tyres 

ISO 4250-1 Earthmover tyre and rims - Part 1: Tyre designations and dimensions 

ISO 4250-2 Earthmover tyre and rims - Part 2: Loads and inflation pressures 

ISO 4250-3 Earthmover tyre and rims - Rims 

ISO 6165 Earthmoving machinery - Basic types - Vocabulary 

2.2.3 Industry Standards Publications 

2.2.3.1 European Tyre and Rim Technical Organisation (ETRTO) Publications 

Available from the European Tyre and Rim Technical Organisation, Avenue Brugmann 32/2, B-1060, Brussels, Belgium, 
Tel: +32-2-344-40-59, www.etrto.org. 

ETRTO Standards Manual 

2.2.3.2 Japanese Automobile Tyre Manufacturers Association (JATMA) Publications 

Available from the Japanese Automobile Tyre Manufacturers Association, No. 33 Mori Bldg. 8th Floor, 3-8-21 Toranomon, 
Minato-Ku, Tokyo, Japan, 105-0001, Tel: 81-3-3435-9094. 

JATMA Year Book 

2.2.3.3 Tire and Rim Association Publications 

Available from Tire and Rim Association, Inc., 4000 Embassy Parkway, Suite 390, Akron, OH 44333, Tel: 330-666-8121, 
www.us-tra.org. 

TRA Year Book 

TRA Engineering Design Information 
  

Full document details: SAE J751_202502

http://www.sae.org/
https://webstore.ansi.org/
http://www.etrto.org/
http://www.us-tra.org/
http://www.avadocuments.com/doc/sae-j751-202502
http://www.avadocuments.com/doc/sae-j751-202502


 
SAE INTERNATIONAL J751™ FEB2025 Page 3 of 15 
 
 
3. DEFINITIONS 

3.1 TIRE DEFINITION 

3.1.1 TIRE SIZE DESIGNATIONS 

There are three commonly accepted designations: conventional, wide base, and three-part size designation. Note that the 
nominal section width reference is not a tire dimension. 

3.1.1.1 CONVENTIONAL 

There are two groups of tires designated as conventional. 

3.1.1.1.1 The nominal section width reference ends in zero following the decimal point, for example: 24.00-29, 
7.50-15NHS. The aspect ratio for these tires is approximately 0.96. 

3.1.1.1.2 There is a limited group of large-diameter tires that fit on single piece drop center rims. The nominal section 
width reference for these tires is a two-digit number with no decimal point, for example: 27-56.5. These tires 
have equivalents in 3.1.1.1.1 in external dimensions and load carry capacity. 

3.1.1.2 WIDE BASE 

The nominal section width reference includes digits other than zero following the decimal point, and the aspect ratio is 
approximately 0.83, for example: 29.5-25. 

3.1.1.3 THREE-PART SIZE DESIGNATION 

The tire will be designated by an alphanumeric sequence: nominal section width reference, aspect ratio, nominal rim 
diameter code designation, tire load capacity, and service code, for example: 41.25/70-39, 40/65-39, or 50/80-57 68 PR L-4. 

Some older tires of 0.65 aspect ratio may have the order reversed, for example: 65/40. 

3.2 CONSTRUCTION 

There are two basic tire constructions: bias ply and radial. See Figure 1. 

3.2.1 BIAS PLY 

A bias or diagonal ply constructed tire is designated by a hyphen (“-”) after the nominal section width reference, for example: 
24.00- or 50/80-. 

3.2.2 RADIAL 

A radial constructed tire is designated by an upper case “R” after the nominal section width reference or aspect ratio, for 
example: 24.00R, 50/80R. 

3.3 RIM DIAMETER CODE DESIGNATION 

The rim diameter code designation follows the nominal section width reference or aspect ratio and construction indicator 
and specifies the appropriate diameter code rim, for example: 24.00-49, 24.00R49, 48/95R57. 

3.4 TIRE LOAD CAPACITY 

Tire load capacity (formerly known as “carcass strength”) is identified by three methods:  ply rating (PR) for bias tires, symbol 
mark type of rating (e.g., star “*”) for radial tires, and Load Index. 

Ply rating is an index of tire load capacity, formerly “strength,” and does not necessarily represent the number of cord plies 
in a tire.  
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Load Index is a numerical code associated with the maximum load a tire can carry at the speed indicated by its Speed 
Symbol under specified service conditions. See 3.5.1 and 3.5.2. 

For the meaning of symbols on symbol marked tires, refer to the respective tire manufacturer or tire standards organization, 
e.g., The Tire and Rim Association, Inc. (TRA) Akron, OH; European Tyre and Rim Technical Organisation (ETRTO) 
Brussels, Belgium; Japan Automobile Tyre Manufacturers Association, Inc. (JATMA) Tokyo, Japan. 

3.5 SERVICE CODE 

Service code is an alphanumeric identification for off-road tires in terms of type of tire intended service and tire tread. The 
identification consists of a letter designating service category, followed by a numeral indicating the tread. The recommended 
code identification is given in Table 1. 

 

Figure 1 - Nomenclature for off-road tires 
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Table 1 - Recommended code identification for off-road tires 
(tube or tubeless types) 

Category Tread Type Code Number(1) 

C - Compactor Service Smooth C-1 
 Grooved 

 
 

C-2 
 

E - Earthmover Service Rib Regular E-1 
 Traction Regular E-2 
 Regular  E-3 
 Deep E-4 
 Flotation 

 
E-7 

G - Grader Service Rib Regular G-1 
 Traction Regular G-2 
 Regular G-3 
 Deep G-4 
 
 
IND - Industrial 

    
 
Regular 
Deep Tread 
Extra Deep tread 

 
 

IND-3 
IND-4 
IND-5 

 
L - Loader and Dozer Service Traction Regular L-2 
 Regular L-3 
 Deep L-4 
 Extra Deep L-5 
 Smooth Regular L-3S 
 Smooth Deep L-4S 
 Smooth Extra Deep L-5S 
      
SH - Subterranean Haulage  Regular SH-3 
 Deep SH-4 
   
LHD - Subterranean Load-Haul-Dump Regular LHD-3 
 Deep LHD-4 
 Extra Deep LHD-5 
 Smooth Regular LHD-3S 
 Smooth Deep LHD-4S 
 Smooth Extra Deep LHD-5S 
(1) Dual designation tires can also be used. (For example: E-3/L-3.) 

3.5.1 COMPACTOR TIRE 

Category C can be defined as a tire utilizing a wide, smooth tread surface for smooth road work and a button design for 
compaction in loose soils. The tires are load capacity rated for operation, basically up to 10 km/h (5 mph). 

3.5.2 EARTHMOVER TIRE 

Category E can be defined as a tire designed for haulage machines at medium to higher speeds. These tires are load 
capacity rated for short-haul operation, up to 4 km (2.5 miles) one way at a speed of 50 km/h (30 mph). They are also rated 
for tonne-kilometer per hour (TKPH) and ton-mile per hour (TMPH) capacity (refer to SAE J1015 and SAE J1098). For 
applications above 50 km/h (30 mph), follow recommendations of tire and wheel manufacturers. 

A haulage cycle is where equipment self-loads or receives a load from loading equipment, then transports this load to 
another location and returns unloaded. Transportation usually occurs over unimproved surfaces at speeds up to 65 km/h 
(40 mph) and short distances, up to 4 km (2.5 miles), one way. Equipment in this category is mainly haulage trucks and 
scrapers. 
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