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RATIONALE
This document is being cancelled due to lack of application or very low usage of sealed beams in industry.
1. SCOPE
J760 is obsolete and replaced by a new document J3003.
2. REFERENCES

There are no referenced publications specified herein.
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MANUFACTURER'S NAME AND/OR TRADE MARK
TO APPEAR ON UNIT.

THE RETAINING FLANGE |S NOBMALLY A
PLANE SURFACE QF "K" IN. MIN. FLAT. IN SOME
LAMPS THE FLANGE MAY BE SLIGHTLY CURVED.
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THE LAMF SEAL WILL VARY IN CONTOUR AND
THICKNESS AND SHOULD IN NO GASE BE USED
FOR SEATING AND HOLBING PURPOSES. THE
LAMP SHOULD BE HELD BETWEEN THE SEATING
PLANE AND THE RETAINING FLANGE.
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TRADE NUMBER AND VOLTAGE TC BE
MARKED ON REAR SURFACE OF UNIT.
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FIGURE 1 - DIMENSIONS OF 146 mm (5-3/4 in) DIAMETER SEALED LIGHTING UNIT

TABLE 1 - DIMENSIONS OF 146 mm (5-3/4 in) DIAMETER SEALED LIGHTING UNIT

Letter mm in Letter mm in
A +0.0 +0.00 M 3.18 0.125
144.8 25 5.70 010
B 139.06 5.475 N 9.52+0.25 0.375+0.010
C 129.54 5.100 P +0.76 +0.030
3.43 000 0.135 0000
D +0.00 +0.000 R 135%+1.0 0.53+£0.04
133.7 076 5.265 ~0.030
E *1.50 +0.062 S 23.36 0.92
2.00 -0.00 0.078 -0.000
F 63.5 2.50 T 127.0+ 3.0 500+1.2
G 11.17 +0.00/-0.63 +0.000
0.440 0025
H 3.17+0.25 0.125+0.010
J 2.79 1.10
K 1.57 0.062
L 0.76 0.030
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