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1. Scope 

This SAE Recommended Practice covers the requirements for rubber floor mats made from five types of 
rubber compounds as required by the physical property requirements of the application.  The SAE 
Committee on Automotive Rubber Specifications has concluded that SAE J80 duplicates the information 
in ASTM D 925 and SAE J200/ASTM D 2000.  Attempts to find any company using the specification have 
not been successful.  In light of this fact SAE J80 will be cancelled in 2005. 

1.1 Rationale 

This document is no longer needed.  The committee has determined that this document is no longer 
needed. 

2. References 

2.1 Applicable Publications 

The following publications form a part of the specification to the extent specified herein.  Unless otherwise 
indicated the latest revision of SAE publications shall apply. 

2.1.1 SAE PUBLICATION 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001. 
 
SAE J369—Flammability of Automotive Interior Materials—Horizontal Test 

2.1.2 AATCC PUBLICATION 

Available from the American Association of Textile Chemists and Colorists (AATCC), One Davis Drive, 
P.O. Box 12215, Research Triangle Park, NC 27709-2215; Phone 919-549-8141; Fax 919-549-8933. 
 
American Association of Textile Chemist and Colorist Test Method 16A 
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2.1.3 ASTM PUBLICATIONS 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959. 
 
ASTM D 412—Test Methods for Rubber Properties in Tension 
ASTM D 573—Test Method for Rubber—Deterioration in an Air Oven 
ASTM D 624—Test Method for Rubber Property—Tear Resistance 
ASTM D 1148—Test Method for Rubber Deterioration—Heat and Ultraviolet Light Discoloration of Light-

Colored Surfaces 
ASTM D 2240—Test Method for Rubber Property—Durometer Hardness 

3. General Requirements 

The following requirements are minimal product standards: 

3.1 Sampling 

A representative mat shall be selected from each lot to be tested. 

3.2 Workmanship and Finish 

The workmanship and finish shall be such as to provide a mat with a clean surface, clearly trimmed 
edges, holes free from slugs, and otherwise neat appearance. 

3.3 Color 

The color shall be black unless otherwise specified by purchaser. 

3.4 Packing, Marking, and Shipping 

Details regarding packing, marking, and shipping are subject to individual arrangements between 
purchaser and supplier. 

3.5 Retests and Rejections 

Any lot of mats which fails in one or more tests shall be resampled and retested for which purpose two 
additional mats shall be selected from the lot that failed to meet the requirements.  Failure of either of the 
retested samples to meet any of the specification requirements shall be cause for final rejection. 

4. Physical Test Requirements 

4.1 Preaging 

Sections of automotive mats or mat samples which have been allowed to rest at least 16 h after cure, are 
to be conditioned 6 h at 70 °C in an air oven by suspending specimens vertically without touching each 
other or the sides of the aging chamber.  Heated air shall be thoroughly circulated in the oven by means 
of mechanical agitation.  (Conditioning to be in accordance with ASTM D 573.)  At the termination of the 
conditioning interval, the sections shall be removed from the oven, placed on a flat surface and allowed to 
rest 16 h minimum at room temperature before determining physical properties. 
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