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Engineering Design Serviceability Guidelines—Construction and Industrial Machinery— 
Maintainability Index—Off-Road Work Machines 

RATIONALE 

This document has been reissued to bring it into alignment with the latest SAE format and update the references. SAE 
J817-1 has been cancelled as the terms and definitions contained within are defined in ISO 8927, “Earth-moving 
machinery—Machine availability—Vocabulary”.  SAE J817-2 is being cancelled and will become SAE J817.   

1. SCOPE

This SAE Information Report establishes a point system that encourages ease of maintenance actions on off-road 
machines.  The point system minimizes subjectivity in evaluating maintainability as defined in ISO 8927. 

1.1 This document applies to machines defined and categorized in SAE J1116 and ISO 6165. 

2. REFERENCES

2.1 Applicable Publications 

The following publications form a part of this report to the extent specified herein.  Unless otherwise indicated, the latest 
issue of SAE and ISO publications shall apply. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or 724-776-4970 (outside USA), www.sae.org. 

SAE J753 Maintenance Interval Chart 

SAE J920 Technical Publications for Off-Road Work Machines 

SAE J1116 Categories of Off-Road Self-Propelled Work Machines 
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2.1.2 ISO Publications 

  Available from ANSI, 25 West 43rd Street, New York, NY 10036-8002, Tel: 212-642-4900, www.ansi.org. 

ISO 6165 Earth-moving machinery—Basic types—Vocabulary 

ISO 6750 Earth-moving machinery—Operation and maintenance—Format and content of manuals 

ISO 8927 Earth-moving machinery—Machine availability—Vocabulary 

ISO 12510 Earth-moving machinery—Operation and maintenance—Maintainability guidelines 

3. MAINTAINABILITY INDEX

A system for establishing a number to rate an existing or new concept machine.  With this system, lubrication and 
maintenance items are assigned a point value based on certain requirements.  These requirements include:  location, 
access, operation, and miscellaneous.  The requirements are defined and a procedure with a simple data sheet shows 
how to develop the point subtotals. 

A quantity multiplier may be applied to the subtotal where repetitious, nearly identical items make it appropriate.  The 
product of the subtotal times the quantity multiplier (when used) is multiplied by the frequency multiplier. 

Frequency multipliers are numbers that represent various service intervals.  The subtotal of each item is multiplied the 
appropriate frequency multiplier to obtain the point total for each item.  The point total of all items is the maintainability 
index for a machine.  A low maintainability index is desirable. 

3.1 System 

The system to fill out the data sheet requires judgment factors and assigns points to approximate the values used to 
judge machines in the field.  The limits of application are: 

a. The maintainability index is not expressed in time or cost.

b. The maintainability index is best used to compare early and late versions of a particular machine, various sized
machines in a model line, or similar machines of other manufacturers.  It is suggested that the maintainability index
not be used to compare vastly dissimilar machines.

c. This is a design guideline and general practice for use by designers of off-road work machines as categorized in ISO
6165 and SAE J1116, as it is felt adherence to this guideline will facilitate machine maintenance.  The best
consistency of results in comparing more than one machine will be obtained by using the same auditor for
comparison audits.

d. Maintenance innovation and technology are constantly improving.  The parameters which make up this document
may not be the latest.

e. Detailed commentary is essential, especially in high point areas, to fully explain the acceptability or unacceptability of
the maintenance item.

3.2 Procedure 

List all lubrication and/or maintenance items on the maintenance index data sheet(s), see Figure 1, except for those 
nearly identical or identical items to be covered by the quantity multiplier.  A completed maintenance index data sheet is 
shown in Figure 2.  The items to be listed will be those in the Maintenance Instructions defined in SAE J920 and ISO 
6750, which such instructions are published.  The Maintenance Charts defined by SAE J753 may be used in the absence 
of Maintenance Instructions, but it will probably be less inclusive.  Excluded items are the first oil changes at less than the 
scheduled interval and retightening during the first 100 hours.  The actual machine (s) shall be used.  It will be the 
responsibility of the auditor to identify obvious errors or omissions in the Maintenance Instructions when preparing 
maintenance index data sheets.  Refueling the machine should be included. 
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Although not essential, it is desirable to list according to frequency, shortest frequency first, as suggested by the format in 
Figure 2.  Figure 2 will be used as a reference throughout this procedure. 

Items that can be continuously monitored from the operator’s station are exempt from point assessments.  Dipsticks or 
level indicators are still needed at fill points and will be assessed points at the change interval. 

Each phase of a multiple-step operation should be listed and points assessed.  For example, an oil change requires 
draining the crankcase as one operation and filling the crankcase as another operation, so each should be listed.  Each 
item should be listed separately, or combined if nearly identical, through use of the quantity multiplier to give full credit 
when the number of items is reduced, except when “banking” is used.  Banked fittings (two or more of the same interval) 
shall receive one point for each bank.  Banked fittings are defined as a group of fittings in a common location remote from 
the joints being lubricated. 

Search the list under the discussion of requirements—location, access, operation, and miscellaneous—for the 
characteristics which most closely resemble those of the item being rated.  Enter the corresponding point value in the 
appropriate column.  Select the frequency multiplier for the proper interval and enter it in the column for each of the 
maintenance items listed. 

Add the points across the chart for each item and enter this in the subtotal column.  Multiply by the quantity multiplier, if 
used, to determine subtotal 2.  Multiply subtotal 2 by the frequency multiplier to find the total for each item.  When the 
totals have been found for all maintenance items, add them down to find the maintainability index for the entire machine. 

3.3 Requirements 

(See Tables 1 through 5.) 

3.3.1 Location 

Location refers to the position in which an individual must locate himself in order to do the job.  If more than one operation 
can be accomplished from the same location at the same service interval or multiple thereof, the first operation is 
assessed points applicable to that location, and the remainder are assessed one point each. 

 Table 1 shows the positions considered and their respective point values. 

3.3.2 Access 

Access refers to the ease of reaching a lubrication or maintenance point.  If more than one operation can be 
accomplished through the same access at the same service interval or multiple thereof, the first operation is assessed 
points applicable to that access and the remainder are assessed one point each. 

TABLE 1 - LOCATIONS AND RESPECTIVE POINT VALUES 

Positions Points
a. Ground level—working upright, within normal reach 1 
b. Ground level—bending or stretching outside normal reach 2 
c. Ground level—squatting, kneeling, or lying (except under the machine) 3 
d. Mount machine—normal reach 10 
e. Mount machine—bending, stretching, or squatting 15 
f. Any position (other than upright) under or within the confines of the machine 25 
g. Requires climbing into position without handrails and/or steps/platforms being provided 50 

 Accessibility considerations along with their respective point values are shown in Table 1. 
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