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Fifth Wheel Kingpin, Heavy Duty - Commercial Trailers and Semitrailers 

RATIONALE 

To correct error in Figure 1 of the document. 

STABILIZED NOTICE 

This document has been declared "Stabilized" by the SAE Truck and Bus Total Vehicle Steering Committee and will no 
longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability 
of technical requirements. Newer technology may exist. 

1. SCOPE 

This SAE Recommended Practice applies to fifth wheel kingpins for heavy-duty commercial trailers and semitrailers, used 
for off-highway operation or in hauling heavy loads (see Figure 1). 

2. REFERENCES 

Threre are no referenced publications specifed herein. 
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Figure 1 - Fifth wheel kingpin 

3. NOTES 

3.1 Revision Indicator 

A change bar (I) located in the left margin is for the convenience of the user in locating areas where technical revisions, not 
editorial changes, have been made to the previous issue of this document. An (R) symbol to the left of the document title 
indicates a complete revision of the document, including technical revisions. Change bars and (R) are not used in original 
publications, nor in documents that contain editorial changes only. 

PREPARED BY THE SAE TRUCK AND BUS FIFTH WHEEL SUBCOMMITTEE OF THE SAE TRUCK AND BUS 
CHASSIS COMMITTEE 

0.812 ± 0.015 
(20.62 ± 0.38) 
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