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Test Method of Stretch and Set of Textiles and Plastics 

RATIONALE 

Change temperature Section 4 and remove sample location restrictions in Section 4. Add bold font to Section 4, Section 5 
add L1. 

SAE J855 has been reaffirmed to comply with the SAE Five-Year Review policy. 

1. SCOPE 

This method of test applies to the measurement of elastic and recovery properties of materials after being subjected to a 
low-static load. 

2. REFERENCES 

There are no referenced publications specified herein. 

3. APPARATUS REQUIRED 

3.1 Fixtures 

The vice grip clamps are preferred because of the speed and ease of operation. Refer to Figure 1. 

3.2 Weight 

A weight is attached to the clamp on the suspended end of the test specimen.  The clamp and the weight together shall 
total 12.25 kg (27 lb) unless otherwise specified. 

4. TEST SPECIMENS 

At 23 °C ± 2 °C (70 °F ± 3 °F) and 50% ± 5% relative humidity, cut three test specimens 76 mm x 229 mm (3 in x 9 in) (or 
as specified) each the machine direction, (MD), across machine direction (AMD) and bias direction (45 degree 
angle, both directions were applicable).  The MD stretch and set are measured on the specimens with the long dimension 
parallel to the MD, and the AMD stretch and set are measured on the specimens with the long dimension parallel to the 
AMD.  For woven fabrics such as bodycloth, sidewall, or headlining, the specimens should be cut slightly oversized and 
the yarns unraveled on each side until the 76 mm (3 in) dimension is attained. 
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FIGURE 1 - CLAMP AND FIXTURE ASSEMBLY FOR STRETCH AND SET OF TEXTILES 

SAE INTERNATIONAL J855™ SEP2022 2 OF 3

Full document details: SAE J855_202209

http://avadocuments2026.com/doc/sae-j855-202209
http://avadocuments2026.com/doc/sae-j855-202209

