
SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

Copyright © 2003 SAE International
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE.

TO PLACE A DOCUMENT ORDER: Tel: 877-606-7323 (inside USA and Canada)
Tel: 724-776-4970 (outside USA)
Fax: 724-776-0790
Email:   custsvc@sae.org

SAE WEB ADDRESS: http://www.sae.org

SURFACE
VEHICLE
STANDARD

J872
CAN-

CELLED
MAY2003

Issued 1954-12
Cancelled 2003-05

Supersedes J872 MAY1986

Drawbar Test Procedure for Construction, Forestry, and Industrial Machines

This document is equivalent to ISO 7464.

Foreword—This cancelled document has been superseded by SAE J/ISO 7464.

Early versions of this report used the term “reserve tractive ability” instead of “drawbar pull performance.”  In the
interest of harmonization with International Standard ISO 7464, the terminology was changed.

1. Scope—This SAE Standard specifies a test method to measure the drawbar pull performance of self-
propelled construction, forestry, and industrial machines and their combinations with mounted and/or trailed
equipment, with or without payload, as listed in SAE J1116.

It covers the following criteria measured against travel speed: drawbar pull, drawbar power, and wheel or track
slip.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein.  Unless otherwise indicated, the latest revision of SAE publications shall apply.

2.1.1 SAE PUBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J873—Machine Drag Test Code
SAE J1116—Categories of Off-Road Self-Propelled Work Machines

2.1.2 ISO PUBLICATION—Available from ANSI, 25 West 43rd Street, New York, NY 10036-8002.

ISO 7464—Earthmoving Machinery—Method of test for the measurement of drawbar pull

3. Definitions—For the purpose of this SAE Standard, the following definitions apply:

3.1 Drawbar/Hitch Point—The part of the test machine used for the attachment of the dynamometer car.

3.2 Drawbar Pull—The horizontal towing force exerted at the drawbar/hitch point, expressed in kilonewtons (kN)
or pounds-force (lbf).
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3.3 Drawbar Power—The towing power transmitted through the hitch point, expressed in kilowatts (kW) or
horsepower (hp).  It is calculated as the product of travel speed, in meters per second (m/s) or feet per second
(ft/s), and drawbar pull in kilonewtons (kN) or pounds-force (lbf).  The English unit product is divided by 550.

3.4 Travel Speed—The actual machine velocity expressed in meters per second (m/s) or feet per second (ft/s), or
kilometers per hour (km/h) or miles per hour (mph).

3.5 Rated Engine Speed—The engine speed at which the manufacturer specifies it should develop rated power,
expressed in revolutions per minute (r/min).

3.6 Fast Idle Engine Speed—The engine speed when running off-load at full throttle, expressed in revolutions per
minute (r/min).

3.7 Test Time—The time taken to cover the test distance, or duration of the test run, expressed in seconds (s).

3.8 Test Distance—The distance travelled by the test machine during the test time, expressed in meters (m) or
feet (ft).

3.9 Wheel or Track Slip—The difference of drive wheel revolutions (loaded) and drive wheel revolutions
(unloaded) over the same distance and expressed as a percentage of the loaded revolutions.

3.10 Dynamometer Car—A machine which can apply a controlled, sustained load to the machine under test.  It
shall provide, as a minimum, instrumentation to measure drawbar pull, actual distance travelled, drive wheel
revolutions, engine output shaft speed (r/min), and time of test runs.

3.11 Machine Mass—The mass of the machine as tested.  It shall include the operator, a full tank of fuel, and all
fluid compartments at their specified level; expressed in kilograms (kg) or pounds (lb).

3.12 Tire Pressure—Air pressure in the machine tires, as tested, expressed in kilopascals (kPa) or pounds per
square inch (psi).

3.13 Drive Wheel Revolutions—The number of revolutions that the drive wheels or sprockets make for a specified
test distance or time.

3.14 Ambient Air Temperature/Relative Humidity—Wet bulb and dry bulb readings which are recorded during
the test, expressed in degrees Celsius (°C) or degrees Fahrenheit (°F).

3.15 Barometric Pressure—Measured during period of test, expressed in kilopascals (kPa) or inches of mercury
(in Hg).

4. Test Site—The test track shall be a straight, level surface prepared to provide desired conditions of traction
with a minimum of rolling resistance.

4.1 Recommended Minimum Length—The recommended minimum length is 100 m (330 ft) with approaches of
such length that speed and load can be stabilized before entering the test section.  Turning areas shall be
provided at both ends of the track with sufficient room for the test train to turn easily (see Figure 1).

4.2 Grade—The grade shall be less than 0.5%.  If testing is conducted on a site with a grade more than 0.5%, runs
shall be taken in both directions and the results averaged.

The crown slope from centerline to shoulder shall be less than 3%.
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FIGURE 1—EXAMPLE OF TEST TRAIN FOR DRAWBAR PULL
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4.3 Surface

4.3.1 RUBBER-TIRED MACHINE—For machines equipped with rubber tires, the surface shall be, in order of
preference:

4.3.1.1 Concrete—The surface shall have a uniform rough texture.  It should have a minimum of expansion joints.
Sealing material in the expansion joints shall be maintained flush or below the surface.  It shall be dry and
clean.

4.3.1.2 Bituminous—These materials are generally known as asphalt or asphaltic concrete.

4.3.2 CRAWLERS AND STEEL-WHEELED MACHINES—For crawlers or steel-wheeled machines, test courses of earth
shall be used.  These earthen surfaces shall be well packed and substantially free of loose material.  This
requires a soil that is cohesive when properly moistened and compacted.  Scarifying, watering, grading, and
compacting equipment is needed for track preparation.

4.3.3 ALTERNATIVE SURFACES—The test may be conducted on any other type of surface if required for specific test
purposes.  The nature of the surface shall be reported.

5. Apparatus—See Figure 1  for examples of apparatus used.

5.1 Dynamometer car, or towed load, controllable to maintain within specified limits either:

a. Speed of engine, shaft output of infinitely variable drive, or drive wheels of the machine being tested;
or

b. Drawbar pull.

It shall be capable of testing the machine to full drawbar performance without exceeding its own operating
limits.

5.2 Means to Measure and Record the Following:

TABLE 1—

Accuracy

Time ±0.2 s

Distance ±0.5%

Pull ±1.0%

Engine speed (r/min) ±1.0%

Output shaft of infinitely variable drives ±1.0%

Drive wheel or sprocket revolutions ±0.5%

Machine mass ±1.5% of mass measured

Tire pressure ±3.0%

Grouser height or tread depth ±1.0 mm (±0.04 in)

Temperature – wet and dry bulb ±1 °C (±1.8 °F)

Barometric pressure ±0.35 kPa (±1.2 in Hg)
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