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1. Scope—This SAE Standard establishes a test method to measure drag force of self-propelled, as well as
towed, construction, forestry, and industrial machines, with or without payload, as listed in SAE J/ISO 6165
and J1116.

Drag force is measured as a function of travel speed.

1.1 Rationale—The rationale for moving SAE J873 to a Noncurrent status is that we are not aware that this
standard is being used in industry today and no experts exist to maintain this document.

2. References

2.1 Applicable Publications—The following publications form a part of this specification to the extent specified
herein. The latest issue of SAE publications shall apply.

2.1.1  SAE PUBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel:
877-606-7323 (inside USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

SAE J1057—Identification Terminology of Earthmoving Machines
SAE J1116—Categories of Off-Road Self-Propelled Work Machines

3. Definitions—For the purpose of this document, the following definitions apply:

3.1 Travel Speed—The actual machine velocity expressed in kilometers per hour (km/h).

3.2 Test Time—The time taken to cover the test distance, or duration of the test run, expressed in seconds (s).
3.3 Test Distance—The distance traveled by the test machine during the test time, expressed in meters (m).

3.4 Machine Mass—The mass of the machine as tested. It shall include the operator, a full tank of fuel, and all
fluid compartments at their specified level; expressed in kilograms (kg).

3.5 Tire Pressure—Air pressure in the machine tires, as tested, expressed in kilopascals (kPa).
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