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1. Scope—The scope of this SAE Recommended Practice, trailer axle alignment, is to identify the dimensional
limits of, and a method to, establish a perpendicular relationship between the king pin centerline and the axle
centerline at its midpoint. Various types of equipment are commercially available which can be used for this
measurement which provides varying degrees of accuracy, but none can be endorsed by SAE.

The most fundamental methods of measurement will be described here, but other equipment is available if a
greater degree of accuracy is desired.

2. References

2.1 Related Publications—The following publications are provided for information purposes only and are not a
required part of this document. Unless otherwise stated, the latest version of SAE publications shall apply.

2.1.1  SAE PuBLICATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
SAE J875 JUN85—Trailer Axle Alignment

2.1.2 TRUCK MANUFACTURER PUBLICATIONS—AVvailable from The Maintenance Council, American Trucking
Associations, 2200 Mill Rocad, Alexandria, VA 22314-5388.

TMC Recommended Practice RP-708; 1997 Rev.
TMC Recommended Practice RP-71-80

2.1.3 DANA CORPORATION PUBLICATION—Available from Dana Corporation, P.O. Box 974, 4500 Dorr Street, Toledo,
OH 43615.

Spicer Trailer Products

2.1.4 WABASH NATIONAL PUBLICATION—AVvailable from Wabash National, P.O. Box 6129, 1000 Sagamore Parkway,
S., Lafayette, IN 47905.

Trailer Alignment Procedure
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