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Foreword—This reaffirmed document has been changed only to reflect the new SAE Technical Standards Board
format.

1. Scope—This SAE Recommended Practice defines flywheel configuration to promote standardization of
flywheels for engine flywheel mounted torque converters.

Tables 1A and 1B and Figure 1 give dimensions for flywheels mounted-type torque converters. For torque
converters using drive ring overcenter type disconnect clutch, see SAE J620.

2. References

2.1 Applicable Publications—The following publications form a part of this specification to the extent specified
herein. The latest issue of SAE publications shall apply.

2.1.1 SAE PusBLIcATIONS—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J617—Engine Flywheel Housing and Mating Transmission Housing Flanges

SAE J620—Flywheels for Industrial Engines Used With Industrial Power Take-Offs Equipped With Driving-
Ring Type Overcenter Clutches and Engine-Mounted Marine Gears and Single Bearing Engine-
Mounted Power Generators

SAE J1033—Procedure for Measuring Bore and Face Runout of Flywheels, Flywheel Housings, and
Flywheel Housing Adapters

2.1.2 ANSI PuBLIcaTION—AVvailable from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ANSI B1.1—Screw Threads
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