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Foreword—This Reaffirmed Document has been changed only to reflect the new SAE Technical Standards Board
Format. Scope is Section 1, References added as Section 2.

1. Scope—This SAE Standard includes names of major components and parts peculiar to this type of
equipment. The illustrations are not intended to show all existing commercial machines or to be exactly
descriptive of any particular machine. They have been selected to depict principles used in identifying specific
mechanisms and to identify useful dimensional relationships.

2. References

21 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated, the latest revision of SAE publications shall apply.

2.1.1 SAE PusLicaTions—Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J695 FEB84—Turning Ability and Off Tracking—Motor Vehicles
SAE J1234 JAN85—Specification Definitions—Off-Road Work Machines
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3. Rubber Tire Carrier Mountings with Revolving Superstructure—See Figures 1 and 2.

NOTE: Recler to SAE ]695
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FIGURE 1—RUBBER TIRE CARRIER MOUNTINGS WITH REVOLVING SUPERSTRUCTURE
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SELF PROPELLED MOUNTING (4x2 OR 4x4 SHOWN)

FIGURE 2—RUBBER TIRE CARRIER MOUNTINGS WITH REVOLVING SUPERSTRUCTURE
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