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1. Scope—This SAE Standard establishes physical properties required of SAE Coarse Test Carbon and SAE
Fine Test Carbon and establishes test methods to ensure that these requirements are met.

1.1 Purpose—The purpose of this document is to establish specifications for test carbon to be used when
performing the tests described in SAE J335, J342, and J350.

2. References

2.1 Applicable Publications—The following publications form a part of the specification to the extent specified
herein. Unless otherwise indicated, the latest revision of SAE publications shall apply.

2.1.1  SAE PuBLICATIONS—AVvailable from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE J335—Multiposition Small Engine Exhaust System Fire Ignition Suppression
SAE J342—Spark Arrester Test Procedure for Large Size Engines
SAE J350—Spark Arrester Test Procedure for Medium Size Engines

2.1.2 ASTM PuBLICATIONS—AVvailable from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA19428-2959.
ASTM D 2854—Standard Test Method for Apparent Density of Activated Carbon
ASTM D 2862—Test Method for Particle Size Distribution of Granular Activated Carbon
ASTM D 3467—Test Method for Carbon Tetrachloride Activity of Activated Carbon
ASTM D 3802—Standard Test Method for Ball-Pan Hardness of Activated Carbon
ASTM E 11—Standard Specification for Wire Cloth Sieves for Testing Purposes

2.1.3 USDA FOREST SERVICE PuBLICATION—AVvailable from USDA Forest Service, Technology and Development
Center, 444 East Bonita Avenue, San Dimas, CA 91773-3198.

Spark Arrester Test Carbon Replacement Study, January 1991, USDA Forest Service
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