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PROCUREMENT SPECIFICATION: MA620 /3/
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 SAE values your input. To provide feedback
 on this Technical Report, please visit  
 http://www.sae.org/technical/standards/MA1635  
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MA1635 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY. 
 

  

FIGURE 1 - HOSE ASSEMBLY

FIGURE 2 - SPIRAL ABRASION COVER /8/

Full document details: SAE MA1635
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TABLE 1 - ASSEMBLY DIMENSIONS

HOSE
ASSY NO.
AND  SIZE

CODE

HOSE
ASSEMBLY

SIZE
DN

THREAD T
PER MA1370

4g - 6g

A1

MAX

A2

MAX

B
GAGE
BASIC

C /10/
MIN

D
MIN

D
MAX

E /11/ MAX
WITHOUT
SLEEVING

F
HEX

(REF)

MA1635E 06 MJ12 x 1.25 28.2   31.5   7.5   3.4 18.0 19.8 14.0 14
MA1635G 10 MJ14 x 1.5 33.8   41.4   9.5   6.5 24.4 26.2 17.3 17
MA1635H 12 MJ18 x 1.5 38.6   47.0 13.5   8.8 28.3 30.1 21.8 22
MA1635J 16 MJ22 x 1.5 43.4   55.7 17.5 10.9 35.0 36.8 24.1 27
MA1635K 20 MJ27 x 1.5 48.0   67.8 21.5 16.1 36.8 38.5 32.5 32
MA1635M 25 MJ33 x 1.5 50.8   77.0 26.6 21.2 47.8 49.5 37.3 41
MA1635N 32 MJ42 x 2 64.3   98.8 33.7 27.5 55.4 57.2 43.2 46
MA1635P 40 MJ50 x 2 68.3 105.4 41.7 33.3 67.4 69.2 50.8 60

TABLE 2 - ASSEMBLY LENGTH TOLERANCE

HOSE ASSEMBLY LENGTH TOLERANCE

UNDER 457 mm ±3 mm
457 TO 914 mm EXCLUSIVE ±7 mm
914 TO 1270 mm EXCLUSIVE ±13 mm
1270 mm AND OVER ±1%

TABLE 3 - HOSE OR COVER OUTSIDE DIAMETER

HOSE
OR

COVER
CODE

HOSE OR TYPE OF
PROTECTIVE COVER

HOSE
SIZE

06

HOSE
SIZE

10

HOSE
SIZE
12

HOSE
SIZE
16

HOSE
SIZE
20

HOSE
SIZE

25

HOSE
SIZE

32

HOSE
SIZE

40

UPPER
TEMP.
LIMIT

°C

NONE HOSE ONLY PER MA620
B REF SPIRAL ABRASION /8/ 12.8 15.6 21.0 23.7 29.0 34.5 41.4 48.0 130
H ± .8 mm INTEGRAL FIRESLEEVE /12/ – 21.1 25.7 29.7 34.5 38.3 44.4 50.8 200
N REF FIRESLEEVE SIL/FG (AS1072)

/12/ /13/ /14/
19.3 22.1 26.2 28.7 34.8 41.4 47.5 54.1 200

K ± .8 mm INTEGRAL ABRASION /9/
(BRAIDED) POLYESTER

12.7 16.0 21.3 23.4 28.8 34.9 40.6 47.5 145

J ± .8 mm INTEGRAL FIRESLEEVE /15/ 17.4 20.2 25.3 27.7 33.0 38.9 – – 200

TABLE 4 - HOSE ASSEMBLY PHYSICAL CHARACTERISTICS

HOSE
SIZE
DN

OPERATING
PRESSURE

MAX
kPa

PROOF
PRESSURE

MIN
kPa

BURST
PRESSURE

ROOM TEMP
MIN
kPa

BURST
PRESSURE
HIGH TEMP

MIN
kPa

BEND RADIUS
AT INSIDE
OF BEND

(HOSE ONLY)

06 6900 13 800 27 600 19 300   32
10 6900 13 800 27 600 19 300   57
12 6900 13 800 27 600 19 300   73
16 6900 12 410 24 820 17 240   76
20 6900 12 410 24 820 17 240   95
25 6900 12 410 24 820 17 240 127
32 6900 12 410 24 820 17 240 159
40 5170 10 340 20 680 14 480 191
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