FEDERAL SUPPLY CLASS
RATIONALE
MA1638 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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TABLE 1 - ASSEMBLY DIMENSIONS

HOSE HOSE
ASSYNO. ASSEMBLY  THREAD T B C /ol E /10/ MAX F
AND SIZE SIZE PER MA1370 A GAGE DRILL D D  WITHOUT  HEX
CODE DN 4g - 6g MAX BASIC MIN  MIN MAX SLEEVING (REF)
MA1638E 06 MI12x1.25 315 75 34 180 198 14.0 14
MA1638G 10 MJ14 x 1.5 41.4 95 65 244 262 17.3 17
MA1638H 12 MJ18 x 1.5 470 135 88 283 301 21.8 22
MA1638J 16 MJ22 x 1.5 557 175 109 350 36.8 24.1 27
MA1638K 20 MJ27 x 1.5 678 215 161 368 385 325 32
MA1638M 25 MJ33 x 1.5 770 266 212 478 495 373 41
MA1638N 32 MJ42 x 2 988 337 275 554  57.2 43.2 46
MA1638P 40 MJ50 x 2 1054 417 333 674 692 50.8 60
TABLE 2 - ASSEMBLY LENGTH TOLERANCE

HOSE ASSEMBLY LENGTH TOLERANCE

UNDER 457 mm +3 mm

457 TO 914 mm EXCLUSIVE +7 mm

914 TO 1270 mm EXCLUSIVE +13 mm

1270 mm AND OVER +1%
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