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NOTES:

/1/° DN = NOMINAL TUBE OUTSIDE DIAMETER

/2 MATERIAL:

a.

NO CODE LETTER (USE HYPHEN): TYPE 4130 STEEL BAR PER AMS-S-6758.

CODE LETTER D: (INACTIVE FOR USE): TYPE 2024-T6 ALUMINUM ALLOY BAR PER AMS 4112 OR TYPE
2024 T851 ALUMINUM ALLOY BAR PER AMS-QQ-A-225/6.

CODE LETTER J: TYPE 304 CORROSION RESISTANT STEEL BAR PER AMS-QQ-S-763, CLASS 304.

d. CODE LETTER K: TYPE 316 CORROSION RESISTANT STEEL BAR PER AMS-QQ-S-763, CLASS 316.

e. CODELETTER R: TYPE 321 CORROSION RESISTANT STEEL BAR PER AMS-QQ-S-763, CLASS 321.

f. CODE LETTER S: (INACTIVE FOR USE): TYPE 347 CORROSION RESISTANT STEEL BAR PER AMS-QQ-S-
763, CLASS 347.

g. CODELETTER T: TYPE 6AL-4V TITANIUM ALLOY BAR PER AMS 4928.

h. CODE LETTER W: 7075-T7351 ALUMINUM PER AMS 4124.

i. CODE S MATERIAL MAY BE USED UNTIL STOCK IS DEPLETED. CODE R MATERIAL MAY BE SUBSTITUTED
WHENEVER CODE S MATERIAL IS SPECIFIED.

j.  CODE D MATERIAL MAY BE USED UNTIL STOCK IS DEPLETED. CODE W MATERIAL MAY BE
SUBSTITUTED WHENEVER CODE S MATERIAL IS SPECIFIED.

3. FINISH:

a. NO MATERIAL CODE LETTER (HYPHEN): CADMIUM PLATE PER AMS-QQ-P-416 TYPE Il, CLASS 2. DIP IN
OIL PER MIL-PRF-6083.

b. MATERIAL CODE LETTER T: FLUORIDE PHOSPHATE CONVERSION COAT PER AMS 2486 OR ANODIZE
PER AMS 2488.

c. MATERIAL CODE LETTER W: ANODIZE PER AMS 2471, DYED BROWN SIMILAR TO COLOR 10080 OF FED-
STD-595.

d. MATERIAL CODE LETTER J, K, R, AND S: PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VII.

/4/ PROCUREMENT SPECIFICATION: MA2005 (ISO 7169) THIS PART SHALL BE QUALIFIED TO THE
PROCUREMENT SPECIFICATION AS APPLICABLE IN A COMPLETE ASSEMBLY. USERS OF THIS STANDARD
ARE ADVISED TO CONTROL SOURCE APPROVAL(S) BY STANDARD PAGE SUPPLEMENT SHEET OR SIMILAR
MEANS.

/5/  IDENTIFICATION AT LOCATION SHOWN:

a.

b.

MARK PER AS478 CLASS C OR D OR METHOD 7A3, 15A3, OR 15B.

MANUFACTURER'S NAME, TRADEMARK, OR CAGE CODE. BASIC PART NUMBER, AND MATERIAL CODE
LETTER.
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