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NOTES:
/1/ DN = NOMINAL TUBE OUTSIDE DIAMETER.

12/ MATERIAL:

CODE LETTER D - TYPE 2024-T6 OR T851 ALUMINUM ALLOY BAR PER AMS 4112 OR QQ-A-225/6.
CODE LETTER J - TYPE 304 CORROSION RESISTANT STEEL BAR PER AMS 5639 OR QQ-S-763.
CODE LETTER K - TYPE 316 CORROSION RESISTANT STEEL BAR PER AMS 5648 OR QQ-S-763.
CODE LETTER T - TYPE 6AL-4V TITANIUM ALLOY BAR PER AMS 4928.

CODE LETTER W - TYPE 7075-T73 OR T7351 ALUMINUM ALLOY BAR PER AMS 4124 OR QQ-A-225/9.
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3. HEAT TREATMENT: NONE.
4. FINISH
a. MATERIAL CODE LETTER D - ANODIZE PER MIL-A-8625, TYPE Il, CLASS 2, DYED GREEN SIMILAR TO COLOR
NO. 14187 OF FED-STD-595 AND DUPLEX SEALED.
b. MATERIAL CODE LETTERS J AND K - PASSIVATE PER QQ-P-35, TYPE VI OR VILI.
c. MATERIAL CODE LETTER T - ANODIZE PER AMS 2488 OR FLUORIDE PHOSPHATE CONVERSION COAT PER
AMS 2486.
d. MATERIAL CODE LETTER W - ANODIZE PER MIL-A-8625, TYPE II, CLASS 2, DYED BROWN SIMILAR TO COLOR
NO. 10080 OF FED-STD-595 AND DUPLEX SEALED.
/5/ THIS NUT IS INTENDED FOR USE WITH BULKHEAD FITTING ENDS ON FITTINGS PER MA2005 (ISO 7169).
/6/  IDENTIFICATION AT LOCATION SHOWN: MARK PER AS478 CLASS C OR METHOD 7A3, 15A3, OR 15B.
a. FOR SIZES DN10 AND SMALLER: MANUFACTURER’S NAME, CAGE CODE OR TRADEMARK AND MATERIAL
CODE LETTER.
b. FOR SIZES DN12 AND LARGER: MANUFACTURER’S NAME, CAGE CODE OR TRADEMARK, BASIC PART
NUMBER AND MATERIAL CODE LETTER.
7. THIS PART IS DESIGNED FOR USE IN SYSTEMS AT TYPE || TEMPERATURE (-55 TO 135 °C).
/8/ HEX CORNERS MAY BE ROUNDED PER ARP1942.

9. THE CHANGE BAR (1) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING
AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE
OF THIS DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE
REVISION OF THE DOCUMENT.

10. INVENTORIED PARTS CONFORMING TO THE PREVIOUS "LETTER CHANGE" MAY BE USED TO DEPLETION.
11. INTERPRETATION OF DRAWING PER MAP4296.

12.  SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M; REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE
SPECIFIED, MACHINED SURFACES TO BE 3.2 ym Ra. HEX FLATS MAY BE 12.5 ym Ra.

13. BREAK EDGES 0.1 TO 0.4 UNLESS OTHERWISE SPECIFIED.
14.  DIMENSIONING AND TOLERANCING: ASME Y14.5M-1994.

(R) NUT, BULKHEAD MA2118
INTERNATIONAL. FITT”\lYG, METRIC , J_ SHEET éum ems

Document Sharing Hub

% AEROSPACE STANDARD REV.

Full document details: SAE MA2118B


http://www.avadocuments.com/doc/sae-ma2118b
http://www.avadocuments.com/doc/sae-ma2118b

