FEDERAL SUPPLY CLASS
5340

RATIONALE

MA2151/3 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.

MA2151/3

> 5
o 7
= [
5] =
K% 7
= °
o c
% ©
2 2
(2] c
= [}
s £
S, I
2o £
Lt i
g2 3 5.72 MIN TYP
c = >
Q2 0 |
58 u 1 g2 *0.51 (TYP)
2o B i -0.00 (5X)
a6 o
b5 SECTION '8-B'
32 3 ¢ REF o 68

k] c
8 o
5 g ]
85 % IS/ 17/ @b - G GAP TYP
> & —/7
e 8
g8 ® SEE DETAIL I
oS B ] }
S5 E .
g % ¢
§2 © SADDLE MUST NEST WITH |
gE 3 UPPER $TRAP WHEN CLAMPED P 0.785 RADIANS
2z 2 ON TUBE WITHOUT SPACER 18/ (43° REF) T
S8 g DETAIL I <
22 7 Q
o E 2
cc =
$3 2 o
32 = w
2 g é NOTE; GEOMETRIC DIMENSIONING AND TOLERANCING ARE SUBJECT TO INTERPRETATION OF ANS| 14.5M-1982. E
o > LL
g8 ® FIGURE 1 <
23 & w
£5 £ G
)
£5 < 3
25 & o
$% O )
2SS @ o
ng 2 ]
§ 2 0 ® THIRD ANGLE PROJECTION 8
© % é SAE values your input. To provide feedback ‘ 2}
g 2 on this Technical Report, please visit
2% 8 http://www.sae.org/technical/standards/MA2151/3 - &)\ - /‘ -
i 1 ]
% 2 é CUSTODIAN: G-3/G-3E PROCUREMENT SPECIFICATION: MA2151
®T T o
£s 2 AEROSPACE STANDARD
E% 3 c S CUSHIO MA2151/3

e = LAMP, SADDLE TYPE, CUSHIONED,
5(? § u% INTERNATIONALS HIGH TEMPERATURE, METRIC SHEET 1 OFD400U ments

Copyright 2015 SAE International )
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any ri.eans, electicnic, B@wmemb&hm| ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER: Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE MA2151_3


http://www.avadocuments.com/doc/sae-ma2151-3
http://www.avadocuments.com/doc/sae-ma2151-3

TABLE 1 - DIMENSIONAL TABULATION

& D Nom

Size mm c E G R R. T W X

Code Yolerance Bef +0.38 +0.03 +0.25 +0.76 PerSpec  +0.13 *0.25
-014 14.00 11.57 36.86 0.51 229 .53 1.02 12.70 5.54
-016 16.00 12.57 38.86 0.51 2.29 953 1.02 1270 5.54
D18 18.00 13.57 40.86 0.51 2.29 9.53 .02 12.70 5.54
-020 20.00 14.57 42 .86 0.51 2.29 9.53 1.02 1270 5.54
-022 22.00 15.57 44 .86 0.51 2.29 953 .02 1270 5.54
-025 25.00 17.33 49.33 0.76 277 9.53 1.27 15.88 6.35
-028 28.00 18.83 52.33 0.76 277 953 127 15.88 6.35
-032 32.00 2083 56.33 0.76 277 12.70 1.27 15.88 6.38
-036 36.00 2283 60.33 0.76 277 12.70 127 15.88 6.35
-040 40.00 2483 64.33 0.76 277 12.70 1.27 15.88 6.35
-045 45.00 2786 70.81 0.76 3.18 12.70 159 19.05 6.35
-050 50.00 30.16 75.81 0.76 3.18 12.70 1.59 19.05 £.35
-056 56.00 33.16 81.81 0.76 3.18 12.70 t.59 19.05 6.35
-063 63.00 36.66 g88.81 0.76 3.18 12.70 1.59 19.05 £.35
070 70.00 40.1¢ 9581 0.76 3.18 12.7Q 1.59 19.05 8.35
-DB0 80.00 45.16 105.81 0.76 3.18 12.70 1.59 19.05 £.35
-090 90.00 50.16 115.81 0.76 3.18 12.70 1.59 19.05 6.35
-100 100.00 55.16 12581 0.76 3.18 12.70 1.59 19.05 £.35

GENERAL NOTES:

1. MATERIALS: BAND AND BASE - 321 CORROSION RESISTANT STEEL PER AMS-5510, EXCEPT THAT A
MINIMUM TENSILE STRENGTH OF 655.0 MPa SHALL BE REQUIRED.

FABRIC REINFORCING MATERIAL —

CUSHION - FABRIC REINFORCED SILICONE RUBBER, 65-75 DUROMETER (ON
UNREINFORCED MATERIAL), COLOR LIGHT BLUE, PER MA2151 WITH
ADDITIONAL REQUIREMENTS SHOWN ON THIS SPECIFICATION SHEET. THE
FABRIC REINFORCING MATERIAL SHALL BE MOLDED INTO THE BAND SIDE
OF THE CLAMP CUSHION AT 0.785 RADIANS {45°} ANGLE (SEE FIGURE 2).

CUSHION REQUIREMENTS:

_— CLAMP CUSHION

FIGURE 2 - CUSHION REINFORCEMENT

. PHYSICAL PROPERTIES - AS SPECIFIED IN TABLE 2. UNLESS OTHERWISE

SPECIHIED RESULTS ARE AN AVERAGE OF 5 SPECIMENS AND TOLERANCE ON

TEMPERATURE IS {+2.8°C).

. COMPRESSION SET - SEE MA2150, PARAGRAPH 4.5.3.2

FLAMMABILITY - SEE MAZ2150, PARAGRAPH 4.5.3.3.2, VERTICAL BURN TEST

INTERNATIONAL.

AEROSPACE STANDARD

CLAMP, SADDLE TYPE, CUSHIONED,

HIGH TEMPERATURE, METRIC

MA2151/3
! SHEETPYS¢uments

Full document details: SAE MA2151_3

Document Sharing Hub


http://www.avadocuments.com/doc/sae-ma2151-3
http://www.avadocuments.com/doc/sae-ma2151-3

