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SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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TABLE 1 - DIMENSIONAL TABULATION

& D Coded in E G R1 T w R2 X
Ona Millimater
increments Ref 2f
Tolerance +0.38 +0.25 Per Spec +0.13 +).25 +H.25
00310 016 (D/2) + 10.29 1.58 + 0.41 157 0.51 9.53 9.83 476
- 0.00
Q07 o 030 (O2) + 11.68 1.58 + 0.41 277 Q.81 12.70 9.53 5.53
-0.00
031 to 081 (D/2) + 11.54 239 +0.79 3.18 1.02 12.70 9.53 5.53
«0.00
052 10 105 (D/2) + 11.94 3.18 +0.79 3.18 1.02 1270 253 553
- 0.00
GENERAL NOTES:

1. MATERIALS: BAND - 321 CORROSION RESISTANT STEEL PER AMS-5510
2.  HEAT TREATMENT: BAND - NONE

3.  CLAMP BAND HARDNESS: 90 HRB

4.  FINISH: BAND - PASSIVATE PER QQ-P-35

/5/  DIAMETER "D" 1S THE NOMINAL DIAMETER FOR WHICH A CLAMP SIZE 15 INTENDED FOR USE. DIAMETER "D AND
DIMENSION "E” SHALL BE MEASURED WITH THE CLAMP INSTALLED ON A MANDREL OF D" DIAMETER +0.025 AND
A SPACER EQUAL TO *G" GAP +0.013 BETWEEN UPPER AND LOWER FEET AS SHOWN.

6. PROCUREMENT SPECIFICATION: MAZ2150 {EXCEPT VIBRATION TEST)

7/ IDENTIFICATION: MARK THE COMPLETE STANDARD PART NUMBER AND MANUFACTURER'S NAME, TRADEMARK
OR CAGE NUMBER ON THE BAND ABOVE THE THEORETICAL CENTERLINE PER AS478
(2A1)

B. SURFACE TEXTURE (SEE MA2150)

. METAL BANDS SHALL HAVE ALL BURRS AND SHARP EDGES REMOVED

10. DIMENSIONS IN MILLIMETERS. UNLESS OTHERWISE SPECIFIED TOLERANCES: LINEAR DIMENSIONS
XXX 2 0.25, X.X + 0.76, ANGLES = 0.035 RADIANS
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