FEDERAL SUPPLY CLASS
5340
RATIONALE
MA2154/3 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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GENERAL NOTES:
1. MATERIALS: BAND AND BASE - 321 CORROSION RESISTANT STEEL, ANNEALED, PER AMS-5510

CUSHION - FABRIC REINFORCED SILICONE RUBBER, 65-75 DUROMETER (ON UNREINFORCED
MATERIAL), COLOR LIGHT BLUE, PER MA2151 WITH ADDITIONAL REQUIREMENTS
SHOWN ON THIS SPECIFICATION SHEET. THE FABRIC REINFORCING MATERIAL
SHALL BE MOLDED INTO THE BAND SIDE OF THE CLAMP CUSHION AT 0.785
RADIANS {45°) ANGLE (SEE FIGURE 2)

FABRIC REINFORCING MATERIAL —
—— (LAMP CUSHION

FIGURE 2 - CUSHION REINFORCEMENT
CUSHION REQWREMENTS: 1. PHYSICAL PROPERTIES - AS SPECIFIED IN TABLE 1. UNLESS OTHERWISE
SPECIFIED RESULYS ARE AN AVERAGE QF 5 SPECIMENS AND TOLERANCE ON
TEMPERATURE 1S (+2.8°C).
2. COMPRESSION SET - SEE MA2151
3. FLAMMABILITY - SEE MAZ2151
2. HEAT TREATMENT: NONE
3. BAND AND BASE HARDNESS: 80 HRE
4. FINISH: BAND AND BASE - PASSIVATE PER QQ-P-35

CUSHION - NONE

/5 STANDARD SIZE LIMITATIONS: A DIMENSION -08 {8 mm) MINIMUM, -25 (25 mm) MAXIMUM
B DIMENSION -13 {13 mm) MINIMUM, -51 {51 mm) MAXIMUM

(MINIMUM ‘A’ AND '8' DIMENSIONS CAN BE REVERSED)
6. PROCUREMENT SPECIFICATION: MA2151 (EXCEFT VIBRATION TEST)

/7 REINFORCING BEAD REQUIRED ON ALL CLAMPS WITH 'E* DIMENSION OF 38 and OVER. ALL RADII ON THE
STIFFENING BEAD SHALL BE SMOOTH AND BLENDED. NO SHARP TGOL MARKS ARE ALLOWED.

/8/  IDENTIFICATION: MARK THE COMPLETE STANDARD PART NUMBER AND MANUFACTURER'S NAME, TRADEMARK
OR CAGE NUMBER ON THE BAND ABOVE THE THEORETICAL CENTERLINE IN AN AREA NOT
COVERED BY CUSHION PER AS478 (2A1}

9.  SURFACE TEXTURE {SEE MA2151}

10. METAL BANDS SHALL HAVE ALL BURRS AND SHARP EDGES REMOVED
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