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RATIONALE
MA2262 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
fe——— B —
X —
N -A- - 0.89
<
=
4
t
. 8 T
I = (¢D) oA
= [
5] = ]
@ 2 - +
5 B
5 5 ¥
(2] c
s £
A / — —
[}
3% ¢ ‘
2o £ g ‘
FZ % 0.13 .
5 2 [#] o5
Sz 3 SLEEVE END
22 g PER MA2246 n
o8 2
% 5 W FIGURE 1 - SLEEVE FERRULE BUTT WELDED
05 <
st 7
So O TABLE 1 - FERRULE DIMENSIONS IN MM AND WEIGHTS IN KG
oS ©
= Q
T 2 c
gE 3
25 5 BASIC
52 3 NUMBER
s & MA2262 MAXIMUM  MAXIMUM  MAXIMUM
; 2 38 DN TUBE  (TUBE WEIGHT WEIGHT WEIGHT
g€ 2 SIZE  SIZE  SIZE A B KG/EA KG/EA KG/EA
gt g CODE MM IN) +0.00/-0.15  0.25 c (D) ALUMINUM CRES TITANIUM
W E £
cs ¢ 12 12 .500 15.88 21.49  12.13  17.58 0.005 0.014 0.008
é% < 16 16 .625 19.05 21.49 16.13 20.75 0.006 0.017 0.009
=g “g’ 18 18 .750 22.61 23.52 18.13 25.32 0.008 0.023 0.013
w o )
<T g
sy 3 25 25  1.000 29.01 25.55 25.13 32.33 0.012 0.032 0.018 g
28 g 32 32 1.250 35.36 25.55 32.13 38.68 0.014 0.039 0.022 %
2 g2 = 38 38 1.500 41.71 25.55 38.13 45.54 0.017 0.048 0.027 S
LT [}
232 E [a)
22 ‘;; 45 45  1.750 48.06 25.55 45.13 51.92 0.020 0.055 0.031 %
2g g 50 50  2.000 54.48 26.31 50.13 58.85 0.023 0.065 0.037 x
q‘%; = 56 56  2.250 60.83 26.31 56.13 65.20 0.025 0.072 0.040 0
23 8 o
£ 2 63 63  2.500 67.18 26.31 63.13 71.55 0.028 0.080 0.045 o
= S e 76 76  3.000 79.88 26.31 76.13 84.25 0.033 0.094 0.053 .
ﬁ § > 88 88  3.500 92.58 26.31 88.13 97.31 0.039 0.111 0.063 :
s g )]
S [0}
g% 3 100 100 4.000 105.51 26.31  100.13  110.16 0.045 0.127 0.072 2
ng 2 ]
é 3 ® THIRD ANGLE PROJECTION 8
= . .
© % <3 SAE values your input. To provide feedback \ 2}
§_=> g on this Technical Report, please visit /\ /‘
w3 8 http://www.sae.org/technical/standards/MA2262 - C) - -
05 N —
28 ¢
% _2 é CUSTODIAN: G-3/G-3A PROCUREMENT SPECIFICATION: MA2241 /3/
k-] (]
£s 2 AEROSPACE STANDARD
E S § FERRULE, SLEEVE, BUTT WELD, THREADLESS, MA2262
wS w COUPLING, FLEXIBLE, FIXED CAVITY, SELF-BONDING, | SHEET 1 OF 2
5) g (7:') INTERNATIONAL. METR|C Docu ments

Copyright 2015 SAE International )
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any ri.eans, electicnic, B@mm@ﬂmb&hm| ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE MA2262


http://www.avadocuments.com/doc/sae-ma2262
http://www.avadocuments.com/doc/sae-ma2262

NOTES:
/1 MATERIAL:
a. CODE “A” - 6061-T6 ALUMINUM ALLOY PER QQ-A-225/8

b. CODE “C” - 321 OR 347 CORROSION RESISTING STEEL PER QQ-S-763
c. CODE “T” - CP-70 COMMERCIALLY PURE TITANIUM PER MIL-T-9047

2.  FINISH:

a. MATERIAL CODE “A” - NONE
b. MATERIAL CODE “C” - PASSIVATE PER QQ-P-35
c. MATERIAL CODE “T” - NONE

/3/  THIS PART SHALL BE QUALIFIED TO THE PROCUREMENT SPECIFICATION IN A COMPLETE ASSEMBLY (SEE
MA2242). USERS OF THIS STANDARD ARE ADVISED TO CONTROL SOURCE APPROVAL(S) BY STANDARD PAGE
SUPPLEMENT SHEET OR SIMILAR MEANS.

/4/  IDENTIFICATION: INK STAMP, 1.58 mm OR LARGER LETTERS, WITH THE FOLLOWING MINIMUM INFORMATION:
MANUFACTUER’S NAME, TRADEMARK OR CAGE NUMBER, COMPLETE “MA” NUMBER, AND DATE OF
MANUFACTURE IN QUARTERS (1Q91 - FIRST QUARTER 1991). SIZES 18 AND SMALLER MAY BE INDIVIDUALLY
BAGGED WITH A TAG CONTAINING THE ABOVE INFORMATION.

5. RATED OPERATING CHARACTERISTICS: SEE MA2241.

/6/  SPECIFIC DIMENSIONS AND TOLERANCES ARE SPECIFIED AND CONTROLLED BY THE SUPPLIER. THE
SUPPLIER IS REPONSIBLE TO ENSURE COMPATIBILITY WITH THE ASSEMBLY AND COMPLIANCE WITH THE
REQUIREMENTS OF THE PROCUREMENT SPECIFICATION.

7. TUBING SIZES ARE PER ISO 2964-1974 EXCEPT AS NOTED.
/8/  THESE FERRULES FIT COUPLING ASSEMBLIES THAT USE NONSTANDARD TUBING DIAMETERS.

9. SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36; REQUIREMENTS PER ANSI/ASME B46.1. UNLESS OTHERWISE
SPECIFIED, MACHIND SURFACES TO BE 3.2 ym Ra.

10. BREAK EDGES 0.08 TO 0.38 UNLESS OTHERWISE SPECIFIED.
11.  DIMENSIONING AND TOLERANCING: ANSI Y14.5M.

12.  DIMENSIONS IN MILLIMETERS, UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS +0.13,
ANGULAR DIMENSIONS +0.5°.

13.  EXAMPLE OF PART NUMBER:
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