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TABLE 1 - DIMENSIONS AND WEIGHTS

BASIC NO. {(NOMINAL

MA2301 TUBE A OPERATING Ko/EA
4/ SIZE DN) PORT #2 o PRESSURE MAX
SIZE CODE 1/ STYLE -0.2 G D E kPa T
0504 5 A 18.0 - 4.15 4.6 28,000 00180
0605 6 A 17.0 - 4.95 54 28,000 00157
0805 8 B 17.0 6.8 6.95 7.1 21,000 00198
0BO6 8 A 17.0 - 6.75 7.1 28,000 00212
1006 10 B 17.0 88 4.85 8.2 21,000 00244
1006 10 A 17.0 - 8.35 a2 28,000 00238
1205 12 B 18.0 10.7 1085 111 14,000 00305
1206 12 B 18.0 10.7 10.75 111 21.600 00329
1209 12 A 18.0 - 10.15 11.1 28,000 00388
1405 14 B 20.0 1.5 12.95 11.8 14,000 00369
1408 14 B 20.0 11.5 12.35 11.8 21,000 00463
1410 14 B 20.0 11.5 11.95 11.8 28,000 00521
1606 16 B 22.0 134 14,75 13.8 14,600 00514
1610 i6 B 22.0 13.4 1395 13.8 21,000 00568
1612 16 B 22.0 13.4 13.55 13.8 28,000 00742
1807 18 B 22.0 15.4 16.55 15.8 14,000 00626
1810 18 B 220 15.4 15.85 15.8 21,000 00755
1813 18 A 220 - 16.35 15.8 28,000 00878
2007 20 B 24.0 18.1 18.55 18.5 14,000 00308
2012 20 A 24.0 - 17.55 18.5 21,000 L1117
2015 20 A 24.0 - 16.95 18.5 28,000 0132
2208 22 A 28.0 - 20.35 21.3 14,000 0106
2212 22 A 28.0 - 19.55 21.3 21,000 0131
2216 22 A 28.0 - 18.76 21.3 28,000 .0156
2509 25 B 230 225 2315 229 14,000 .0142
2514 25 A 29.0 - 2215 229 21,000 0183
2518 25 A 25.0 - 21.35 229 28,000 .0214
2810 28 A 29.0 - 25.95 2641 14,000 0167
2816 28 A 290 - 2475 26.1 21,000 0222
2820 28 A 29.0 - 23.95 26.1 28,000 0257
3210 a2 B 30.0 284 29.95 28.8 14,000 0187
3212 32 8 30.0 284 29.55 28.8 14,000 0210

NOTES:

1 DN = NOMINAL TUBE OUTSIDE DIAMETER.

2/ MATERIAL:

a. CODELETTER T - TYPE 8AL-4V TITANIUM ALLOY BAR PER AMS 4865.

#3f FINISH: NONE.

/44 PROCUREMENT SPECIFICATION: MA4510 EXCEPT AS SPECIFIED ON THIS STANDARD. THIS PART SHALL BE
QUALIFIED TO THE PROCUREMENT SPECIFICATION IN A COMPLETE ASSEMBLY. THE MA2271 FITTING END
SHALL HAVE BEEN QUALIFIED TO THE APPLICABLE REQUIREMENTS. USERS OF THIS STANDARD ARE ADVISED
TG CONTROL SOURCE APPROVAL(S) BY STANDARD PAGE SUPPLEMENT SHEET OR SIMILAR MEANS.

/57 IDENTIFICATION AT LOCATION SHOWN: MARK PER AS478 CLASS C OR D OR METHOD 7A3, 15A3, OR 15B.

a. FOR SIZES DN10 AND SMALLER: MANUFACTURER'S NAME, CAGE CODE OR TRADEMARK, MATERIAL CODE
LETTER AND PRESSURE RATING (EXAMPLE: 28K = 28,000 kPay).
b. FOR SIZES DN12 AND LARGER: MANUFACTURER'S NAME, CAGE CODE OR TRADEMARK, BASIC PART
NUMBER, MATERIAL CODE LETTER AND PRESSURE RATING (EXAMPLE: 28K = 28,000 kPa).
6. THIS PART IS DESIGNED FOR USE IN SYSTEMS WITH OPERATING PRESSURES AS FOLLOWS:
a. SIZES DNOS THROUGH DN28 AT 28,000 kPa.
. SIZE DN32 AT 14,000 kPa.
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