FEDERAL SUPPLY CLASS
4730
RATIONALE
MA2304 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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TABLE § - DIMENSIONS

BASIC NO. {NOMINAL TUBE  (NCMINAL TUBE Ti T2
MA2304 SIZE DN} SIZE DN} PER PER
115/ &l fals MA1370 MA1370
SiZE CODE PORT #1 PORT #2 (IS0 5855/3) {ISC 5855/3)
0805 6 5 MJ12X 125 MJ1OX1
0806 8 6 MJ 14X 15 MJ 12 X 1.25
1008 10 8 MJ16X15 MJ14X15
1210 12 10 MJ18X 15 MJ16X 15
1612 16 12 Mi22X 15 MI18X 15
2018 20 16 MJI27X 18 MJ22 X 1.5
2520 25 20 MI33X 15 MJ27X 15
3225 22 25 MJI3GX 1.5 MJ33IX15E
TABLE 1A - BIMENSIONS AND WEIGHTS
BASIC NO.
MA2304 kg/EA
5/ A D F MAX
SIZECCDE  +0.3 B C =.5 E +0.25 Tl
0805 21.0 9.0 73 100 12.60-13.06 1235 00721
QBOS 245 0.8 s¢c 110 156 -16.1 1535 0112
1008 27.0 8 108 120 16.8 -17.1 16.35 0147
i210 27.0 i0.8 108 120 186 -1841 1835 0175
1612 27.0 0.8 108 120 236 -24.1 2335  .0253
2016 27.0 0.8 1038 120 283 -3G.1 23.08 0370
2520 2Z7e 108 108 12,0 333 341 3305 0489
3228 28.0 108 108 13.0 403 41.2 40.05 0696

NOTES:
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DN = NOMINAL TUBE OUTSIDE DIAMETER.

MATERIAL:

CODE LETTERT - TYPE 6AL-4V TITANIUM ALLOY BAR PER AMS 4985,

FINISH: NONE. APPLY DRY FILM LUBRICANT PER MIL-L-48010, TYPE | TG SEALING SURFACE. OVERSPRAY IN

BORE IS NOT PERMITTED.

THIS PART SHALL BE QUALIFIED TO THE PROCUREMENT SPECIFICATION AS APPLICABLE IN A COMPLETE
ASSEMBLY. USERS OF THIS STANDARD ARE ADVISED TO CONTROL SCURCE APPROVAL(S) BY STANDARD
PAGE SUPPLEMENT SHEET OR SIMILAR MEANS.

IDENTIFICATION AT LOCATION SHOWN: MARK PER AS478 CLASS C OR D OR METHOD 7A3, 15A3, OR 158.

a. FOR SIZES DN10 AND SMALLER, MANUFACTURER'S NAME, CAGE CODE QR TRADEMARK, MATERIAL CODE
LETTER AND PRESSURE RATING {(EXAMPLE: 28K = 28,000 kPa).

b. FOR SIZES DN12 AND LARGER, MANUFACTURER'S NAME, CAGE CODE OR TRADEMARK, BASIC PART
NUMBER, MATERIAL CODE LETTER AND PRESSURE RATING (EXAMPLE: 28K = 28,000 kPa).

THIS PART IS DESIGNED FOR USE IN SYSTEMS WITH OPERATING PRESSURES AS FOLLOWS:

a. SIZES DNO5 THROUGH DN2B AT 26,000 kPa.
b. SIZE DN32 AT 14,000 kPa,

THE HEX CORNERS MAY BE ROUNDED PER ARP1842.

INTERNATIONAL.

AEROSPACE STANDARD

MA2304

FITTING, UNION, REDUCER,

BEAM SEAL, METRIC

3 SHEETPYsé uments

Full document details: SAE MA2304

Document Sharing Hub


http://www.avadocuments.com/doc/sae-ma2304
http://www.avadocuments.com/doc/sae-ma2304

