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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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SEE NOTE 7
FIGURE 1
TABLE 1
oA B C D MASS
PART NUMBER TOL H13/1/ TOL h13/1/ IT14/11/ MIN kg/100
MA3265-03 3.50- 3.68 6.50- 6.28 1.00-1.25 1.20 0.019
MA3265-04 4.40- 4.68 8.40- 8.18 1.20-1.45 1.60 0.038
MA3265-05 5.50- 5.68 10.60-10.33 1.60-1.85 2.20 0.082
MA3265-06 6.75- 6.97 12.60-12.33 1.60-1.85 2.60 0.113
MA3265-07 7.75- 7.97 14.90-14.63 2.00-2.25 3.20 0.202
MA3265-08 8.75- 8.97 17.10-16.83 2.00-2.25 3.80 0.269
MA3265-10 10.75-11.02 21.30-20.97 2.85-3.05 4.90 0.590
MA3265-12 12.95-13.22 25.90-25.57 3.50-3.80 6.10 1.098
MA3265-14 15.15-15.42 30.10-29.71 4.20-4.50 7.00 1.772
MA3265-16 17.15-17.42 34.60-34.21 5.00-5.30 8.30 2.816
MA3265-18 19.50-19.83 39.40-39.01 5.50-5.80 9.50 4.020
MA3265-20 21.50-21.83 43.90-43.51 7.00-7.36 10.70 6.395

/1/ TOLERANCE GRADES TO ANSI B4.2.

NOTES:

MATERIAL: CORROSION AND HEAT RESISTANT STEEL, AMS 5525 (UNS S66286).

HEAT TREATMENT: PRECIPITATION HEAT TREAT PER AMS 2759/3 FOR UNS S66286.
HARDNESS: 24-35 HRC OR EQUIVALENT.

PROCUREMENT SPECIFICATION: MA1784.

FINISH: PASSIVATE PER MA1784.

FLUORESCENT PENETRANT INSPECTION: ASTM E 1417, TYPE |, SENSITIVITY LEVEL 2. ACCEPTANCE
CRITERIA PER MA1784.

THICKNESS SHALL BE UNIFORM WITHIN A TOTAL OF 0.05.

MARK PART NUMBER AND MANUFACTURER’S IDENTIFICATION PER AS478-37.

SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36. REQUIREMENTS PER ANSI/ASME B46.1.
REMOVE BURRS AND SHARP EDGES.

11. DIMENSIONING AND TOLERANCING: ANSI Y14.5M-1982

12. DIMENSIONS IN MILLIMETERS.

13. DO NOT USE UNASSIGNED PART NUMBERS.

14. AS, MA, AND AMS ARE SAE PUBLICATIONS.

15. ANSI IS AMERICAN NATIONAL STANDARD INSTITUTE PUBLICATION.

16. THIS DOCUMENT SUPERSEDES AS3265.
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