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 SAE values your input. To provide feedback 
 on this Technical Report, please visit  
 http://standards.sae.org/MA3275A 
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(R) NUT - SELF-LOCKING, CLINCH, 
SERRATED SHANK, 650 °C, SILVER PLATED, 

UNS S66286, MJ THREAD, METRIC 
 

TABLE 1 

THREAD 
SIZE 

TORQUE-OUT 
N-m 
MIN 

   MJ5 x 0.8 13.6 
MJ6 x 1 42.4 
MJ7 x 1 50.0 
MJ8 x 1 67.8 

TABLE 2A - DIMENSIONS A-J 

PART 
NUMBER 

A 
THREAD 
MA1370 
-4H6H/-
4H5H 

ØB 
±0.10 

ØC 
±0.15 

ØD 
MAX 

ØE 
+0.08 
-0.10 

F 
±0.25 

G 
±0.15 

H 
RAD 
±0.40 

J 
+0.25 
-0.15 

MA3275-05    MJ5 x 0.8 6.28   9.95   7.75 5.18 1.15 2.20 2.00 2.30 
MA3275-06 MJ6 x 1 7.72 11.35   9.15 6.64 1.65 2.20 2.00 2.30 
MA3275-07 MJ7 x 1 8.41 12.55 10.45 8.06 1.65 2.20 2.50 2.30 
MA3275-08 MJ8 x 1 9.40 12.55 10.45 8.06 1.65 2.20 2.50 2.30 

TABLE 2B - DIMENSIONS K-S 

PART 
NUMBER 

K 
±0.40 

ØL 
±0.13 

ØM 
±0.13 

N 
P° 

+0° 30’ 
-1° 00’ 

WIRE 
QTY 

WIRE 
Ø R 

S 
+0.060 
-0.030 

APPROX 
MASS 

KG/100 
PCS 

MA3275-05   8.75 6.49   7.26 17   86° 00’ 3 1.0   8.670 0.149 
MA3275-06 10.15 8.04   8.86 20 102° 30’ 2 1.2 10.578 0.273 
MA3275-07 11.45 9.31 10.16 23 102° 30’ 3 1.5 12.476 0.325 
MA3275-08 12.20 9.31 10.16 23 102° 30’ 3 1.5 12.476 0.342 

 
NOTES: 
 
1. MATERIAL: CORROSION AND HEAT RESISTANT STEEL, AMS5731 OR AMS5734 (UNS S66286). 
 
2. HARDNESS: 29 TO 39 HRC. 
 
3. FINISH: 
  

a. INTERNAL SURFACES: 
 

(1) SILVER PLATE PER AMS2411 (0.005 MIN THICKNESS) ON THREADS WITH OPTIONAL COVERAGE ON TOP AND 
BOTTOM COUNTERSINKS TO A MAXIMUM OF 30% IN COUNTERBORE. 

 
(2) DIMENSIONS ARE AFTER PLATING. 

 
b. EXTERNAL SURFACES: PASSIVATE PER AMS2700 METHOD 1, TYPE 2 OR 8 OR AMS2700 METHOD 2.  
 

4. FLUORESCENT PENETRANT INSPECTION PER ASTM E1417/E1417M, TYPE 1, SENSITIVITY LEVEL 2 MINIMUM. 
 
5. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M. REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE SPECIFIED, 

SURFACES TO BE 3.2 MICROMETERS Ra, EXCEPT THREADS TO BE 1.6 MICROMETERS Ra AND SERRATIONS TO BE 
6.3 MICROMETERS Ra. 

 
6. PROCUREMENT SPECIFICATION: MA1568 EXCEPT MINIMUM TORQUE-OUT LOAD FOR TORQUE-OUT TEST SHALL BE AS 

SHOWN IN TABLE 1 WHEN INSTALLED IN A HOLE CONFORMING TO AS4389 IN AN AMS5732 TEST PLATE.  
 
7. DIMENSIONS ARE IN MILLIMETERS. 
 
8. BREAK SHARP EDGES 0.1 TO 0.4, UNLESS OTHERWISE SPECIFIED. 
 
9. PRODUCT QUALIFICATION: QUALIFICATION TESTS IN ACCORDANCE WITH MA1568 SHALL BE PERFORMED BY THE 

VENDOR PRIOR TO FIRST SHIPMENT OF PARTS. 
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