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TABLE 1 - DIMENSIONS
PART THREAD A B c
NO. T 1 MIN
MA3302-03 MJ3x0.5-4H6H 6.85- 7.00 7.6 32 38
MA3302-04 MJ4x0.7-4H6H 7.85- 800 |h12 8.7 42- 48
MA3302-05 MJ5x0.8-4H6H 8.78-  9.00 9.8 52- 58
MA3302-06 MJ6x1-4H5H 10.73- 11.0 12.0 63- 7.1
MA3302-07 MJ7x1-4H5H 11.73-_12.0 13.2 73- 8.1
MA3302-08 MJ8x1-4H5H 13.73- 14.00 | - 15.5 83- 9.1
MA3302-10 MJ10x1.25-4H5H 16.73- 17.00 | h13 18.9 10.3- 11.1
MA3302-12 MJ12x1.25-4H5H 18.67 - 19.00 211 12.3- 131
MA3302-14 MJ14x1.5-4H5H 21.67- 22.0 245 14.4 152
MA3302-16 MJ16x1.5-4H5H 23.67 - 24.00 26.8 16.4- 17.2
MA3302-18 MJ18x1.5-4H5H 26.67 - 27.00 30.2 18.4- 19.2
MA3302-20 MJ20x1.5-4H5H 29.67- 30.0 336 204 -
21.2
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