FEDERAL SUPPLY CLASS

RATIONALE 5306

REV.
A

FIGURE 1 REDRAWN, DELETE INSIDE FILET RADII AT TRANSITION OF WRENCH ELEMENT AND BASE FLANGE,
ADD NEW NOTE FOR DISPOSITION OF EXISTING INVENTORY, REVISE FPI REFERENCE, TABLES RETYPED AND
REFORMATTED, GENERAL EDITORIAL REVISIONS.

=
g 0.08
= 1 Jo.os]B]
3 0.8/
2
E [t — K L
R M TO FULL
E- THREAD
"‘E g N |e— THREAD
‘Jui g SPLINE CONFIGURATION RUNOUT PER
b 2 PER MA1549-XX FOR DISTANCE Y Y o AS3062
- ITABLE1B/ — 45° APPROX
Qo ©
® 2
= 5 TOL AB[B]
5 E N — 08
g% & V/ -@C
23 8 T N
27§ r —
£g 2 - o6 —— - —- -
§5 Z i L -
ez 3 | 0 NN/ L _=FlIK3T T =
QO = >
i% 3 CURVED OR—/ L L_ \— THREAD T PER MA1370
2s % ANGULAR A=
5% o WITHIN S -R
So 3 ENVELOPE 50 pax
g o g T
22 3 1oL AB[B] L @D
Se & 35° MIN
€5 - @ TOL AATT
8° < MARK PART NUMBER AND [TOLAC[A
52 8 MANUFACTURER'S IDENTIFICATION ol o A] a
eo 5 PER AS478 CLASS A (FOR MJ4 AND MJ5 20° MAX o
32 W MARK MA3348 AND MANUFACTURER'S 17 <
28 3 IDENTIFICATION ONLY). N
25 E EDGE DISTANCE REQUIREMENTS &
c5 % DO NOT APPLY u o]
>2 Q0 7
3g = , SECTION THRU @
oE § A0 MAX THREAD PROFILE 2
2 8 4
58 v 1
2> 2 /ﬁ 8
gz > oV \-— X <
£5 £ 7 =
52 = ? o
58 o j N
S 2 IS [m)]
ag = w
& = =
1 ] e z
g% % i
PRI SECTION THRU HEAD <
£ 0 © L
= % g [\q
2 Q
Bz & FIGURE 1-BOLT w
s5 & z
e 2 o
gz o >
== 0
i -
Z 7 © THIRD ANGLE PROJECTION 8
o £ 17}
e § 8 For more information on this standard, visit ‘ -
a2 5 https://www.sae.org/standards/content/MA3348A ﬁ% /‘
na 9 - - -
88 | N2 —
2% 3
T ®©
Be © CUSTODIAN: E-25 PROCUREMENT SPECIFICATION: MA3378
T © o
€5 ¢ METRIC AEROSPACE STANDARD REV
5= 2 ™ .
25 8 BOLT, SPLINE DRIVE EXTENDED WASHER HEAD, MA3348
w5 u IERNT QIR PD SHANK, LONG THREAD, SHEET 1 OF 10 A
ns o NICKEL ALLOY (UNS N07001), METRIC Documents

Copyright © 2021 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any riieans, electlvnic,B@EahlmﬁrmfptShm’,l ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE MA3348A


http://www.avadocuments.com/doc/sae-ma3348a
http://www.avadocuments.com/doc/sae-ma3348a

TABLE 1A - PART NUMBERS, NOM DIA, THREAD T, AND DIMENSIONS C, D, E, F, G, H, AND K

PART THREAD
NUMBER NOM T OE OF 2G H K
16/ DIA 4h6h acC @D MAX MIN MIN MIN h15
MA3348-040XXX 4 MJ4 X 0.7 2.6- 3.1 3.42- 3.68 8.3 7.5 6 0.8 5.02- 5.50
MA3348-050XXX 5 MJ5 X 0.8 3.0- 4.0 4.35- 4.61 9.1 8.3 7 1.0 5.92- 6.50
MA3348-060XXX 6 MJ6 X 1 3.7- 4.7 5.22- 5.48 10.6 9.8 8 1.2 6.92- 7.50
MA3348-070XXX 7 MJ7 X1 4.7- 5.7 6.22- 6.48 121 11.3 9 1.4 7.62- 8.20
MA3348-080XXX 8 MJ8 X 1 5.7- 6.7 7.22- 7.48 13.6 12.8 10 1.6 8.02- 8.60
MA3348-100XXX 10 MJ10 X 1.25 74- 84 9.06- 9.32 16.7 15.7 12 2.0 9.40-10.10
MA3348-120XXX 12 MJ12 X 1.25 9.4-10.4 11.06-11.32 19.9 18.8 14 24 10.70-11.40

TABLE 1B - PART NUMBERS AND DIMENSIONS R, Y, AB, AC AND WRENCHING DASH NO.

PART WRENCHING
NUMBER Y AA AB AC  CONFIGURATION
16/ R U Qv MIN TOL TOL TOL DASH NO.
MA3348-040XXX 02-04 - 25 0.0030 0.10 0.12 06
MA3348-050XXX 0.3-0.5 2.5-2.9 3.2-3.7 2.8 0.0030 0.13 0.12 07
MA3348-060XXX 0.5-0.7 2.8-3.2 4.1-4.6 3.5 0.0030 0.15 0.12 08
MA3348-070XXX 0.5-0.7 3.3-3.7 4.9-54 3.8 0.0030 0.18 0.15 09
MA3348-080XXX 0.5-0.7 3.7-4.1 5.2-5.7 3.9 0.0030 0.20 0.15 10
MA3348-100XXX 0.6-0.8 4.7-51 6.7-7.2 4.2 0.0025 0.25 0.15 12
MA3348-120XXX 0.6-0.9 5.6-6.0 8.0-8.5 4.5 0.0025 0.30 0.18 14
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TABLE 2 - DASH NO., DIVENSIONS L, M, N, AND APPROX MASS

DASH APPROX
NO. M N MASS
SIZE 6/ L MAX MIN kg/100
MJ4 X 0.7 - 4h6h 040006 5.7- 6.3 1.8 0.4 0.232
040008 7.7- 8.3 1.8 0.4 0.248
040010 9.7-10.3 1.8 0.4 0.264
040012 11.7-12.3 1.8 0.4 0.280
040014 13.7-14.3 1.8 0.4 0.296
040016 15.7-16.3 2.0 0.4 0.312
040018 17.7-18.3 4.0 1.1 0.328
040020 19.7-20.3 6.0 3.1 0.344
040022 21.7-22.3 8.0 5.1 0.360
040024 23.7-24.3 10.0 71 0.376
040026 25.7-26.3 12.0 9.1 0.392
040028 27.7-28.3 14.0 111 0.408
040030 29.7-30.3 16.0 131 0.424
040032 31.7-32.3 18.0 151 0.439
040034 33.7-34.3 20.0 171 0.455
040036 35.7-36.3 22.0 191 0.471
040038 37.7-38.3 24.0 21.1 0.487
040040 39.7-40.3 26.0 231 0.503
040042 41.7-42.3 28.0 25.1 0.519
040044 43.7-44.3 30.0 271 0.535
040046 45.7-46.3 32.0 29.1 0.551
040048 47.7-48.3 34.0 31.1 0.566
040050 49.7-50.3 36.0 33.1 0.582
040052 51.7-562.3 38.0 35.1 0.592
040054 53.7-54.3 40.0 371 0.614
040056 55.7-56.3 42.0 39.1 0.630
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