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RATIONALE
s THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
'ED DYNAMIC IN NATURE.
§ STABILIZED NOTICE
%: THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF

TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.

g
> S
£ 7
c j=2)
[} D
© ?
= kel
o c
% ©
2 @2
° 5
s £
ks 5. g
s © E
82 3
S5 o
oB 8
n c ‘§
2 § E
To W
2o
£2 4
Ss ©
TE 3
< .2 c
s 8
T o s
N )
Ta © o
ity S
£g E w
85 % N
°g @ =
S @
SE 3 :
ez 2 "
g8 >
25 2 o
25 g N
32 E g
25 @ a
53 £ o
2ag = =
2 ?nj g o
=] 2 &
g8 © <
23 & i
£ e [3]
Fg >
g2 -,GZ_J 0
58 > Q@
38 ¢ &
sz & S
== 17}
28 8 m
é 2 ® THIRD ANGLE PROJECTION 5’)
) (‘ei—ﬁ s SAE values your input. To provide feedback on this ‘ 2}
IS ) i igi
S> =2 Technical Report, please visit /‘
2;; 8 http://standards.sae.org/MA3349A - @E - -
S§ £ \\[
& @ ‘c:g CUSTODIAN: E-25 PROCUREMENT SPECIFICATION: NONE
© o o
£ g METRIC AEROSPACE STANDARD REV
O > I
D g 3 .
=g B % NUT, SELF LOCKING - REDUCED HEX DRIVE, MA3349™ A
= g 5, INTERNATIONAL. UNS S66286, SILVER PLATE, MJ THREAD, METRIC DOCU mentS

Copyright © 2018 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any riieans, electlunic,mwm@m’bbﬁhﬁﬂ ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER: Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE MA3349A


http://www.sae.org/technical/standards/PRODCODE
http://www.avadocuments.com/doc/sae-ma3349a
http://www.avadocuments.com/doc/sae-ma3349a

HEXAGON CONFIGURATION 1 I TOL G l J ]
OVER THIS DISTANCE =T 0 Goitie
K —»
28° MIN
(7] or | 4 He— th—
bl - R 0.13 MIN
/
¢
#c x 90°- 120°CsK
HEX |~ AC BOTH SIDES
. BEFORE FORMING
% 7 '
AP — | _
THREAD T
L PER MA 1370
l K7 I —— I 3 R 0.25 MIN
SECTION Y-Y

BEFORE FORMING

UPPER THREADED PORTION FORMED
”mlmmgogf‘gnggggmc #B — OUT OF ROUND FOR THREAD LOCKING

FEATURE. TOOL MARKS TO BLEND
ASSEMBLY CLEARANCE [ ,

T SMOOTHLY WITHOUT ABRUPT CHANGE.

| H

Y
MARK PART NO.

& MFR IDENT PER \ S OR 4 ° APPROX CHAMFER TO ¢])
RADIUS OF PR
AS 478 CLASS C 5
¢D MIN BEARINZ SURFACE

TABLE I. DIMENSIONS

PART THREAD AF AC A B c
No. T 1/ MIN | MAX | MAX

MA3349-05 | MJ5 x 0.8-4H6H 6.85-7.00 | 4o | 76| 9.1 7.0]| 5.2-5.8

MA3349-06 | MJ6 x 1-4HSH 7.85 - 8.00 8.7 |10.6 | 8.0 | 6.3-7.1

MA3349-07 | MJ7 x 1-4HS5H 8.78 - 9.00 9.8 | 12.1 | 9.0 | 7.3 - 8.1

MA3349-08 | MJ8 x 1-UH5H 9.78 - 10.00 | h13 | 10.9 | 13.6 | 10.0 | 8.3 - 9.1

MA3349-10 | MJ10 x 1.25-4H5H | 11.73 - 12.00 13.2 | 16.7 | 12.0 | 10.3 - 11.1

MAIH9-12 | MJ12 x 1.25-4HS5H | 14.73 - 15.00 16.6 | 19.9 | 15.0 | 12.3 - 13.1

1/ TOLERANCE GRADES TO B4,.2-1978
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