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RATIONALE
s THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
i—o DYNAMIC IN NATURE.
Lo
% STABILIZED NOTICE
%: THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF

TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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CONTOUR WITHIN LIMITING FLAT TO CONCAVE
DIMENSIONS AT MFR OPTION

gc x 85°- 90° CsK
SEE VIEWS Y & 2

HEX
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EXTERNAL CHAMFER
SEE VIEWS Y & 2
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MIN BEARING SURFACE

gc x 90 - 120 CsK
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/GI TOL F I" MARK PART NO. AND MFR IDENT
PER AS 478 CLASS C
(SEE NOTE 11)
TABLE I. DIMENSIONS

PART THREAD A B c D E F | ¢

NO. T 1/ | MIN MIN
MA3350-Ol | Mk x O.7-4HEH | 6.85 - 7.00 || 7.6| 42 - 4.8 | 6.4]0.2 -0.5]0.20 ] 0.10
¥A3350-05 | MI5 x O.8-U4HEH 7.85 - 8.00 8.7| 5.2-5.8 | 7.4(0.2 - 0.5]|0.20] 0.10
MA3350-06 | MJ6 x 1-4HSH 9.78 - 10.00 10.9| 6.3-7.1 | 9.3/0.2 - 0.5(0.20| 0.10
MA3350-07 | MJ7 x 1-4HSH 10.73 - 11.00 12.0| 7.3 - 8.1 [10.2]0.2 - 0.5|0.20| 0.10
MA3350-08 | MJ8 x 1-4HSH 12.73 - 13.00 14,3 8.3-9.1 |12.2]0.2 -.0.5/0.20|0.10
¥A3350-10 | MJ10 x 1.25-4HSH | 16.73 - 17.00 18.910.3 - 11.1 | 16.0 | 0.3 - 0.6 | 0.25| 0.13
MA3350-12 | MJ12 x 1.25-4H5H | 18.67 - 19.00 | h13 | 21.1 | 12.3 - 13.1 |18.0| 0.3 - 0.6 | 0.25 | 0.13
MA3350-14 | MJ14 x 1.5-4HSH | 21.67 - 22.00 24,5 | 14.k - 15.2 [ 21,0 | 0.3 - 0.6 | 0.25 | 0.15
MA3350-16 | MJ16 x 1.5-4HSH | 23.67 - 24.00 26.8 | 16.4 - 17.2 |23.0 | 0.3 - 0.6 | 0.30 | 0.18
MA3350-18 | MJ18 x 1.5-4HSH | 26.67 - 27.00 30.2 [18.4 - 19.2 | 26.0 (0.3 - 0.6 | 0.30 | 0.18
MA3350-20 | MJ20 x 1.5-4HSH | 29.67 - 30.00 33.6 | 20.4 - 21.2 |29.0 | 0.3 - 0.6 |0.30 | 0.18
1/ TOLERANCE GRADES TO ANSI B4.2-1978
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