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TABLE 1A - PART NUMBERS, NOM DIA, THREAD T AND DIMENSIONS @C, D, @E, @F, @G, H, AND @J

PART
NUMBER NOM THREAD oE oF oG H 2J
17 DIA T ac oD MAX MIN MIN MIN h13
MA3371-040XXX 4 MJ4x0.7-4h6h 26- 31  3.42- 3.68 8.3 75 6 08  1.00-1.14
MA3371-050XXX 5 MJ5x0.8-4h6h 30- 40  4.35- 461 9.1 8.3 7 1.0 1.00-1.14
MA3371-060XXX 6 MJ6x1x-4h6h 37- 47 522-548 106 9.8 8 12 1.40-1.54
MA3371-070XXX 7 MJ7x1-4h6h 47- 57  622- 648  12.1 11.3 9 14 1.40-1.54
MA3371-080XXX 8 MJ8X1-4h6h 57- 6.7 7.22-748 136 12.8 10 16  1.40-1.54
MA3371-100XXX 10 MJ10x1.25-4h6h  7.4- 84  9.06- 932  16.7 15.7 12 20  1.60-1.74
MA3371-120XXX 12 MJ12x1.25-4h6h  9.4-10.4 11.06-11.32  19.8 18.8 14 24  160-1.74
TABLE 1B - PART NUMBERS AND DIMENSIONS @K, P, R, U, @V, Y, AA, AB, AC, AND SPLINE DASH NO.
PART SPLINE
NUMBER K P R Y AA AB AC  MA1549
17 h15 BASIC  RAD U oV MIN TOL TOL TOL DASH NO.
MA3371-040XXX  5.02- 550 35  02-04  coem oo 25 00030 010  0.12 06
MA3371-050XXX  5.92- 650 45  03-05 2529 3237 2.8 00030 013  0.12 07
MA3371-060XXX  6.92- 750 52  05-0.7 2832  4.1-46 35 00030 015  0.12 08
MA3371-070XXX  7.62- 820 59 0507 3337 4954 38 00030 018  0.15 09
MA3371-080XXX  8.02- 860 6.3 0507  3.7-4.1 52.5.7 3.9 00030 020  0.15 10
MA3371-100XXX ~ 9.40-10.10 7.7  06-0.8  4.7-5.1 6.7-7.2 4.2 00025 025  0.15 12
MA3371-120XXX  10.70-11.40 88  06-09 56-6.0  8.0-85 45 00025 030  0.18 14
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TABLE 2 - DASH NO., DIENSIONS L, M, N, AND APPROX. MASS

DASH APPROX
NO. M N MASS
SIZE 17/ L MAX MIN kg/100
MJ4x0.7-4h6h 040006 5.7- 6.3 1.8 0.4 0.232
040008 7.7- 8.3 1.8 0.4 0.248
040010 9.7-10.3 1.8 0.4 0.264
040012 11.7-12.3 1.8 0.4 0.280
040014 13.7-14.3 1.8 0.4 0.296
040016 15.7-16.3 2.0 0.4 0.312
040018 17.7-18.3 4.0 1.1 0.328
040020 19.7-20.3 6.0 3.1 0.344
040022 21.7-22.3 8.0 5.1 0.360
040024 23.7-24.3 10.0 7.1 0.376
040026 25.7-26.3 12.0 9.1 0.392
040028 27.7-28.3 14.0 1.1 0.408
040030 29.7-30.3 16.0 13.1 0.424
040032 31.7-32.3 18.0 15.1 0.439
040034 33.7-34.3 20.0 171 0.455
040036 35.7-36.3 22.0 191 0.471
040038 37.7-38.3 24.0 211 0.487
040040 39.7-40.3 26.0 231 0.503
040042 41.7-42.3 28.0 251 0.519
040044 43.7-44.3 30.0 271 0.535
040046 45.7-46.3 32.0 291 0.551
040048 47.7-48.3 34.0 311 0.566
040050 49.7-50.3 36.0 33.1 0.582
040052 51.7-52.3 38.0 35.1 0.592
040054 53.7-54.3 40.0 371 0.614
040056 55.7-56.3 42.0 39.1 0.630
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