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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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KATERIAL IDENTIFICATION CODE —
PER AS269. MARK MATERIAL
OVERSIZE IDENTIFICATION CODB SHOWN PER AS478 CLASS C

MARK PER AS478 CLASS C

D MAX

FULL THD —f=a—— (20.0)——%= c MIN FULL TMD

.60 o 45° APPROX V74 n
0

45° APPROX —
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«
@ o

g 7.4-8.4—

MJS10 x 1.25-SPL CLASS-MOD MJ8 x l1-4h6h
SEE STUD THD TABLE PER AS1370
FOR DATA
ROOT RAD = 0,.188-0.226
PER AS 1370 l— 97.19-7.45
ENLARGED SECTION .
THRU THD PROFILE
210.15 | A BOTH THD SIZES
#loas | s
SEE VIEW G

STUD THREAD DATA - STANDARD & OVERSIZES

STANDARD 4 +0.08 +0.16 +0.24
OVERSIZE
IDENTIFICATION @

MAJOR DIA, MOD| 9.850-9.975 9.930-10.055 | 10.010~10.135 | 10.090-10.215| 10.170-10.295
PITCH DIA 9.288-9.313 9.368-9.393 9.448-9.473 9.528-9.553 9.608-9.633
ROOT DIA 8.581-8.682 8.661-8.762 8.741-8.842 8.821-8.922 8.901-9.002
PD LEAD THD 9.138-9.176 9.218-9.256 9.298-9.336 9.378-9.416 9.458-9.496
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