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For more information on this standard, visit 
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TABLE 1 - DIMENSIONS 

PART NUMBER  
/7/ 

NOM 
DIA 
REF 

THREAD 
T C D 

E 
MIN F 

G 
MIN H 

MA3398-030XXX   3 MJ3x0.5-4h6h   1.8-  2.3 3.1-  3.4   7.6   6.85-  7.00 
h12 

  6.5 0.2-0.5 
MA3398-040XXX   4 MJ4x0.7-4h6h   2.6-  3.1 3.6-  3.9   8.7   7.85-  8.00   7.5 0.2-0.5 
MA3398-050XXX   5 MJ5x0.8-4h6h   3.0-  4.0 2.7-  3.0   9.8   8.78-  9.00 

h13 

  8.4 0.2-0.5 
MA3398-060XXX   6 MJ6x1-4h6h   3.7-  4.7 3.2-  3.5 12.0 10.73-11.00 10.3 0.2-0.5 
MA3398-070XXX   7 MJ7x1-4h6h   4.7-  5.7 3.7-  4.0 13.2 11.73-12.00 11.3 0.2-0.5 

         
MA3398-080XXX   8 MJ8x1-4h6h   5.7-  6.7 4.2-  4.5 15.5 13.73-14.00 13.3 0.3-0.6 
MA3398-100XXX 10 MJ10x1.25-4h6h   7.4-  8.4 4.7-  5.0 18.9 16.73-17.00 16.3 0.3-0.6 
MA3398-120XXX 12 MJ12x1.25-4h6h   9.4-10.4 5.7-  6.0 21.1 18.67-19.00 18.3 0.3-0.6 
MA3398-140XXX 14 MJ14x1.5-4h6h 11.1-12.1 6.7-  7.0 24.5 21.67-22.00 21.3 0.3-0.6 
MA3398-160XXX 16 MJ16x1.5-4h6h 13.1-14.1 7.7-  8.0 26.8 23.67-24.00 22.3 0.3-0.6 

         
MA3398-180XXX 18 MJ18x1.5-4h6h 15.1-16.1 8.7-  9.0 30.2 26.67-27.00 26.3 0.3-0.6 
MA3398-200XXX 20 MJ20x1.5-4h6h 17.1-18.1 9.7-10.0 33.6 29.67-30.00 29.3 0.3-0.6 

TABLE 1 - DIMENSIONS (CONTINUED) 

PART NUMBER  
/7/ 

J 
MIN K P R W Y 

AA 
MAX 

AC 
BASIC AD 

AE 
H13 

MA3398-030XXX   6.4   2.55-  2.81 0.10 0.2-0.4 0.15 0.0030   7.25 - 1.55 1.00-1.14 
MA3398-040XXX   7.4   3.42-  3.68 0.12 0.2-0.4 0.20 0.0030   8.25 - 1.80 1.00-1.14 
MA3398-050XXX   8.3   4.35-  4.61 0.12 0.3-0.5 0.25 0.0030   9.25   3.70 1.35 1.00-1.14 
MA3398-060XXX 10.2   5.22-  5.48 0.12 0.5-0.7 0.30 0.0030 11.25   4.50 1.60 1.40-1.54 
MA3398-070XXX 11.2   6.22-  6.48 0.15 0.5-0.7 0.35 0.0030 12.25   4.95 1.85 1.40-1.54 

           
MA3398-080XXX 13.2   7.22-  7.48 0.15 0.5-0.7 0.40 0.0030 14.25   5.80 2.10 1.40-1.54 
MA3398-100XXX 16.0   9.06-  9.32 0.15 0.6-0.8 0.50 0.0025 17.25   7.10 2.35 1.60-1.74 
MA3398-120XXX 18.0 11.06-11.32 0.18 0.6-0.9 0.60 0.0025 19.25   7.90 2.85 1.60-1.74 
MA3398-140XXX 21.0 12.90-13.16 0.18 0.8-1.1 0.70 0.0025 22.25   9.20 3.35 1.60-1.74 
MA3398-160XXX 23.0 14.90-15.16 0.18 0.8-1.1 0.75 0.0025 24.25 10.05 3.85 1.60-1.74 

           
MA3398-180XXX 26.0 16.90-17.16 0.18 1.0-1.3 0.75 0.0025 27.25 11.30 4.35 1.60-1.74 
MA3398-200XXX 29.0 18.90-19.16 0.21 1.0-1.3 0.75 0.0025 30.25 12.60 4.85 1.60-1.74 
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TABLE 2 - MJ3X0.5 AND MJ4X0.7 DIMENSIONS 

L 

MJ3x0.5-4h6h 

 

MJ4x0.7-4h6h 
DASH 

NUMBER 
/7/ 

M 
MAX 

N 
MIN 

MASS 
KG/100 

DASH 
NUMBER 

/7/ 
M 

MAX 
N 

MIN 
MASS 

KG/100 
  3.7-  4.3 030004   1.4   0.4 0.109     
  5.7-  6.3 030006   1.4   0.4 0.118 040006   1.8   0.4 0.190 
  7.7-  8.3 030008   1.4   0.4 0.127 040008   1.8   0.4 0.205 
  9.7-10.3 030010   1.4   0.4 0.136 040010   1.8   0.4 0.220 
11.7-12.3 030012   1.4   0.4 0.145 040012   1.8   0.4 0.235 

         
13.7-14.3 030014   2.0   0.4 0.154 040014   1.8   0.4 0.250 
15.7-16.3 030016   4.0   1.5 0.163 040016   2.0   0.4 0.265 
17.7-18.3 030018   6.0   3.5 0.172 040018   4.0   1.1 0.280 
19.7-20.3 030020   8.0   5.5 0.181 040020   6.0   3.1 0.295 
21.7-22.3 030022 10.0   7.5 0.190 040022   8.0   5.1 0.310 

         
23.7-24.3 030024 12.0   9.5 0.199 040024 10.0   7.1 0.325 
25.7-26.3 030026 14.0 11.5 0.208 040026 12.0   9.1 0.340 
27.7-28.3 030028 16.0 13.5 0.217 040028 14.0 11.1 0.355 
29.7-30.3 030030 18.0 15.5 0.226 040030 16.0 13.1 0.370 
31.7-32.3 030032 20.0 17.5 0.235 040032 18.0 15.1 0.385 

         
33.7-34.3 030034 22.0 19.5 0.244 040034 20.0 17.1 0.400 
35.7-36.3 030036 24.0 21.5 0.253 040036 22.0 19.1 0.415 
37.7-38.3 030038 26.0 23.5 0.262 040038 24.0 21.1 0.430 
39.7-40.3 030040 28.0 25.5 0.271 040040 26.0 23.1 0.445 
41.7-42.3 030042 30.0 27.5 0.280 040042 28.0 25.1 0.460 

         
43.7-44.3     040044 30.0 27.1 0.475 
45.7-46.3     040046 32.0 29.1 0.490 
47.7-48.3     040048 34.0 31.1 0.505 
49.7-50.3     040050 36.0 33.1 0.520 
51.7-52.3     040052 38.0 35.1 0.535 

         
53.7-54.3     040054 40.0 37.1 0.550 
55.7-56.3     040056 42.0 39.1 0.565 
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