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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE. THIS STANDARD HAS BEEN STABILIZED.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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BEFORE FORMING FLAT TO CONCAVE
WASHER SECURELY ATTACHED fa—— H———at 1\</ 0.30 - 0.45
TO NUT BUT FREE TO ROTATE BEFORE FORMING
UPPER THREADED PORTION FORMED e\ -
OUT OF ROUND FOR THREAD LOCKING —’1
FEATURE, TOOL MARKS TO BLEND .

SMOOTHLY WITHOUT ABRUPT CHANGE.
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FLAT TO CONCAVE
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TABLE 1 - DIMENSIONS

XX H APPROX
PART THREAD SPLINE A @ | c gD F o|+0.0] L MASS
NO. T DASH NO. MIN | MAX | MAX -0.6 | MIN | kg/100
1 MA3444-05 | MJ5 x 0.8-4H6H 07 5.5 - 5.8 8.3 | 2.6 12.4 | 0.13 7.5 1 1.3 0.222
1 MA3444-06 | MJ6 x 1-4H5H 08 6.5 - 6.8 9.8 | 2.8 | 13.8 | 0.15 8.6 | 1.4 0.302
MA3444-07 | MJ7 x 1-4H5H 09 7.5 -7.8 11.3 3.0 15.2 | 0.18 9.6 | 2.0 0.356
MA3444-08 | MJ8 x 1-4H5H 10 8.5 -8.8 |12.8 3.2 |16.7|0.20 |10.9 2.7 | 0.469
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