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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.

MA3453™

INTERNATIONAL.

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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TABLE 1 - Dimensions
APPROX
PART NOM PA [1]] C D MASS
NUMBER SIZE MIN kg/100
MA3453-025 2.5 2.9 - 3.1 6.2 - 6.5 0.4 - 0.6 | 1.40 | 0.0097
MA3453-030 3 3.5 - 3.7 6.7 - 7.0 0.4 - 0.6 | 1.40 | 0.0105
MA3453-035 3.5 4.0 - 4.2 7.7 - 8.0 0.4 - 0.6 | 1.60 | 0.0139
MA3453-040 4 4.5 - 4.7 8.7 - 9.0 0.7 - 0.9 | 1.85 | 0.0283
MA3453-050 5 5.6 - 5.8 9.7 - 10.0 { 0.9 - 1.1 | 1.85 | 0.0400
MA3453-060 6 6.9 - 7.1 12.1 - 12.5 | 1.4 - 1.8 | 2.35 | 0.101
MA3453-070 7 7.9 - 8.1 13.6 - 14.0 | 1.4 - 1.8 | 2.60 | 0.125
MA3453-080 8 8.9 - 9.1 16.6 - 17.0 | 1.4 - 1.8 | 3.60 | 0.200
MA3453-100 10 1.1 -11.3 ] 20.5-21.0 | 1.8 -2.2 | 4.45 | 0.378
MA3453-120 12 13.3 - 13.5 | 23.5 - 24.0 | 2.3 - 2.7 | 4.85 | 0.596
MA3453-140 14 15.6 - 15.8 | 27.5 - 28.0 | 2.3 - 2.7 | 5.70 | 0.81
MA3453-160 16 17.6 - 17.8 | 29.5 - 30.0 | 2.7 - 3.3 | 5.70 | 1.063
MA3453-180 18 19.9 - 20.2 | 33.2 - 34.0 | 2.7 - 3.3 | 6.35 | 1.351
MA3453-200 20 21.9 - 22.2 | 36.2 - 37.0 | 2.7 - 3.3 | 6.85 | 1.586
MA3453-220 22 23.9 - 24.2 | 38.2 - 39.0 | 2.7 - 3.3 | 6.85 | 1.694
MA3453-240 24 25.9 - 26.2 | 43.2 - 44.0 | 3.7 - 4.3 | 8.35 | 3.030
NOTES:
1.  MATERIAL: CORROSION AND HEAT RESISTANT STEEL, AMS-5525. (UNS $66286)
2.  HEAT TREATMENT: PRECIPITATION HEAT TREAT PER AMS-2759/3 FOR UNS S$S66286.
3.  HARDNESS: 24-35 HRC, 247-327 HB, OR 260-345 HV.
4, PROCUREMENT SPECIFICATION: MA1784.
5.  FINISH: PASSIVATE PER MA1784.
6. FLUORESCENT PENETRANT INSPECTION: AMS-2645. ACCEPTANCE CRITERIA PER MA1784.
7. THICKNESS SHALL BE UNIFORM WITHIN A TOTAL OF 0.05.
8.  MARK PART NO. AND MANUFACTURER'S IDENTIFICATION PER AS478-37.

9.  SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36-1978. REQUIREMENTS PER ANSI/ASME B46.1-1985.
10. REMOVE BURRS AND SHARP EDGES.

11. DIMENSIONING AND TOLERANCING: ANSI Y14.5M-1982.

12. DIMENSIONS IN MILLIMETERS.

13. DO NOT USE UNASSIGNED PART NUMBERS.

AS, MA, AND AMS ARE SAE PUBLICATIONS.
ANSI IS AMERICAN NATIONAL STANDARDS INSTITUTE PUBLICATION.
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