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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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FIGURE 1
TABLE 1
DIAMETER NOM @D Y
CODE %) DA 2B c d11' RADF (RADG) @J K S MAX
016 1.6 3.36 16 09 1520 0.23 20 - E 2461 1.4
3.04 12 07 1580 0.07 - -
020 2.0 42 20 1.1 1920 0.23 2.4 - i 3.096 1.4
3.8 15 09 1980 0.07 - -
025 25 5.25 25 13 2420 0.23 3.0 2.0 08 3890 1.4
475 18 1.1 2480 0.07 17 0.5
030 3.0 6.30 30 15 2895 0.23 3.7 2.4 0.9 4656 1.4
5.70 22 13 2970 0.07 21 0.6
035 35 7.35 35 1.8 3395 0.33 43 28 1.05 5450 1.6
6.65 26 1.6 3470 0.17 245 070
040 4.0 8.40 40 20 3895 0.33 49 3.2 12 6244 16
7.60 30 1.8 3970 0.17 28 0.8
050 50  10.50 50 24 4895 0.33 6.1 40 15  7.832 2.0
9.50 37 22 4970 017 35 1.0
060 60 1260 60 28 5870 0.33 7.3 48 1.8 9392 2.0
11.40 45 26 5960 017 42 1.2

'TOLERANCE GRADE TO ANSI B4.2
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