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LUG CONFIGURATION
FOR -52 THRU -82

TABLE I. RING DIMENSIONS, FREE STATE

NOM APPROX

PART BORE D T v 1/ P B E J MASS

NO. DIA min | nom | Nom | nom kg/1000
MA4029-25 | 25 | 27.50 - 2B8.15 | 1,04 - 1,16 | 0.81 - 0.87 | 1.5 | 4.0 | 2,6 | 1.3 1.3
MAL029-26 26 28.60 - 29.25 | 1.04 - 1,16 | 0,81 - 0.87 | 1.5 | 4.0 | 2.7 | 1.4 1.3
MA4029-27 27 29.45 - 30.60 | 1.24 - 1,36 | 1.01 - 1,07 | 1.9 | 4.6 | 2.8 | 1.4 1.7
MALO29-28 | 28 | 30.60 - 31.75 | 1.24 - 1.36 | 0,99 - 1.05 | 1.9 | 4.6 | 2.9 | 1.5 1.8
MAL029-30 30 32,90 - 34.05 | 1,24 - 1.36 | 0.99 - 1.05 | 1.9 | 4.6 | 3.0 | 1.5 2.0
MAL029-32 32 .85 - 36,00 | 1.24 - 1,36 | 0,96 - 1,02 | 1.9 | 4.6 | 3.1 | 1.6 2.2
MALO29-34 | W | 37.25 - 38.40 | 1.24 - 1,36 | 0,94 - 1,00 | 1.9 | 4.6 | 3.2 | 1.6 2.3
MAL029-35 | 35 | 38.25 - 39.40 | 1.24 - 1,36 | 0.9% - 1.00 | 1.9 | 4.6 | 3.3 | 1.6 2.3
MA4029-36 | 36 39.50 - 40.65 | 1.24 - 1.36 | 0.91 - 0.97 | 1.9 | 4.6 | 3.4 | 1.7 2.6
MALO29-37 | 137 | 40.55 - 41.70 | 1.24 - 1,36 | 0.91 - 0.97 | 1.9 | 4.6 | 3.4 | 1.7 2.9
Mal029-38 | 38 | w165 -b42.80 | 1,24 - 1,36 10,91 =097 | 1.9 ! 4.6 | 3.4 }|1.7 3.0
MA4029-b0 | BO | 43.60 - 45.15 | 1.52 - 1.68 | 1.19 - 1.25 [ 1.9 | 5.1 | 4.0 | 2.0 4.0
MA4029-42 42 45,95 - 47,50 | 1.52 - 1.68 | 1.16 - 1.22 | 1.9 | 5.8 | 4.2 | 2.1 4.7
MA4029-45 | 45 | 49,30 - 50.85 | 1.52 - 1.68 | 1.14 - 1.20 | 1.9 | 6.0 | 4.3 | 2.1 5.1
MALO29-46 | U6 50.40 - 51,95 | 1.52 - 1.68 | 1.14 - 1.20 | 2,3 | 6.0 | 4.3 | 2.1 5.2
MALO29-47 | 47 51.50 - 53.05 | 1.52 - 1.68 | 1.14 - 1,20 | 2.3 | 6.0 | 4.3 | 2.2 5.8
MALO29-48 | 48 | 52.65 - H4.20 | 1.52 - 1.68 | 1.14 - 1,20 | 2.3 | 6.0 | 4.5 | 2.3 6.1
MALO29-50 | 50 | S4.70 -~ 56.25 | 1.52 - 1.68 | 1,14 - 1,20 | 2.3 | 6.0 [ 4.6 | 2.3 6.2
MA4029-52 | 52 | 57.15 - 58.90 | 1.92 - 2,08 | 1.48 - 1.5 | 2.3 | 6.4 | 4.7 | 2.3 8.1
MA4029-55 55 60.35 - 62.10 | 1.92 - 2,08 | 1,46 - 1.54 | 2.3 | 6.7 | 5.1 | 2.5 8.9
MAL029-57 | 57 | 62.50 - €4.25 | 1.92 - 2,08 | 1.46 - 1.54 | 2.3 | 6.9 | 5.2 | 2.5 9.9
MAL029-58 | 58 | 63.65 - 65.40 | 1.92 - 2.08 | 1.46 - 1.% | 2.3 | 6.9 | 5.3 | 2.6 10.1
MA4029-60 | 60 | 66.05 - 67.80 | 1.92 - 2,08 | 1.43 - 1.51 | 2.3 | 6.9 | 5.3 | 2.6 10.5
MALO29-62 | 62 67.85 - 69.60 | 1,92 - 2,08 | 1.41 - 1.49 | 2.7 | 7.1 | 5.3 | 2.6 11.5
MA4029-63 | 63 | 69.15 - 70.90 | 1,92 - 2,08 | 1.41 - 1.49 | 2,7 | 7.1 | 5.4 | 2.7 11.6
MALO29-65 | 65 | 71.45 - 73.20 | 2.32 - 2,48 | 1.80 - 1,90 | 2.7 | 7.4 | 5.6 | 2.8 15.4
MALO29-68 | 68 | 74,95 - 76.70 | 2.32 - 2,48 | 1.75 - 1.85 | 2.7 | 7.6 | 5.8 | 2.9 15.9
1/ DIMENSION U IS USED IN THE CALCULATION OF THE LOCATION OF

THE GROOVE.
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