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NONCURRENCY NOTICE

This specification has been declared “NONCURRENT” by the Aerospace Materials Division, SAE, as of 
March, 2003. It is recommended, therefore, that this specification not be specified for new designs.

AMS 2263 covers the same requirements.

“NONCURRENT” refers to those materials which have been widely used and which may be required on 
some existing designs in the future. The Aerospace Materials Division, however, does not recommend 
these as standard materials for future use in new designs.

“NONCURRENT” specifications are available from SAE.
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1. SCOPE:

This specification covers established metric manufacturing tolerances applicable to seamless and 
welded thin-walls aircraft tubing of nickel, nickel alloys, and cobalt alloys ordered to metric dimensions. 
These tolerances apply to all conditions and are based on individual measurements, unless otherwise 
noted. The term “excl” is used to apply only to the higher figure of a specified range.

1.1 These tables are based on logical metric values and preferred metric sizes.

1.2 Throughout this specification the term “metric” is intended to refer to the SI system.

2. DIAMETER: 

Mean diameter is the average of two measurements taken at right angles to each other at the same 
section. Ovality is the difference between the maximum and minimum diameter of any one section of a 
tube.

2.1 Seamless, Cold Finished: 

2.1.1 Nickel-Copper Alloy, Annealed: 

2.1.2 Nickel-Chromium Iron Alloy, Annealed: 

TABLE I

       Specified OD
      Millimetres

Specified
Wall Thickness

% of OD

Tolerance, Millimetre
OD Mean OD Ovality

Plus Minus Plus Minus

              Up to 10.0, incl Up to 3.0, incl -- -- 0.10 0 0.10
 Over 3.0 0.10 0 -- -- --

  Over 10.0 to 16.0, excl Up to 3.0, incl -- -- 0.13 0 0.13
 Over 3.0 0.13 0 -- -- --

           16.0 to 38.0, incl Up to 3.0, incl -- -- 0.13 0.13 0.01xOD
 Over 3.0 0.13 0.13 -- - - --

Over 38.0 to 115.0, incl Up to 3.0, incl -- -- 0.25 0.25 0.01xOD
 Over 3.0 0.25 0.25 -- -- --

Over 115.0 to 150.0, incl Up to 3.0, incl -- -- 0.38 0.38 0.01xOD
 Over 3.0 0.75 0.75 0.38 0.38 --

Over 150.0 to 190.0, incl Up to 3.0, incl -- -- 0.50 0.50 0.01xOD
 Over 3.0 1.00 1.00 0.50 0.50 --

Over 190.0 to 220.0, incl Up to 3.0, incl -- -- 0.65 0.65 0.01xOD
 Over 3.0 1.25 1.25 0.65 0.65 --
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