The Engil ing Societ
&‘EFofAé’féﬁi?ﬁ'_é]%o%?;ﬁyy AEROSPACE | SAE | mam 2625C

Land Sea Air and Space

INTERNATIONAL MATERIAL — PR 1902
400 Commonwealth Drive, Warrendale, PA 15096-0001 S P ECI FICATIO N Revised OCT 1993

Cancelled NOV 2001
Superseded by AMS 2615
Superseding MAM 2625B

Pressure Testing, Hydraulic
17.5 MPa

CANCELLATION NOTICE

This specification has been declared “CANCELLED” by the Aerospace Materials Division, SAE, as
of November 2001, and has been superseded by AMS 2615 using a test pressure of 17.5 MPa %
1.0. The requirements of the latest issue of AMS 2615 using a test pressure of 17.5 MPa % 1.0 shall
be fulfilled whenever reference is made to the cancelled MAM 2625. By this action, this document
will remain listed in the Numerical Section of the Index of Aerospace Material Specifications noting
that it is superseded by AMS 2615 using a test pressure of 17.5 MPa % 1.0.

Cancelled specifications are available from SAE.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.
Copyright 2001 Society of Automotive Engineers, Inc.

All rights reserved. Doc ulrnﬁm
QUESTIONS REGARDING THIS DOCUMENT: (724) 772-7161 FAX: (724) 776-0243 )

TO PLACE A DOCUMENT ORDER: (724) 776-4970 FAX: (724) 776-0790 Document Sharing Hub
SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE MAM2625C


http://www.avadocuments.com/doc/sae-mam2625c
http://www.avadocuments.com/doc/sae-mam2625c

MAM 2625C SAE MAM 2625C

1. SCOPE:

This specification provides requirements and procedures for hydraulic-pressure leak testing of parts.
1.1 AMS 2625 is the inch/pound version of this MAM.
1.2 Safety - Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:
Not applicable.

3. TECHNICAL REQUIREMENTS:

3.1 Equipment:

3.1.1 Fixtures: Test fixtures shall not seal off areas of possible leakage or create excessive stresses on
parts other than those induced by the pressure itself or by fittings acceptable to purchaser.

3.1.2 Gaskets: Suitable gasket material shall be used with plugs or blanking plates to prevent damage to
finished surfaces. Flanges or fittings designed for use with specific O-rings or gaskets shall be
used for test. Formed in place gaskets that could mask dimensional or surface flaws shall not be
used except for raw castings.

3.1.3 Valves: Bleeder valves shall be provided to release entrapped air.

3.1.4 Gauges: Pressure gauges shall have sufficient dial divisions to permit monitoring of specified
pressure, with maximum gauge capacity not more than five times test pressure and readability or
marked increments not less than 5% of test pressure. Gauges shall have been calibrated within
one year of use, using either primary standards or standards traceable to National Institute of
Standards and Technology (NIST).

3.1.5 Safety Tank or Screen: A suitable tank or screen shall be provided to protect the operator in case
of failure of a part. (See 8.2)

3.1.6 Drying Oven: A circulating-air oven is required for drying parts subject to corrosion.
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