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1 . SCOPE:

1.1 Form:  This specification covers an aluminum alloy in the form of sheet
procured in metr ic units.

1.1.1 AMS-4209 is the inch/pound version of this MAM.

1.2 Application:  Primari ly for parts requir ing a high degree of formabil i ty
(superplast ici ty) and response to heat treatment.

2 . APPLICABLE DOCUMENTS:  The following publications form a part of this
specif icat ion to the extent specif ied herein.  The latest issue of SAE
publicat ions shal l  apply.  The appl icable issue of other publ icat ions shal l
be the issue in effect on the date of the purchase order.

2.1 SAE Publications:  Available from SAE, 400 Commonwealth Drive, Warrendale,
PA 15096-0001.

2.1.1 Aerospace Material Specifications:

MAM-2202 - Tolerances, Metric, Aluminum Alloy and Magnesium Alloy Sheet
and Plate

MAM-2355 - Quality Assurance Sampling and Testing of Aluminum Alloys and
Magnesium Alloys, Wrought Products (Except Forging
Stock) and Flash Welded Rings, Metric (SI) Units

AMS-2811 - Identification, Aluminum and Magnesium Alloy Wrought Products

2 . 2 ASTM Publications:  Available from ASTM, 1916 Race Street, Philadelphia, PA
19103-1187.

ASTM B 660  - Packaging/Packing of Aluminum and Magnesium Products
ASTM E 21  - Elevated Temperature Tension Tests of Metallic Materials
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