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Nickel Alloy, Corrosion and Heat Resistant, Sheet, Strip, and Plate
62Ni - 21.5Cr - 9.0Mo - 3.7 (Cb+Ta)
Annealed
N06625
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1. SCOPE:
1.1 Form:

This specification covers a corrosion and heat resistant nickel alloy in the form of sheet, strip, and
plate procured in Sl (metric) units.

1.1.1  AMS 5599 is the inch/pound version of this MAM.

1.2 Application:

These products have been used typically for parts requiring corrosion and oxidation resistance up to
1095 °C, particularly where such parts may require welding during fabrication, but usage is not
limited to such applications.

2. APPLICABLE DOCUMENTS:

The issue of the following documents in effect on the date of the purchase order form a part of this
specification to the extent specified herein. The supplier may work to a subsequent revision of a
document unless a specific document issue is specified. When the referenced document has been
canceled and no superseding document has been specified, the last published issue of that document

shall apply.
2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

MAM 2262  Tolerances, Metric, Nickel, Nickel Alloy, and Cobalt Alloy Sheet, Strip, and Plate

AMS 2269 Chemical Check Analysis Limits, Nickel, Nickel Alloys and Cobalt Alloys

AMS 2371 Quality Assurance Sampling and Testing, Corrosion and Heat Resistant Steels and
Alloys, Wrought Products and Forging Stock

AMS 2807 Identification, Carbon and Low-Alloy Steels, Corrosion and Heat Resistant Steels and
Alloys, Sheet, Strip, Plate, and Aircraft Tubing

2.2 ASTM Publications:
Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM E 8M Tension Testing of Metallic Materials (Metric)

ASTM E 112 Determining the Average Grain Size

ASTM E 290 Semi-Guided Bend Test for Ductility of Metallic Materials

ASTM E 354 Chemical Analysis of High-Temperature, Electrical, Magnetic, and Other Similar Iron,
Nickel, and Cobalt Alloys

Documents

-2- Document Sharing Hub

Full document details: SAE MAM5599C


http://www.avadocuments.com/doc/sae-mam5599c
http://www.avadocuments.com/doc/sae-mam5599c

