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FOREWORD

On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
known as the Society of British Aerospace Companies (SBAC) Aerospace Standards. The SAE ITC established in 2003 operates
as a trade association as part of the SAE International Enterprise providing a unique framework serving the automotive, aerospace,
and commercial vehicle sectors. Clients include private companies, government agencies, individuals, and trade associations.
Building consensus and breakthrough barriers to achieve solutions, and the ways by which those solutions take shape, are tailored
to each client’s individual needs.

The legal obligations and copyright authority of all Aerospace Standards that were issued by the ADS Group Limited are therefore
assigned / transferred to the SAE ITC.

These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
include testing and procedures by which a user or Design Authority can establish whether a particular manufacturer, prima facie,
has the capability to produce hardware in accordance with the appropriate standards and related specifications.

The SAE ITC, its servants, or representatives accept no responsibility for the continued quality of hardware items produced against
the relevant drawings and specifications; this responsibility remains with the user.

Whilst the SAE ITC takes all reasonable care in the preparation of its Standards, neither the SAE ITC, its officers, employees,
servants, agents, or representatives, shall have any responsibility or liability whatsoever with respect to any act or omission (whether
negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manufacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
necessarily reproduced accurately. A Master Index of all SAE ITC Aerospace Standards is published separately on the SAE ITC
website.

All references to Standards include reference to RS and TS publications.

Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

Copyright © 2015 SAE ITC.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,

photocopying, recording or otherwise, without prior written permission of SAE ITC.

TO PLACE A DOCUMENT ORDER: Tel: 877-606-7323 (inside USA and Canada) Doc u m ents
Tel: +1 724-772-7545 (outside USA) Document Sha ring Hub
Fax: 724-776-0790
Email: CustomerService@sae.org

http://itc.sae.org/
Full document details: SAE RS305-3


http://www.avadocuments.com/doc/sae-rs305-3
http://www.avadocuments.com/doc/sae-rs305-3

ISSUED IN ACCORDANCE VITH THE TERMS OF THE

TO 3BAC

WHERE INTERNAL OIL LUBRICATION 1S
REQUIRED FROM ENGINE/GEARBOX 4

138UED BY THE SCCIETY OF BRITISH ABROSPACE COMPANIRS LTD., 29 KING STHEET, 9T, JAMES 'S, LONDON 8W1Y E-— panT Nt

RS. 3JOS5.SHEET.!1.

EQUALLY SPACED RECEIVING HOLES MUST BE

AN EFFICIENT VENTED OIL SEAL MUST BE

PROVIDED, POSITIONED AS INDICATED, IN RELATION TO

NCORPORATED WHERE THE ACCESSORY,

THE FINNG HOLES ACCORDING TO THE LIMITATION OF

f
GEARBOX OR ENGINE REQUIRE PROTECTION AGAINST THE

THE ANGULAR POSITION OF THE ACCESSORY.

INGRESS OR EGRESS OF OlL OR O HER FL!

8EE SMEET 2 FOR PARTICULARS
OF MOUNTING PaD

SERRATIONS® TO B8 S SPEC A 19

1125 NOMINAL S1ZE COARSE

CONCENTRICITY OF SHAFT wiTH

-

" DIA

OVIOED ALONG
THE WHOLE LENGTH
OF THE Z_)n..:Zﬂ.ﬂ
THIS 19 NOT POSSIBLE
bt LOCALLY, 1T MUST BE
PROVIDED FOR N
Ol LENGTH SHOWN N

- — [ SECTION ‘A=A’

SCRAP VEWS SHOWING

BOUNDARY OF MINIMUM
REQURED SOANNER

SPIGOT AND SQUARNESS WITH FLANGE

FACE TO BE WITHIN 004" FuLLL

INDICATOR READING

DA SPGRT

i
3%
(o] u,,
H W d
2% | .
| 125 mN W
i |
| |
4
]
OR' n49° _
.Gm. .qu. DA BSF

628

16 -FIXING HOLES 4062' *'P DIA EQUALLY, grergey
SPACED ON 800 PC DIA. UNLESS ACCESSORY A A
DESIGN DOES NOT PERMIT IN WHICH CASE & SECTION A -A,
HOLES WiLL SUFFICE. HOLES TO BE WITHIN LIMITS NOT SHOWN. *t 0 Fiam DRAWN
006" OF SPECIFIED POSITION. PROTECTIVE TREATMENT. & CHeoked By [For 8 BAC LTO
SPANNER CLEARANCE MUST BE PROVIDED AS [l PLesary Co Lyo] R R Porron ey -
SHOWN  THE SPECIFED FLANGE THICKNESS [Toeamcs unr o0 oare | 1% -12- 47 |REF DEBORIPTION. PART N —_c:.. o R
NEED BE MAINTAINED ONLY IN THE REGION  [issve [ 3 TiLe | GIRCULAR FLANGE & DRIVE.
OF _THE HOLES ALT N- [H1=) 8.0" PCD.xI125"

APPROVED ScaLE (K] Dro o —

Onre Sire o e pant ne | RS. 305 SHEET. 1.

Tuis 15 A PHOTOGRAPHIC REDUCTION REFERENCES TO SCALES ARE NOT THEREFORE NECESSARILY CORRECT

Documents

Document Sharing Hub

Full documel@etails: SAE RS305-3



http://www.avadocuments.com/doc/sae-rs305-3
http://www.avadocuments.com/doc/sae-rs305-3

