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On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
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These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
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has the capability to produce hardware in accordance with the appropriate standards and related specifications.
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negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manufacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
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Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

Copyright © 2015 SAE ITC.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,

photocopying, recording or otherwise, without prior written permission of SAE ITC.

TO PLACE A DOCUMENT ORDER: Tel: 877-606-7323 (inside USA and Canada) Doc u m ents
Tel: +1 724-772-7545 (outside USA) Document Sha ring Hub
Fax: 724-776-0790
Email: CustomerService@sae.org

http://itc.sae.org/
Full document details: SAE RS415-2


http://www.avadocuments.com/doc/sae-rs415-2
http://www.avadocuments.com/doc/sae-rs415-2

1.1 The number of profile sections dimensioned shall be sufficient to
define adequately the shape of the blade surface, with a minimum of three
—disposed one near the tip, one near the root, and one near the mid-
position—except that in the case of a constant section blade, one dimen-
sioned section is considered satisfactory.

1.2 The disposition of profile sections along the blade length shall be

1.5 Blade profiles at all sections shall be dimensioned by (@) co-ordinates
direct to the profile or (b) co-ordinates to the centres of circular arcs
which describe the profile. Co-ordinates shall be taken from common
right angled datum lines defined relative to the blade attachment.
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2 [c» I. Dimensioning

If the datum lines be parallel to the axis of the turbine then the
constant angle (Z) shown on the diagram becomes redundant.

For close forged blades one datum line shall be parallel to the die
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mm located by dimensions from a suitable datum. plane.
i 1.3 All profile sections shall be shown as viewed when looking towards 1.6 When Method 1.5(a) Is adopted this shall be presented either by
mm the axis of the turbine and shall be identified alphabetically. tabulated dimensions specifying co-ordinates of the points, which shall
X be numbered consecutively in a clockwise direction around the blade
mm 1.4 Blade profiles at all sections shall be disposed relative to a point profile commencing at a suitable point on the leading edge or by indivi-
mm (known as the ‘ Nominal Stacking Point ’) which is to lie on a line dual sections to which the dimensions are directly applied. Where
52 known as the ‘ Nominal Stacking Line’. The Nominal Stacking Line required, these points at all sections shall be co-related to generate the
g3 shall be parallel to or colncident with a line perpendicular to the axis blade surface. If desired, the centres of the leading edge and trailing
ms P perpe
e of the turbine and shall be defined relative to the blade attachment. edge radii may be defined.
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