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On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
known as the Society of British Aerospace Companies (SBAC) Aerospace Standards. The SAE ITC established in 2003 operates
as a trade association as part of the SAE International Enterprise providing a unique framework serving the automotive, aerospace,
and commercial vehicle sectors. Clients include private companies, government agencies, individuals, and trade associations.
Building consensus and breakthrough barriers to achieve solutions, and the ways by which those solutions take shape, are tailored
to each client’s individual needs.

The legal obligations and copyright authority of all Aerospace Standards that were issued by the ADS Group Limited are therefore
assigned / transferred to the SAE ITC.

These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
include testing and procedures by which a user or Design Authority can establish whether a particular manufacturer, prima facie,
has the capability to produce hardware in accordance with the appropriate standards and related specifications.

The SAE ITC, its servants, or representatives accept no responsibility for the continued quality of hardware items produced against
the relevant drawings and specifications; this responsibility remains with the user.

Whilst the SAE ITC takes all reasonable care in the preparation of its Standards, neither the SAE ITC, its officers, employees,
servants, agents, or representatives, shall have any responsibility or liability whatsoever with respect to any act or omission (whether
negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manufacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
necessarily reproduced accurately. A Master Index of all SAE ITC Aerospace Standards is published separately on the SAE ITC
website.

All references to Standards include reference to RS and TS publications.

Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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1. PURPOSE
e
= This RS defines the method of application of Scotchcal 4690
E and Scotchlite 3270 type of Self Adhesive Extermal Markers,

to Aircraft extermal surfaces.
2. COMDITIONS (to be checked before application)
2.1 Markers have not exceeded their storage life and temperature

- limits, (defined in each Marker Standard).

2,2 The condition of the surface to which it is intended to apply
the Marker is suitable, - Marker Standards state suitability.
(Some Scotchcal materials are only suitable for application to
surfaces which are free from protrusions such as rivet heads,
and skin steps etc.)

2.3 Application of Markers across a gap formed by a fixed and
movable section should be avoided, however, where it is un-
avoidable, Markers shall be applied in accordance with
para. 6.3.

2.4 The aircraft surface finish is one of the following types :-

a) Plain metal

b) Cellulose paint

c) Acrylic paint

a) Polyurethane paint

e) Epoxy paint

Note: Markers have a glossy finish, and if they are applied

to a matt surface finish, they may be vamished after
application, in accordance with para. 7.

3.1 Abrasive paper - Carborundum (Silicone carbide) or Axolite
(Aluminium Oxide) - grade 320 or finer, to BS872.

3.1.2. See Sheet 2,

E 2.5 Minimum Temperature for Application

2 The air temperature at the time of application, and also the
2 temperature of the surface to which the Marker is to be
D applied, shall not be below 16°C.

2 3. MATHRIALS

w

@ 3.1 Materials for surface preparation
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3.1.2

3.1.3

3.2

PRINTED IN ENGLAND
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4.2.5

ORIGINAL PAPER SIZE SO A4 210 X 207 mm

Degreasing agent - methylated spirits to BS3591, * where this
cannot be used due to fire risk, then any other suitable de-
greasing agent which does not leave a residue may be used.

L J
Paint remover - approved to DEF STAN 80-16 (for Marker removal -
para. 11).

Materials for Marker Application

Plastic squeegee ) Supplied by : Minnesota Mining and
Manufacturing Company,

Edge Sealer - 887 ) Limited.

25 mm or wider adhesive masking tape.

PREPARATION OF SURFACE

Plain Metal surface

Wipe the relevant surface area with a clean soft cloth,
moistened with degreasing solvent (para 3.1.2) and allow
to dry.

Apply the Marker immediately the surface is d4ry.
Painted surfaces

Ensure that the painted surface has been properly cured and
dried, i.e., tack free, (normally for at least 48 hrs at
160C to 27°C, extended times may be required to suit local
conditions), before the Marker is applied.

Mark out the location of the Marker - but do not score the
surface.

Dry flat the relevant area using grade 320 or finer abrasive
paper - first mask off the surrounding area to avoid degrading
the painted surface, but do not overmask because this could
prevent the edges of the Marker from adhering.

Wipe the area with a clean soft cloth moistened with degreasing
solvent (Para 3.1.2) and allow to dry.

Apply the Marker immediately the surface is dry.

See Sheet 3.

*  See also note on Sheet 6.
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