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On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
known as the Society of British Aerospace Companies (SBAC) Aerospace Standards. The SAE ITC established in 2003 operates
as a trade association as part of the SAE International Enterprise providing a unique framework serving the automotive, aerospace,
and commercial vehicle sectors. Clients include private companies, government agencies, individuals, and trade associations.
Building consensus and breakthrough barriers to achieve solutions, and the ways by which those solutions take shape, are tailored
to each client’s individual needs.

The legal obligations and copyright authority of all Aerospace Standards that were issued by the ADS Group Limited are therefore
assigned / transferred to the SAE ITC.

These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
include testing and procedures by which a user or Design Authority can establish whether a particular manufacturer, prima facie,
has the capability to produce hardware in accordance with the appropriate standards and related specifications.

The SAE ITC, its servants, or representatives accept no responsibility for the continued quality of hardware items produced against
the relevant drawings and specifications; this responsibility remains with the user.

Whilst the SAE ITC takes all reasonable care in the preparation of its Standards, neither the SAE ITC, its officers, employees,
servants, agents, or representatives, shall have any responsibility or liability whatsoever with respect to any act or omission (whether
negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manufacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
necessarily reproduced accurately. A Master Index of all SAE ITC Aerospace Standards is published separately on the SAE ITC
website.

All references to Standards include reference to RS and TS publications.

Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

Copyright © 2015 SAE ITC.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical,

photocopying, recording or otherwise, without prior written permission of SAE ITC.

TO PLACE A DOCUMENT ORDER: Tel: 877-606-7323 (inside USA and Canada) Doc u m ents
Tel: +1 724-772-7545 (outside USA) Document Sha ring Hub
Fax: 724-776-0790
Email: CustomerService@sae.org

http://itc.sae.org/
Full document details: SAE TS153-2


http://www.avadocuments.com/doc/sae-ts153-2
http://www.avadocuments.com/doc/sae-ts153-2

TECHNICAL SPECIFICATION
No. 153

SBAC PERFORMANCE SPECIFICATION OF
INSERT SALVAGE, IMPERIAL, THINWALL
SCREW LOCKING, INCONEL 718

SILVER COATED

Issued by: Technical Standards Group
The Society of British Aerospace Companies Ltd
Registered in England and Wales no. 143447

© 1991 Issue 2 December 2004

Documents

Document Sharing Hub

Full document details: SAE TS153-2


http://www.avadocuments.com/doc/sae-ts153-2
http://www.avadocuments.com/doc/sae-ts153-2

12689MIS SBAC Technical Specification — TS153 Issue 2
Date : December 2004

Page 1 of 21
Contents
1. Scope and field of application
2. References
3. Definitions
3.1 Production batch
3.2 Inspection lot
33 Discontinuities
34 Test temperature
3.5 Simple random sampling
3.6 Critical defect
3.7 Major defect
3.8 Minor defect
3.9 Sampling plan
3.10  Limiting quality
3.11 Acceptable quality level
3.12 Finished insert
3.13 Definition document
3.14 Self locking torque
3.15  Seating torque
3.16  Unseating torque
3.17 Breakaway torque
4, Certification and quality assurance
4.1 Qualification
4.2 Acceptance
4.3 Quality system certification
44 Responsibility for inspection and tests
i} 4.5 Inspection and test report
5. Table 1: Technical requirement and test methods
5.1 Materials
5.2 Dimensions; tolerances of form and position; threads and quality
5.3 Manufacturing :
5.4 Mechanical properties
5.5 Metallurgical properties
5.6 Product identification
5.7 Delivery
Documents

Document Sharing Hub

Full document details: SAE TS153-2


http://www.avadocuments.com/doc/sae-ts153-2
http://www.avadocuments.com/doc/sae-ts153-2

12689MIS SBAC Technical Specification — TS153 Issue 2
Date : December 2004
Page 2 of 21

Table 2: Summary of tests — Qualification and production acceptance
Table 3: AQualification testing requirements for insert sambles

Table 4: Load values for rotational resistance tests

Table 5: Values for breakaway torque; locking torque and assembly torque
Table 6: Classification of defects

Table 7: Sampling plans for visual inspections and dimensional
characteristics

Table 8: Sampling plans for the inspection of mechanical and
metallurgical characteristics

Table 9: Maximum depth of permissible discontinuities

1. Scope and field of application

This standard specifies the technical qualification and quality assurance
requirements for thin wall self locking salvage inserts in material
NI P10OHT (INCO718) of tensile strength class 1275 MPa at room temperature,
maximum test temperature of parts 550°C. Primarily for Aerospace

applications it 1is applicable to such thin wall self locking salvage
inserts when referenced on the product standard or definition document.

2. References

1502859 Sampling procedures for inspection by attributes: Part 1:
Sampling plans indexed by acceptable quality level (AQL) for lot
by lot inspection (Revision of ISO 2859~1974) (1)

1503452 Non destructive testing-Penetrant inspection - General principles

IS03453 Non destructive testing-Liquid penetrant inspection - Means of
verification

IS03534 Statistics - Vocabulary and symbols
I1S08642 Aerospace self locking nuts (hardness test)

IS09002 Quality systems - Model for quality assurance in production
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EN2002-8 Test methods for metallic materials - Part 8 - Micrographic
determination of grain size

BS4084 Aerospace UNJ threads

EN2404 Heat resisting nickel base alloy NI PlOOHT solution treated and
precipitation treated bars Aerospace series

TS201 Aerospace series: Propulsion standard parts: Manufacturing
process - change procedure for qualified parts

TS200 Propulsion standard parts: Qualification: List of qualified
manufacturers

TS202 Aerospace series, qualification test requirements and
procedures

RS746 Aerospace series, tapped hole and counterbore details for inch

threaded thin wall inserts, 1long and short series.

TS160 Installation and manufacturing requirements for non-conformance
thin walled imperial inserts. (1)

DTD939 Silver plating

DTD5638 Heat resisting nickel alloy vacum melted
D Eng RD2947 Engine oil

AMS2411 Silver plating

MIL-L-7808 Engine oil

<k Definitions

3.1 Production batch
Quantity of finished inserts fabricated by the same process from a single
material cast (single heat of alloy), having the same basic part number and

diameter, heat treated together to the same specified condition and
produced as one continuous run.

3.2 Inspection lot

Consists of inserts from a single production batch of the same part number
which completely defines the inserts.

3.3 Discontinuities

3.3.1 Crack: Rupture in the material which may extend in any direction
and which may be intercrystalline or transcrystalline in character.

3.3.2 Seam: Longitudinal surface defect in the form of an unwelded open
fold in the material.

3.3.3 Lap: Surface defect caused by folding over metal fins or sharp
corners and then rolling or forging them into the surface.

(1) In course of preparation.
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3.3.4 Inclusion: Non-metallic particles originating from the material

making process. They may exist as discrete particles or strings of
particles extending longitudinally.

34 Test temperature

Ambient temperature, unless otherwise specified.
35 Simple random sampling : (2)

The taking of n items from a population of N items in such a way that all
possible combinations of n items have the same probability of being chosen.

3.6 Critical defect : (2)

A defect that according to judgement and experience, is likely to result in
hazardous or wunsafe conditions for individuals using, maintaining, or
depending upon the considered product, or that 1is 1likely to prevent
performance of the function of a major end item.

3.7 Major defect : (2)
A defect other than critical, that is likely to result in a failure or to

reduce materially the useability of the considered product for its intended
purpose.

3.8 Minor defect : (2)
A defect that is not 1likely to reduce materially the useability of the
considered product for its intended purpose, or that is a departure from

established specification having 1little bearing on the effective use or
operation of this product.

39 Sampling plan : (2)

A plan according to which one or more samples are taken in order to obtain
information and possibly to reach a decision.

3.10 Limiting quality L010 : (2)

In a sampling plan, a quality level which corresponds to a specified and
relatively low probability of acceptance - in this case 10% probability of
acceptance. It 1is the limiting lot quality characteristic that a lot of

this quality would occur.

When expressed as a per cent defective,.it may be referred to as a lot
tolerance per cent defective.

(2) Definitions taken from IS03534
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3.1 Acceptable quality level : (2)

A quality 1level which in a sampling plan corresponds to a specified but
relatively high probability of acceptance.

It is the maximum per cent defective (or the maximum number of defects per

hundred units) that, for purposes of sampling inspection, can be considered
satisfactory as a process average.

3.12  Finished insert
An insert read§ for wuse, inclusive of any possible treatments and/or

surface coatings,- as specified in the dimensional standard or definition
document.

3.13  Definition document

Document specifying all the requirements for inserts ie

- metallurgical

- geometrical and dimensional

- functional (strength and temperature classes)

3.14  Self-locking torque

The torque to be appiied to the bolt to maintain movement of rotation in

relation to the insert, the assembly being under no axial load and the
insert 1locking system being completely engaged with the bolt thread.

3.15  Seating torque

The tightening torque to be applied to bolt to introduce or to increase the
axial load in the assembly.

3.16  Unseating torque

The untightening torque to be applied to the bolt to reduce or remove the
axial load in the assembly.

- 3.17  Breakaway torque
The torque required to start unscrewing the bolt with respect to the
insert, with the insert locking device still fully engaged on the bolt, but
after the axial load in the assembly has been removed by unscrewing the
bolt half a turn followed by a halt in rotational movement.

(2) Definitions taken from ISO 3534.
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