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On the 1% January 2015 the SAE Industry Technologies Consortia (SAE ITC) acquired the ADS Aerospace Standards, previously
known as the Society of British Aerospace Companies (SBAC) Aerospace Standards. The SAE ITC established in 2003 operates
as a trade association as part of the SAE International Enterprise providing a unique framework serving the automotive, aerospace,
and commercial vehicle sectors. Clients include private companies, government agencies, individuals, and trade associations.
Building consensus and breakthrough barriers to achieve solutions, and the ways by which those solutions take shape, are tailored
to each client’s individual needs.

The legal obligations and copyright authority of all Aerospace Standards that were issued by the ADS Group Limited are therefore
assigned / transferred to the SAE ITC.

These Standards are produced by the SAE ITC with the assistance of, and for the benefit of the Aerospace Industry, as part of a
continuous programme of Standardisation for Aerospace application under the control of the Technical Standards Committee (TSC)
of the SAE ITC.

SAE ITC Standards are published as part of the series of SAE ITC Aerospace Industry Standards, and where appropriate, additional
manufacturing and inspection requirements are issued as Reference Sheets (RS) or Technical Specifications (TS). It is the
responsibility of those using or specifying a Standard to ensure the product, process, or manufacturer so used or specified, is
appropriate for the task or role in question. The SAE ITC wishes to draw special attention to the fact Technical Specifications (TS)
include testing and procedures by which a user or Design Authority can establish whether a particular manufacturer, prima facie,
has the capability to produce hardware in accordance with the appropriate standards and related specifications.

The SAE ITC, its servants, or representatives accept no responsibility for the continued quality of hardware items produced against
the relevant drawings and specifications; this responsibility remains with the user.

Whilst the SAE ITC takes all reasonable care in the preparation of its Standards, neither the SAE ITC, its officers, employees,
servants, agents, or representatives, shall have any responsibility or liability whatsoever with respect to any act or omission (whether
negligent or not) of whatsoever nature, or in connection with the preparation of the Standards or any part thereof. These
responsibilities are those of the user or Design Authority. Users of SAE ITC Standards agree that any such liability on the part of the
SAE ITC is excluded to the maximum extent permitted by law. SAE ITC Standards may be changed from time to time, and both
users and manufacturers of these parts should ensure they are in possession of the latest issue of the Standards and supporting
documentation before adoption or the commencement of production.

It is recommended that Technical Specification TS260, Metallic Materials List of Alternative Material Standards, be consulted prior
to manufacture of SAE ITC products.

Each Standard is a facsimile or electronic reproduction of a master drawing and, therefore, any outline view scales stated are not
necessarily reproduced accurately. A Master Index of all SAE ITC Aerospace Standards is published separately on the SAE ITC
website.

All references to Standards include reference to RS and TS publications.

Details of this and any further information can be obtained from the SAE ITC.

SAE Industry Technologies Consortia provides that “This standard is published by SAE ITC to advance the state of technical and engineering sciences. The use of this
standard is entirely voluntary and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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SBAC Technical Specification No 38

Manufacturing and Inspection Requirements for
Rivet, Blind, Self-plugging, Flush break,
Mechanically locked stem, Corrosion-resisting steel,
Plain and cadmium plated
AS46788 to AS46791
AS46788L to AS46791L

1. Scope

This Specification covers the requirements for a blind, corrosion-resisting steel rivet that is
self-plugging and has a mechanically locked, flush break stem, and a double grip range.

2. Manufacturing requirements

21 Material

The material shall be as specified on the relevant AS drawing.
2.2 Method of manufacture

Bodies and stems shall be cold forged.

2.3 Dimensions

Bodies and stems shall be manufactured to the dimensions specified in detail drawings published by
the SBAC.

2.4 Heat treatment

All alloys used in the manufacture of these rivets shall be heat treated in accordance with MIL-H-6875.
Hardness and tension strength tests of incoming material shall be as defined in MIL-H-6875.

25 Surface treatment

All surface treatments shall be as specified on the relevant AS drawing.

2.6 Lubrication

To ensure proper function of the rivet it is permissible to lubricate. All lubricants used shall pass the

Lubricant coating corrosion test of paragraph 9 and shall not be changed without requalification in
accordance with TS201.
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3. Qualification and inspection requirements

3.1 Qualification

The Qualification procedure shall be as specified in TS202.

3.2 Qualification authority

The Qualification Authority is the SBAC Technical Standards Sub-Committee.
383 Inspection

Sub-paragraphs 3.4 to 3.7 detail the inspection that shall be met during both qualification and
production.

3.4 Batches

A batch of components shall consist of the output of an effectively continuous production run of a
particular size of component, from one cast of material, heat treated at one time, free from any
interruption or changes such as might be expected to result in a significant variation in the quality of the
finished product.

Also a batch of rivets shall consist of bodies from only one batch, and stems from only one batch.

315 Records

The manufacturer shall maintain batch records for a minimum of 5 years to show the results of the
inspection and tests made to the requirements of this specification. The records shall show the batch
quantity and the serial numbers of certificates covering acceptance of the material. The acceptance
records shall be made available to the customer when required.

3.6 Dimensional control during manufacture

The manufacturer shall inspect operations during manufacture of each batch to a sampling plan from
BS6001 to ensure that the final production satisfied the requirements of this specification.

3.7 Materials heat treatments and surface treatments

The manufacturer shall ensure that all materials, heat treatments and surface treatments comply with
the relevant requirements, and that the identity of all materials has been maintained throughout all
stages of manufacture.

3.8 Production tests

Production testing, in accordance with the following sub-paragraph, shall be carried out by the fastener
manufacturer to assure conformance of the product to the requirements of this specification. These

tests shall be carried out on every batch of rivets produced.

In addition to the requirements of sub-paragraph 3.3, production testing shall consist of the following

tests:

(a) Installation tests in accordance with paragraph 4.

(b) Visual inspection tests, in accordance with paragraph 8, shall be carried out at the start and
finish of each production batch run and at 2 hourly intervals during the batch run.

(c) Shear tests and tension tests, in accordance with paragraph 5 and 6 respectively, shall be

carried out with sufficient frequency to ensure the quality of the fastener is maintained.
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