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Rules for SAE Use of SI (Metric) Units

Foreword— SI denotes The International System of Units (Le Système International d’Unités). SI was established in
1960, under the Treaty of the Meter, by Resolutions and Recommendations of the General Conference on
Weights and Measures (Conférence Générale des Poids et Mesures, CGPM) and the International Committee for
Weights and Measures (Comité International des Poids et Mesures, CIPM) on The International System of Units.
The abbreviation "SI" is used in all languages.

In 1969, the SAE Board of Directors issued a directive that "SAE will include SI units in SAE Standards and other
technical reports." During the ensuing several decades, SAE metric policy evolved and implementation
progressed.  The SAE’s current metric policy is, "Operating Boards shall not use any weights and measures
system other than metric (SI), except when conversion is not practical, or where a conflicting world industry
practice exists."

Principal driving forces for SAE metrication were:  worldwide movement to metric units; enactment of United
States Federal metric legislation and the resultant national metrication activity; the international trend in industry
and business throughout the world, and the growing international scope of SAE.  Currently, the widespread, strong
support for international standards harmonization is another key motivating factor in the global metrication
movement.

TSB 003 (formerly SAE J916) has been updated periodically, to reflect SAE metric policy evolution— as well as
developments in the specific, formal content of SI; and in the correct, consistent usage and application of
SI...which sometimes is referred to as "the modern version of the metric measurement system."

The content of TSB 003 is consistent with international and U.S. national authoritative resource documents for
SI— such as:  NIST SP 330; IEEE/ASTM/ANSI SI 10; the U.S. Federal Register Notice, "Metric System of
Measurement"; and ISO 1000.  For additional information on SI, see Section 2 of this document.

Throughout this document, SI is intended to include recognized SI units, as established by CGPM, and a limited
number of other units that, formally, are not SI units.  The reason is that:  SI forms the foundation of international
standardization; but it is recognized worldwide that certain exceptions are required.  For example, the degree (of
plane angle), the minute, and the hour, are non-SI units.  It is the purpose of this document to provide guidance
and further references on SI metric practice for SAE use; and, also, to give guidance concerning acceptable use of
non-SI units in SAE practice.
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1. Scope

1.1 This SAE Standard provides information on the International System of Units (abbreviated SI in all languages),
and its application in measurement unit usage.

1.2 The purpose is to provide information on SI and guidance on SI's correct, uniform usage in application to land,
sea, and aerospace design, engineering, and manufacturing practices and technical communications.

1.3 This document and the referenced IEEE/ASTM/ANSI SI 10 Standard, establish rules for the use of SI units in
SAE technical reports, including Standards, Recommended Practices, and Information Reports, as well as
technical papers, publications, etc. This TSB 003 document is designated as applicable for goverance of SI
metric practice in all SAE operations, internal and external communications, products, and services.

1.4 Throughout this document, SI is intended to include recognized SI units, as established by the General
Conference on Weights and Measures (CGPM), and a limited number of other units that, formally, are not SI
units.

SI forms the foundation of international metric standardization.  But it is recognized, worldwide, that certain
exceptions are required.  For example:  the degree (of plane angle), the minute, and the hour, are non-SI units.
The decibel is another example.

This document provides guidance and authoritative references for acceptable use of certain non-SI units within
the SAE’s operations, practices, services, and products.
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2. References

2.1 Applicable Publications— The following publications form a part of the specification to the extent specified
herein.  Unless otherwise indicated, the latest revision of SAE publications shall apply.

2.1.1 SAE PUBLICATION— Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

In the SAE Strategic Plan, January 1, 1997, under the Technical Standards Board’s implementation of the
Vision "To provide world-class standards-related products and services to the global mobility industry," the
SAE Vision/Ends Strategies include "H. Encourage and promote the use of metric weights and measures
by adopting the system of SI Metrics."

2.1.2 ANSI PUBLICATIONS— Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

The SAE Metric Advisory Committee adopted (Feb. 1997) the ANSI (American National Standards
Institute) American National Standard; IEEE/ASTM SI 10-1997 "Standard for Use of the International
System of Units (SI):  The Modern Metric System"— as the SAE’s primary reference for SI.  The SI 10
document is the formally designated primary American National Standard for use of the International
System of Units.

2.1.3 U.S. GOVERNMENT PUBLICATIONS— Available from U.S. Government Printing Office, Washington, DC 20402.

NIST Special Publication 330— The International System of Units (SI)— 1991
U.S. Federal Register Notice, Metric System of Measurement; Interpretation of the International System of

Units for the United States, July 28, 1998 (see Appendix C) 

2.1.4 ISO PUBLICATION— Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ISO 1000— SI  Units and Recommendations for the use of their multiples  and of certain other units, 1992

2.2 Related Publications— The following publications are provided for information purposes only and are not a
required part of this document.

2.2.1 SAE PUBLICATIONS— Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

SAE Paper No. 850218— SI Metric for the Practicing Mechanical Engineer, S. R.  Jakuba
SAE Book— Metric (SI) in Everyday Science and Engineering, Stan Jakuba, 1993
SAE & ANMC Book— Metrication for the Manager, John T. Benedict, 1992
SAE J390— Dual Dimensioning— 1982

2.2.2 U.S. GOVERNMENT PUBLICATIONS— Available from U. S. Government, DOD SSP, Subscription Service
Division, Building 4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094

NIST Special Publication 304— SI Chart, The Modernized Metric System, 1997
NIST Special Publication SP330— The International System of Units (SI), 1991
NIST Special Publication 811— Guide for the Use of the International System of Units, (SI), 1995
NIST Special Publication 814— Interpretation of the SI for the United States and Metric Conversion Policy

for Federal Agencies, 1991
GSA (General Services Administration)— Federal Standard 376B— Preferred Metric Units for General Use

by the Federal Government, 1993
U.S. Government Printing Office— Style Manual— 1984
U.S. Dept. of Defense Production & Logistics Office— SD-10 Guide for Identification and Development of

Metric Standards, 1990
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3. Definitions— To facilitate application of SI ("The Modern Version of the Metric Measurement System"), and to
ensure consistent, reliable conversion and rounding practices, an understanding of related terms is helpful.
Definitions and explanations for various terms are given in Annex B1 Terminology, page 50, of the primary
reference document:  IEEE/ASTM SI 10-1997.  Following, are definitions for some additional relevant terms.

3.1 Base Units— SI is built upon seven base units, which are regarded as independent.  The base units are:
meter, kilogram, second, ampere, kelvin, mole, and candela.

3.2 Capacity Rating— The capacity rating of a crane, a truck, a bridge, etc., is intended to define the mass that
can be supported safely.  Such a rating is expressed in a mass unit rather than a force unit, thus in kilograms
or metric tons, as appropriate, rather than newtons.

3.3 Coherent System of Units— A system of units of measurement in which a small number of base units,
defined as dimensionally independent, are used to derive all other units in the system by rules of multiplication
and division with no numerical factors other than unity.  The SI base units and derived units form a coherent
set.

3.4 Conversion-Hard— A hard conversion is the process of changing a measurement from inch-pound units to
nonequivalent metric units, which necessitates physical configuration changes of the item outside those
permitted by established measurement tolerances.  "Hard conversion" often is a concomitant of international
standardization.

3.5 Conversion-Soft— A soft conversion is the process of changing a measurement from inch-pound to
equivalent metric units within acceptable measurement tolerances, without changing the physical configuration
of the item.

3.6 Derived Units— Derived units are formed by combining base units according to the algebraic relations linking
the corresponding quantities.  Symbols for derived units are obtained by means of mathematical signs for
multiplication, division, and the use of exponents.  For example, the SI unit for speed is the meter per second
(m/s or m·s–1) and that for density is kilogram per cubic meter (kg/m3 or kg·m–3).  Most derived units have only
their composite names, such as meter per second for speed or velocity.  Others have special names, such as
newton (N), joule (J), watt (W), and pascal (Pa), given to SI units of force, energy, power, and pressure (or
stress), respectively.

3.7 Inch-Pound Units— Formally, the U.S. Customary Measurement System.  Units based upon the yard and the
pound commonly used in the United States of America and defined by the National Institute of Standards and
Technology.  Note that units having the same names in other countries may differ in magnitude.

3.8 Load— The term "load" in mechanics means either mass, force, or pressure, depending on its use.  A load that
produces a vertical downward force because of the influence of gravity acting on a mass may be expressed in
mass units, e.g., kilograms.  A load that produces a force from anything other than the influence of gravity is
expressed in force units, i.e., newtons, although the pressure unit, pascal, is used in some cases.  For
example, a wind, snow, or roof load may be a pressure and may be expressed in newtons per square meter
(N/m2), that is, pascals (Pa).  Floor loading in a building, however, may properly be expressed in mass units,
e.g., in kilograms or kilograms per square meter.

3.9 Metrication— Any act tending to increase the use of the metric system (SI), whether it be increased use of
metric units or of engineering standards that are based on such units.

3.10 SI— SI denotes The International System of Units (Le Système International d' Unités). SI consists of two
classes of units:  base units and derived units (coherent units derived from the base units.)  Since 1995, the
radian and steradian are deemed derived units (the supplementary units classification was eliminated).  SI is
defined (formally; authoritatively) in such documents as:  the U.S. Federal Register, SI Notice; NIST SP330;
IEEE/ASTM SI 10; ISO 1000.
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3.11 Units for Mass, Weight, and Force— Mass units, such as kilogram, pound, and ounce, have often been used
for units of both mass and force.  This has led to serious confusion.  In SI this confusion is eliminated because
the unit of mass is the kilogram, and the unit of force is the newton.  The kilogram-force (from which the suffix
"force" in practice has often been erroneously dropped) is not used.  Derived units that include force are
formed using the newton.

3.12 Weight— The weight of a body in a particular reference frame is defined as the force that provides the body an
acceleration equal to the local acceleration of free fall in that reference frame.  Thus the SI unit of weight is the
newton (N).

In commercial and everyday use, the term "weight" is often used as a synonym for mass, for which the SI unit
is the kilogram.  The verb "to weigh" means "to determine the mass of" or "to have a mass of."  Nevertheless,
in scientific and technical practice, the term "weight" should not be used to mean mass.

3.13 Work, Heat, Energy— The joule (N·m) is work done when the point of application of a force of one newton is
displaced a distance of one meter in the direction of the force.  The SI unit of energy is the joule, which is equal
to newton meter or watt second.  The kilowatt hour is accepted as a unit of electrical energy only.

4. SAE Metric Policy

4.1 Statement— The following statement of Metric Policy was approved by the SAE Board of Directors on March
4, 1993:

4.1.1 SAE METRIC POLICY— Operating Boards shall not use any weights and measures system other than metric
(SI), except when conversion is not practical, or where a conflicting world industry practice exists..."

5. Measurement Units Approved for SAE Use

5.1 As noted above, SAE has endorsed and adopted as its primary SI Reference, the
ANSI/IEEE/ASTM SI 10-1997 document, which is the primary American National Standard for SI.  SAE
Reports and other documents must utilize, as applicable, the metric units of SI and other allowable units given
in the SI 10-1997 Standard and in Appendix C.

5.2 The liter, which the General Conference established as a special name for the cubic decimeter, is approved for
SAE use.  The only prefixed use allowed is mL.  SAE preference should be to use cubic centimeter (cm3),
rather than milliliter (mL); and cubic decimeter (dm3) rather than liter (L).

5.3 In regard to time, committees should use the second and its multiples, except where minutes or hours units are
warranted.

EXAMPLE— km/h for velocity.

5.4 Additional examples of approved non-SI units.

5.4.1 The unit metric ton (exactly 1 Mg) is in wide use, but should be limited to commercial description of vehicle
mass, or freight mass; and no prefix is permitted.

5.4.2 The unit hectare (exactly 1 h m2) is restricted to land and water area measurement.

5.4.3 In acoustics, the bel is retained as a unit for measuring the loudness of sounds, in its prefixed form, decibel
(dB).
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5.5 Some expressions for derived SI units are valid.  For example:  The SI unit for electric field strength is V/m;
however, field strength also is expressed in terms of base units as kg·m/(s3·A) or kg·m·s–3·A–1.  Likewise,
torque and bending moment (N·m) may also be expressed as kg·m2/s2 or kg·m2·s-2

6. Units Not Approved for Use

6.1 Gravimetric units such as kilogram-force for force and kilogram-force per square millimeter or centimeter for
pressure or stress, which have been commonly used in some countries, must not be used in SAE metric
practice.  Similarly: calorie, bar, angstrom, and dyne are not SI units, and are not approved for general use.
Numerous examples of units that are not to be used, are listed in Table 8, pp.10-11, of the primary referenced
Standard, IEEE/ASTM SI 10.

7. Rules for Use of SI Units

7.1 Requirements of this document establish the use of SI units in SAE practice, in one of the following manners:

7.1.1 Exclusively as regular (primary) units.

7.1.2 As regular units followed by other units in parentheses.

7.1.3 Under special circumstances it is permissible to deviate from these rules.  See Appendix A.

7.2 SI units must be those shown in Appendices B and C, or their decimal multiples or units derived from approved
units.  For example:  use kg/s for mass per unit time.  In case of need for other units, the Metric Advisory
Committee of the SAE Technical Standards Board should be consulted.  If units for quantities not included in
Appendix B  are required, the above committee should be contacted for guidance.

An apparent anomaly exists in the use of the joule for work (J = N·m) and the use of N·m for torque or bending
moment.  These are, however, entirely different units.  In the former, the unit of work results from unit force
moving through unit distance.  In the latter, there is no implication of movement, and unit force acts at right
angles to the lever arm of unit length.  This would be readily seen if vectors were incorporated in the unit
symbols.  For these reasons, it is important to express work and other energy in joules.  Moment of force,
torque and bending moment are expressed in newton meters, not joules.

7.3 Symbols and Abbreviations

7.3.1 DISTINCTION— The distinction between unit symbols and unit abbreviations is not always recognized,
particularly with certain U.S. inch-pound units of measure.  There are, however, several distinctions between
unit symbols and conventional abbreviations.  Unit symbols are standardized forms, the same in all
languages.  They have the same form in singular and plural; they may be handled mathematically (for
example, ft/s, cm3); they are not followed by periods.  Conventional abbreviations and acronyms are
language-dependent (for example, cfm for cubic foot per minute), shortened presentations of words or
names in a particular language.  The symbols for some U.S. units are also abbreviations (ft, in, yd).  In many
cases the unit symbol and the abbreviation are not the same (such as unit symbol ft3/min and abbreviation
cfm; unit symbol A and abbreviation amp; unit symbol in3 and abbreviation cu in); see Table 1.

7.3.2 USAGE— Use symbols and technical abbreviations only where necessary to save time and space and only
where their meaning is unquestionably clear to the intended reader.  Unit symbols are to be used in place of
conventional abbreviations for units.  Units used with specific numbers (for example, 3.7 m) are abbreviated
or designated by symbol, except where a potential exists for misinterpretation; in which case the units should
be spelled out, such as unit symbol "in" should be spelled out as "inch" or "inches."
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7.3.3 UNIT SYMBOL COMPOSITION— Unit symbols are letters or groups of letters predominantly from the Latin
alphabet representing the units in which physical quantities are measured (m for meter, W·h for watt hour).
Non-English alphabet unit symbols are (Ω) for ohm, (°) for the plane angle degree or used with the Celsius
( °C) temperature scale, and (µ) for the prefix micro.  All unit symbols are printed in Roman (upright) type.
The symbol °C for degree Celsius is treated as an entity; the two components ° and C are not to be
separated.

7.3.4 UNIT SYMBOL STYLE1— Unit symbols, in general, use lower case letters.  If, however, the symbol is derived
from a proper name, it or the first letter (where more than one) is an upper case letter (Hz, Wb, Pa).  An
exception to the above permits the upper case (L) to represent the unit liter because of the confusion that
can occur between the lower case unit symbol (I) and the number one (1).

The letter style must be followed for SI unit symbols and prefixes even in applications where all other
lettering is upper case (such as technical drawings).  The only exception allowed is for computer and
machine displays with limited character sets.  For symbols for use in systems with limited character sets,
refer to ANSI/IEEE Std. 260.  The symbols for limited character sets must not be used when the available
character set permits the use of the proper symbols as given herein.

TABLE 1— ABBREVIATIONS AND SYMBOLS FOR UNITS OTHER THAN SI

Unit Name Symbol Abbreviation Unit Name Symbol Abbreviation

brake horsepower bhp inch pound-force in·lbf

Brinell hardness number Bhn kilocycle per second kc/s

British thermal unit Btu kilogram-force kgf

calorie cal mile mile

candlepower cp mile per hour mi/h  mph

cubic foot per minute ft3/min cfm minute (angle)  min

cubic foot per second ft3/s cfs ounce oz

cycle per minute c/min cpm ounce-force ozf

cycle per second c/s cps part per gallon  ppg

cycle c pint pt

degree Fahrenheit °F pound lb

degree Rankine °R poundal pdl

dram dr pound-force lbf

foot ft ft pound-force per

footcandle fc   square inch lbf/in2 psi

foot per minute ft/min pound-force per

foot per second ft/s   square inch absolute psia

foot pound-force ft · lbf pound-force per

friction horsepower  fhp   square inch gage psig

gallon gal quart qt

gallon per minute gal/min  gpm revolution per minute r/min rpm

gallon per second gal/s  gps revolution per second r/s rps

horsepower hp Saybolt universal second SUS

inch in second (angle) ’’ sec

inch of mercury inHg minute (angle) ’ min

inch of water inH2O yard yd yd

1. Handling of Unit Names— Names of units are not capitalized except at the beginning of sentences or in titles.  (Modifiers used in unit names 
are capitalized if proper names; for example, degree Fahrenheit.)  Compound unit names are formed with a space for product and the word 
"per" for quotient.  Prefixes become part of the word: ampere (A), milliampere (mA), ampere second (A·s), meter per second (m/s).
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7.3.5 QUANTITY SYMBOLS— Quantity symbols must not be confused with unit symbols.  Quantity symbols are single
letters representing physical quantities (l for electric current, e for charge of an electron).  The established
symbol must always be maintained (f-frequency, F-force, m-mass, M-moment of force).

Quantity symbols are single letters of the English (Latin) or Greek alphabet, and are printed in italic (slanting)
type.

7.3.6 ABBREVIATIONS— Abbreviations are shortened forms of words or phrases formed in various ways that have
been approved (ANSI/ASME Y1.1— 1989).  They are generally letters from the word being abbreviated, except
where the abbreviation is taken from another language (no for number, lb for pound).  Abbreviations are never
to be used when a mathematical operation sign is involved, unless the abbreviation is also the symbol.

7.3.7 SYMBOLIZED COMPOUND (DERIVED) UNITS1— Compound (derived) units constitute a mathematical
expression.  Where compound units include the solidus (/), it must not be repeated in the same expression.
In complicated cases, negative powers or parentheses should be used.  For example, write:  m/s2 or m·s–2

but not m/s/s; or write kg·m/(s3·A) or kg·m·s–3·A–1 but not kg·m/s3/A.

7.3.8 PLURAL— The form of symbols and abbreviations is the same for singular or plural (1 in, 10 in, 1 s, 27 s).

7.3.9 Periods are not used after symbols or abbreviations.  The same abbreviation is used for related nouns, verb,
adverb, etc., (inclusion, include, inclusive are all abbreviated incl).  When these rules would cause confusion,
spell out the word.  Words of four letters or less are not abbreviated.

7.3.10 When writing a quantity, a space is left between the numerical value and a unit symbol.  For example, write:
35 mm, not 35mm; write 20  °C, not 20°C.

Exception: No space is left between numerical values and symbols for degree, minute, and second of plane
angle.  Example: 45°.  However in SAE Practice, the ° symbol is not used for plane angle.  The word degree
is spelled out.

7.4 Mass, Force, and Weight

7.4.1 The principal departure of SI from the gravimetric system of metric engineering units is the use of distinct
units for mass and force.  In SI, the name kilogram is restricted to the unit of mass, and the kilogram-force
(from which the suffix force was in practice often erroneously dropped) should not be used.  In its place the
SI unit of force, the newton (N) is used.  Likewise, the newton rather than the kilogram-force is used to form
derived units that include force, for example, pressure or stress (N/m2 = Pa), energy (N·m = J), and power
(N·m/s = W).

7.4.2 Considerable confusion exists in the use of the term weight as a quantity to mean either force or mass.  In
commercial and everyday use, the term weight nearly always means mass; thus, when one speaks of a
person's weight, the quantity referred to is mass.  This nontechnical use of the term weight in everyday life
will probably persist.  In science and technology, the term weight of a body usually meant the force that, if
applied to the body, would give it an acceleration equal to the local acceleration of free fall.  The adjective
"local" in the phrase "local acceleration of free fall" usually meant a location on the surface of the earth.  In
this context, the "local acceleration of free fall" has the symbol g (commonly referred to as "acceleration of
gravity").  Values of g differing by over 0.57 at various points on the earth's surface have been observed.2  In
a technical context, the use of force of gravity (mass times acceleration of gravity), instead of weight with this
meaning is recommended.  Because the term weight is ambiguous, care should be taken to assure that the
intended meaning is clear.

1. See footnote 1.

2. The standard value of g = 9.806 650 m/s2 was adopted in 1913 by the CGPM.  This value is used on earth whenever it is determined that the 
local differing value may be disregarded.
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7.4.3 Many units for rates are not shown in Appendix B, but should be derived from approved units.  For example:
the proper unit for mass per unit time is kg/s; (see 7.2).

7.5 Temperature Conversion— The SI unit for thermodynamic temperature is the kelvin.  The SI unit degree
Celsius will be used for commonly expressed temperatures.

The Celsius degree is related to the kelvin degree as follows:

One degree Celsius equals one kelvin exactly.  Celsius temperature (t°C) is related to kelvin temperature
(TK) as follows:

(Eq. 1)

The Celsius degree is related to the Fahrenheit degree as follows:

One degree Celsius equals 9/5 of a degree Fahrenheit, exactly.  Celsius temperature (t°C) is related to
Fahrenheit temperature (t°F) as follows:

(Eq. 2)

General guidance for converting tolerances from degrees Fahrenheit to kelvins or degrees Celsius is given in
Table 2.

Normally, temperatures expressed in a whole number of degrees Fahrenheit should be converted to the
nearest 0.5 kelvin (or degree Celsius).  As with other quantities, the number of significant digits to retain will
depend upon implied accuracy of the original dimension.  For example:

a. 100  °F ± 5  °F— implied accuracy estimated to be 2  °F
37.7777  °C ± 2.7777  °C rounds to 38  °C ± 3  °C

b. 1000  °F ± 50  °F— implied accuracy estimated to be 20  °F
537.7777  °C ± 27.7777 °C rounds to 540  °C ± 30  °C

7.6 Miscellaneous

7.6.1 With nominal sizes that are not measurements but are names for items, no conversion should be made. For
example:  1/4-20 UNC thread, 1 in pipe, 2 x 4 lumber.

7.6.2 The decimal marker used by SAE is the dot on the line (.) for quantities in either U.S. customary or SI units.

To facilitate the reading of numbers having five or more digits, the digit should be placed in groups of three
separated by a space instead of a comma, counting both to the left and to the right of the decimal point.  In
the case of four digits, the spacing is optional.  This style also avoids confusion caused by the use elsewhere
of the comma to express the decimal marker.

TABLE 2— CONVERSION OF TEMPERATURE
TOLERANCE REQUIREMENTS

Tolerance, K or °C
(±)

Tolerance, °F
(±)

0.5  1

1  2

3  5

5.5 10

8.5 15

11 20

14 25

TK 273.15 t°C+=

t°C 5 9 t°F 32–( )⁄=

Full document details: SAE TSB003_199905

http://www.avadocuments.com/doc/sae-tsb003-199905
http://www.avadocuments.com/doc/sae-tsb003-199905


SAE TSB 003 Revised MAY1999

-10-

For example, use:

1 532 or 1532 instead of 1,532
132 541 816 instead of 132,541,816
983 769.788 16 instead of 983,769.78816

7.6.3 Surface roughness expressed in microinches should be converted to micrometers (µm); the term "micron"
shall not be used.

7.6.4 Linear dimensions on engineering drawings related to SAE committee documentation will customarily be
given in millimeters, regardless of length.

7.6.5 Expressions that can be stated as a ratio of the same unit, such as 0.006 inch per inch, should be changed
to a designation of a ratio such as 0.006:1.  Where an expression might be shown in two different units one
of which is a multiple of the other, reduce the expression to a common unit and show it as a ratio. 

EXAMPLE— 1.50 in per ft = 0.125 ft per ft.  Express as a ratio 0.125:1.

7.6.6 It has been internationally recommended that pressure units themselves should not be modified to indicate
whether the pressure is absolute (that is, above zero) or gage (that is, above atmospheric pressure).  If,
therefore, the context leaves any doubt to which is meant, the word pressure must be qualified appropriately.

For example:

"... at a gage pressure of 200 kPa" or
"... at an absolute pressure of 95 kPa" or
"... reached an absolute pressure of 95 kPa," etc.

8. Notes

8.1 Marginal Indicia— The change bar (l) located in the left margin is for the convenience of the user in locating
areas where technical revisions have been made to the previous issue of the report.  An (R) symbol to the left
of the document title indicates a complete revision of the report.

8.2 Historical Note— When tracing the background/history of TSB 003, it is necessary to know... that ... this SAE
Standard was renumbered in 1992.  At that time, it was put into a new class of TSB (Technical Standards
Board) documents and designated TSB 003.  As stated in the Foreword (paragraph 4), prior to 1992, it was
SAE J916.  The SAE J916 number was used from the inception of Rules for SAE Use of SI (Metric) Units, in
1965, through various revisions, including the 1991 version of J916.

PREPARED BY THE SAE METRIC ADVISORY COMMITTEE
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APPENDIX A

METHODS FOR APPLYING SI IN TABLES AND GRAPHS

Preface— As covered in 7.1, SI units are required in SAE reports.  To assist committees in carrying out this
requirement in special circumstances, some qualifying rules are covered here.

A.1 In standards that have alternate or optional procedures based on apparatus calibrated in either U.S. inch-
pound or SI units, converted values need not be included.  If optional procedures or dimensions produce
equally acceptable results, the options may be shown by using the word "or" rather than parentheses.  For
example:  in a 2-in gage length metal tension test specimen, the gage length may be shown as "50 mm or 2 in."

A.2 A specific equivalent, for example 25.4 mm (1.00 in), need be inserted only the first time it occurs in each
paragraph.

A.3 Special instructions cover the use of tabular material.

A.3.1 Case 1— Limited Tabular Material— Provide SI equivalents in tables in parentheses or in separate columns
(see Table A1).

A.3.2 Case 2— One or Two Large Tables— When the size of a table and limitations of space (on the printed page)
make it impractical to expand the table to include SI equivalents, the table should be duplicated in U.S. inch-
pound units and in SI units (see Tables A2 and A3).

A.3.2.1 If Cases 1 and 2 would still result in major increase in the size of the standard document, consideration must
be given to other methods.  SAE staff should first be consulted on techniques of arranging column spacing,
etc., to accomplish addition of SI as shown in Cases 1 and 2.

Cases 3 and 4 are two approaches to reduce the number of pages involved in adding SI to reports with
extensive tabular data.  They should be used only in extreme cases since they do not accomplish the intent
of SAE policy.  Also, these approaches should not be considered when the users of the report are judged to
need SI units for its use.

A.3.3 Case 3— Extensive Tabular Material— When the tabulated data are extensive and the above procedures
would require an impractical addition to the standard, a summary appendix may be prepared listing all of the
values appearing in the tables, along with the conversion of each, as in Tables A4, A5, A6, and A7.

A.3.4 Case 4— In extreme cases when all the above approaches do not apply because of the size and number of
tables, conversion factors may be placed in a footnote under each table, as in the example in Table A8.  It
should be noted that usage of inch-pound oriented material such as this is an exception to the SAE Policy and
is expected to decline as the metric transition progresses with the phase-in of the SI metric oriented technical
data.

TABLE A1— FASTENERS FOR GRINDERS

H
L

mm
L
in R

3/8-24 UNF-2A 28.58 1-1/8

1/2-13 UNC-2A 44.45 1-3/4 Governed by thickness

5/8-11 UNC-2A 53.98 2-1/8 of wheel used

5/8-11 UNC-2A 79.38 3-1/8

3/4-10 UNC-2A 82.55 3-1/4
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A.4 Graphs and charts may be handled in several ways depending on the circumstances.  In adding SI units to a
graphic presentation of data, the practice of specific addition of metric conversions to existing ordinate or
abscissa values should be avoided (see Figure A1).

TABLE A2— DIMENSIONS IN SI UNITS

Chain No. H60 H74 H75 H78 H82 H124

P (mm)      58.62        66.27        66.27        66.27        78.10       101.60

A (mm)        7.92         9.52          7.92        12.70        11.27        19.05

F (mm)      18.5        25.4        19.0        28.4        31.75        39.62

H (mm)      18.5        22.3        18.3        22.3        30.2        36.6

Proof test load (kN)

  Class M      12.50        17.80        12.50        28.50        35.60        53.40

  Class P      15.60        22.20        15.60        35.60        44.50        66.80

No. of pitches per nominal

  3048 mm strand      52        46        46        46        39        30

Theoretical length of nominal

  3048 mm strand   3048.5     3048.2     3048.2     3048.2     3046.0     3048.0

Measuring load (N)     850     1200      850      580     2270     3600

TABLE A3— DIMENSIONS IN U.S. INCH-POUND UNITS

Chain No. H60 H74 H75 H78 H82 H124

P (in)      2.308      2.609      2.609      2.609      3.075      4.000

A (in)      0.312      0.375      0.312      0.500      0.562      0.750

F (in)      0.73      1.00      0.75      1.12      1.25      1.56

H (in)      0.75      0.88      0.72      0.88      1.19      1.44

Proof test load (lbf)

  Class M      2 800      4 000      2 800      6 400      8 000     12 000

  Class P      3 500      5 000      3 500      8 000     10 000     15 000

No. of pitches per nominal

  120 in strand     52     46     46     46     39     30

Theoretical length of nominal

  120 in strand    120.02    120.01    120.01    120.01    119.92    120.00

Measuring load (lbf)    190    270    190    130    510    810
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