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NOTICE

The Society of Cable Telecommunications Engineers (SCTE) / International Society of Broadband Experts (ISBE)
Standards and Operational Practices (hereafter called “documents™) are intended to serve the public interest by
providing specifications, test methods and procedures that promote uniformity of product, interchangeability, best
practices and ultimately the long-term reliability of broadband communications facilities. These documents shall not
in any way preclude any member or non-member of SCTEISBE from manufacturing or selling products not
conforming to such documents, nor shall the existence of such standards preclude their voluntary use by those other
than SCTE-ISBE members.

SCTE-ISBE assumes no obligations or liability whatsoever to any party who may adopt the documents. Such
adopting party assumes all risks associated with adoption of these documents, and accepts full responsibility for any
damage and/or claims arising from the adoption of such documents.

Attention is called to the possibility that implementation of this document may require the use of subject matter
covered by patent rights. By publication of this document, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. SCTE<ISBE shall not be responsible for identifying patents for
which a license may be required or for conducting inquiries into the legal validity or scope of those patents that are
brought to its attention.

Patent holders who believe that they hold patents which are essential to the implementation of this document have
been requested to provide information about those patents and any related licensing terms and conditions. Any such
declarations made before or after publication of this document are available on the SCTE-ISBE web site at
http://www.scte.org.

All Rights Reserved
© Society of Cable Telecommunications Engineers, Inc. 2018

140 Philips Road
Exton, PA 19341
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1 Introduction

This document is identical to SCTE 07 2013 except for informative components which may have been updated such as the title page,
NOTICE text, headers and footers. No normative changes have been made to this document.

This standard describes the framing structure, channel coding, and channel modulation for a digital multi-service television
distribution system that is specific to a cable channel. The system can be used transparently with the distribution from a satellite
channel, as many cable systems are fed directly from satellite links. The specification covers both 64 and 256 QAM. Most features of
both modulation schemes are the same. Where there are differences, the specific details for each modulation scheme is covered.

The design of the modulation, interleaving and coding is based upon testing and characterization of cable systems in North America.
The modulation is Quadrature Amplitude Modulation with a 64 point signal constellation (64-QAM) and with a 256 point signal
constellation (256-QAM), transmitter selectable. The forward error correction (FEC) is based on a concatenated coding approach
that produces high coding gain at moderate complexity and overhead. Concatenated coding offers improved performance over a
block code, at a similar overall complexity. The system FEC is optimized for quasi error free operation at a threshold output error
event rate of one error event per 15 minutes.

The data format input to the modulation and coding is assumed to be MPEG-2 transport. However, the method used for MPEG
synchronization is decoupled from FEC synchronization. For example, this enables the system to carry Asynchronous Transfer
Mode (ATM) packets easily without interfering with ATM synchronization. In fact, ATM synchronization may be performed by
defined ATM synchronization mechanisms.

There are two modes supported: Mode 1 has a symbol rate of 5.057 Msps and Mode 2 has a symbol rate of 5.361 Msps. Typically,
Mode 1 will be used for 64-QAM and Mode 2 will be used for 256-QAM. The system will be compatible with future
implementations of higher data rate schemes employing higher order QAM extensions.

2 Symbols and abbreviations

2.1 SYMBOLS

For the purposes of this Recommendation, the following symbols are used:

o Roll-off factor

byte Eight bits

bps Bits per second

g(x) RS code generator polynomial

ms millisecond

p(x) RS field generator polynomial

q Number of bits: 2, 3, 4 for 16-QAM, 32-QAM, 64-QAM, respectively
T Number of bytes which can be corrected in RS error-protected packet

2.2 ABBREVIATIONS

For the purposes of this Recommendation, the following abbreviations are used:

ATM Asynchronous Transfer Mode

FEC Forward Error Correction

HEC Header Error Control

HEX Hexadecimal

LSB Least Significant Bit Docu ments
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MPEG Motion Picture Expert-Group
MSB Most Significant Bit
PN Pseudo Noise
ppm Parts per million
QAM Quadrature Amplitude Modulation
RF Radio Frequency
RS Reed-Solomon
SNR Signal to Noise Ratio
sps Symbols per second
3 Cable system concept

Channel coding and transmission are specific to a particular medium or communication channel. The expected channel error
statistics and distortion characteristics are critical in determining the appropriate error correction and demodulation. The cable
channel, including optical fiber, is primarily regarded as a bandwidth-limited linear channel, with an optimized counterbalancing of
various attenuation sources including: white noise, interference, and multi-path distortion. The Quadrature Amplitude Modulation
(QAM) technique used, together with adaptive equalization and concatenated coding is well suited to this application and channel.

The basic layered block diagram of cable transmission processing is shown in Figure 1. The following sections define these layers
from the “outside” in, and from the perspective of the transmit side.
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Figure 1 Cable transmission block diagram
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4 MPEG-2 transport framing

The MPEG-2 transport layer is defined in Reference [1]. The transport layer for MPEG-2 data is comprised of packets having 188
bytes, with one byte for synchronization purposes, three bytes of header containing service identification, scrambling and control
information, followed by 184 bytes of MPEG-2 or auxiliary data.

The MPEG transport framing is the outermost layer of processing. It is provided as a robust means of delivering MPEG packet
synchronization to the receiver output. This processing block receives an MPEG-2 transport data stream consisting of a continuous
stream of fixed length 188 byte packets. This data stream is transmitted in serial fashion, MSB first. The first byte of a packet is
specified to be a sync byte having a constant value of 47xex.

The sync byte is intended for the purpose of packet delineation. The cable transmission system has incorporated an additional layer
of processing to provide an additional functionality by utilizing the information bearing capacity of this sync byte. A parity
checksum which is a coset of an FIR parity check linear block code is substituted for this sync byte, supplying improved packet
delineation functionality, and error detection capability independent of the FEC layer.

The parity checksum is computed over the adjacent 187 bytes, which constitute the immediately preceding MPEG-2 packet contents
(minus sync byte). It is then possible to support simultaneous packet synchronization and error detection. The decoder computes a
sliding checksum on the serial data stream, using the detection of a valid code word to detect the start of a packet. Once a locked
alignment condition is established, the absence of a valid code word at the expected location will indicate a packet error. The error
flag of the previous packet may optionally be set as the data is passed out of the decoder. The normal sync word must be re-inserted
in place of the checksum to provide a standard MPEG-2 data stream as an output.

The checksum is computed by passing the 1496 payload bits through a linear feedback shift register (LFSR) as described by the
following equation:

f(X) = [1 + X"*7b(X)]/g(X), where g(X)=1+X + X5 +X°+X® and b(X)=1+X +X* + X',

This computational structure is illustrated in Figures 2 and 3. All addition operations are assumed to be modulo 2. For an encode
operation, the LFSR is first initialized so that all memory elements contain zero value. The 1496 bits which constitute the MPEG-2
transport stream packet payload are then shifted into the LFSR. The encoder input is set to zero after the 1496 data bits are received,
and eight additional shifts are required to sequentially output the eight computed syndrome bits. This 8-bit result must then be passed
through an additional FIR filtering function g(x) (initialized to an all-zeros state prior to introduction of the 8 syndrome bits) to
generate an encoder checksum. An offset of 67xex is added to this checksum result for improved autocorrelation properties, and
causes a 47ugex result to be produced during a syndrome decode operation when a valid code word is present. The final 8-bit
checksum with added offset is transmitted MSB first following the 1496 payload bits to implement a systematic encoder.

A parity check matrix may be used by the decoder to identify a valid checksum. A checksum generator as shown in Figure 3 with an
offset of zero may be employed for this purpose. The code has been designed such that when the appropriate 188 bytes of the
modified MPEG-2 transport stream packet (which includes the associated checksum) are multiplied with the parity check matrix, a
valid code word is indicated when the calculated product produces a 47ugx result. Each of the 8 columns of the parity check matrix
“P” includes a 1497 bit vector, hereafter referred to as “C”. This vector is defined in Figure 4.

As you proceed from the leftmost column of the matrix “P”, the 1497-bit column “C” is duplicated in subsequent columns of the
matrix “P”, shifted down by one bit position. The bit positions unoccupied by the column data are filled with zeros, as illustrated in
Figure 5.

Note that the checksum is calculated based on the previous 187 bytes and not the 187 bytes yet to be received by the MPEG-2 sync
decoder. This is in contrast to the conventional notion of an MPEG packet structure, in that the sync byte is usually described as the
first byte of a received packet.
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Figure 2 Checksum generator for the MPEG-2 sync byte encoder
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Figure 3 Syndrome generator for the MPEG-2 sync decoder
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c1495,0
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C =1497 x1 = b0f3 1039 d741 Obse 9fb9 bd28 b445 8c12 1e70 0724
857f 2627 9546 166 9ec8 6edf 23e0 da%a aff2 cdea
97a5 5688 b182 c3ce 40e4 5d06 2e3b 7eeb f4a1 d114
0ddb ad7c 5b53 15fe 989d 551a c59b 7b21 bb7d 8f
eba0 05c7 4fdc 5e94 5a22 c609 0f38 0392 7419 Vpinary
caa3 78b3 cf64 376f 91f0 6d4d 57f9 6275 546b
58¢1 61e7 2072 ae83 171d 3f73 7a50 688a 1825
2da9 Oaff 4cde 2a8d e2cd 3d90 ddbe 47¢0 b534
a7ee 2f4a ad11 6304 879c 81c9 balc 5¢c77 fdcc
67b2 1bb7 48f8 b6a6 2bfc 313a aa35 8b36 f642
] —

All entries are in hexadecimal format except where otherwise noted

Figure 4 “C” column vector (replicated inside the parity check matrix)
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