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NOTICE

The Society of Cable Telecommunications Engineers (SCTE) / International Society of Broadband Experts
(ISBE) Standards and Operational Practices (hereafter called “documents”) are intended to serve the public
interest by providing specifications, test methods and procedures that promote uniformity of product,
interchangeability, best practices and ultimately the long-term reliability of broadband communications
facilities. These documents shall not in any way preclude any member or non-member of SCTE*ISBE from
manufacturing or selling products not conforming to such documents, nor shall the existence of such
standards preclude their voluntary use by those other than SCTE+ISBE members.

SCTE-ISBE assumes no obligations or liability whatsoever to any party who may adopt the documents.
Such adopting party assumes all risks associated with adoption of these documents, and accepts full
responsibility for any damage and/or claims arising from the adoption of such documents.

Attention is called to the possibility that implementation of this document may require the use of subject
matter covered by patent rights. By publication of this document, no position is taken with respect to the
existence or validity of any patent rights in connection therewith. SCTE<ISBE shall not be responsible for
identifying patents for which a license may be required or for conducting inquiries into the legal validity or
scope of those patents that are brought to its attention.

Patent holders who believe that they hold patents which are essential to the implementation of this document
have been requested to provide information about those patents and any related licensing terms and
conditions. Any such declarations made before or after publication of this document are available on the
SCTE-ISBE web site at http://www.scte.org.

All Rights Reserved
© Society of Cable Telecommunications Engineers, Inc. 2019

140 Philips Road
Exton, PA 19341
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1. Introduction
1.1. Executive Summary

This document defines functionality associated with and the messaging used to control Program-Specific
Ad Insertion. Program-Specific Ad Insertion is the scheduling and insertion of a Spot into a digital
broadcast Program based on the program identifier passed in the SCTE 35 [1] Cue Message. The usage
of specific data fields defined in SCTE 35 are defined in this document.

1.2. Scope

Current Traffic Systems allow Affiliates to schedule the insertion of commercial advertising in either a
Time-Based or Event-Based “Window” format. Both Time-Based and Event-Based reservations are setup
well in advance based on communication from the Networks as described in Section 6 (Informative).

Program-Specific Ad Insertion is the scheduling and insertion of a Spot into a specific broadcast Program
in order to avoid misplacement of the Spot as in the cases of sports overruns, delays, alternate
programming or other variations from a published schedule.

An overview of the specifications involved in the interaction of an end-to-end system implementing
Program Specific Ad Insertion is shown in Figure 1 - System Context of this Standard, below.
Additionally, Appendix B: SCTE 118 Within DPI End-To-End Representative Architecture
(Informative), illustrates these components and message flows within the overall DPI context.

Program Transport Stream
with SCTE 35 Cue Messages

Content Affiliate's Affiliate's
. e — Traffic » Ad Insertion
Provider SCTE 118-2 System SCTE 118-3 System

Figure 1 - System Context of this Standard

Additionally, this document will highlight other potential areas where Spots may air outside of Program
Windows and therefore, may be of concern during a later stage of this specification.
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1.3. Benefits

Program-Specific Ad Insertion will allow for an Avail to be associated with a specific program, as
communicated by the Network. The Network assigns an Avail within a specific Program, the T&B
system schedules the appropriate Spots within the Avail, and the Ad Insertion system inserts the Spot(s)
associated with that Avail and Unique Program Identifier (UPID) when triggered by the appropriate Cue
Message. By associating advertising to programming instead of simply to Windows, the Affiliate should
be able to earn more revenue by guaranteeing the context of the advertisement, and by adapting to
occurrences surrounding live events, such as delayed starts, early ends, or overrun. These scenarios,
especially when dealing with sports programming, can involve a great deal of high value advertising.
When the UPID is not found as expected, the Ad Insertion System will be able to play alternate Window-
Based advertising that has been scheduled or other Program-Specific advertising if it has been scheduled.

1.4. Intended Audience

The intended audience is content providers, multi-channel video program distributors, TV Everywhere
providers/distributors and vendors/developers who build solutions.

1.5. Areas for Further Investigation or to be Added in Future Versions
An implementer of SCTE 118 may wish to give review and attention to SCTE 224 [6], a more recent

standard, that provides alternative means of identifying Avails and scheduling appropriate Spots to be
inserted therein.

2. Normative References
The following documents contain provisions, which, through reference in this text, constitute provisions
of this document. At the time of Subcommittee approval, the editions indicated were valid. All documents
are subject to revision; and while parties to any agreement based on this document are encouraged to
investigate the possibility of applying the most recent editions of the documents listed below, they are
reminded that newer editions of those documents might not be compatible with the referenced version.

2.1. SCTE References

[1] SCTE 35 2017 — Digital Program Insertion Cueing Message for Cable

2.2. Standards from Other Organizations

o No normative references are applicable.

2.3. Published Materials

e No normative references are applicable.

3. Informative References

The following documents might provide valuable information to the reader but are not required when
complying with this document.
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3.1. SCTE References
[2] SCTE 67 2017 — Recommended Practice for Digital Program Insertion for Cable

[3] SCTE 118-3 2019 — Program-Specific Ad Insertion — Traffic System to Ad Insertion
System File Format Specification

[4] SCTE 118-2 2019 — Program-Specific Ad Insertion — Content Provider to Traffic
Communication Applications Data Model

[5] SCTE 104 2017 — Automation System to Compression System Communications
Applications Program Interface (API)

[6] SCTE 224 2018 — Event Scheduling and Notification Interface (ESNI)

[7] SCTE 30 2017 — Digital Program Insertion Splicing API

3.2. Standards from Other Organizations
¢ No informative references are applicable.
3.3. Published Materials

¢ No informative references are applicable.

4. Compliance Notation

This word or the adjective “required” means that the item is an
shall h .
absolute requirement of this document.
This phrase means that the item is an absolute prohibition of this
document.
forbidden This word means the value specified shall never be used.
This word or the adjective “recommended” means that there may exist
valid reasons in particular circumstances to ignore this item, but the
full implications should be understood and the case carefully weighted
before choosing a different course.
This phrase means that there may exist valid reasons in particular
circumstances when the listed behavior is acceptable or even useful,
but the full implications should be understood and the case carefully
weighed before implementing any behavior described with this label.
This word or the adjective “optional” means that this item is truly
optional. One vendor may choose to include the item because a
particular marketplace requires it or because it enhances the product,
for example; another vendor may omit the same item.
Use is permissible for legacy purposes only. Deprecated features may
deprecated be removed from future versions of this document. Implementations
should avoid use of deprecated features.

shall not

should

should not

may
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