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NOTICE 
 

The Society of Cable Telecommunications Engineers (SCTE) Standards are intended to serve the 
public interest by providing specifications, test methods and procedures that promote uniformity 
of product, interchangeability and ultimately the long term reliability of broadband 
communications facilities. These documents shall not in any way preclude any member or non-
member of SCTE from manufacturing or selling products not conforming to such documents, nor 
shall the existence of such standards preclude their voluntary use by those other than SCTE 
members, whether used domestically or internationally. 

SCTE assumes no obligations or liability whatsoever to any party who may adopt the Standards. 
Such adopting party assumes all risks associated with adoption of these Standards, and accepts 
full responsibility for any damage and/or claims arising from the adoption of such Standards. 

Attention is called to the possibility that implementation of this standard may require the use of 
subject matter covered by patent rights. By publication of this standard, no position is taken with 
respect to the existence or validity of any patent rights in connection therewith. SCTE shall not 
be responsible for identifying patents for which a license may be required or for conducting 
inquiries into the legal validity or scope of those patents that are brought to its attention. 

Patent holders who believe that they hold patents which are essential to the implementation of 
this standard have been requested to provide information about those patents and any related 
licensing terms and conditions.  Any such declarations made before or after publication of this 
document are available on the SCTE web site at http://www.scte.org.  
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1.0 SCOPE  

This document describes the information that is required to communicate the program and 
avail structure from a Network to an Affiliate’s SCTE 35 compliant Traffic System.  
Additionally, this document describes the information required to comply with the Tier 0, 
Tier 1 and Tier 2 Program-Specific Ad Insertion models as defined by SCTE 118-1. 

This document does not specify the source of the data that is required by the Traffic system.  
This data may be provided by the Content Provider (Network) or by a 3rd party (such as a 
network schedule aggregator, etc.).  The data may be provided in its entirety, or a subset of 
the data may be provided and then manually supplemented. 

2.0 NORMATIVE REFERENCES 

The following documents contain provisions, which, through reference in this text, 
constitute provisions of this standard. At the time of subcommittee approval, the editions 
indicated were valid. All standards are subject to revision, and parties to agreement based 
on this standard are encouraged to investigate the possibility of applying the most recent 
editions of the documents listed below. 

SCTE 35 2007 – Digital Program Insertion Cueing Message for Cable 

SCTE 118-1 2006 – Program-Specific Ad Insertion - Data Field Definitions, 
Functional Overview and Application Guidelines. 

SMPTE 2021-200x,  Broadcast Exchange Format (BXF) [committee draft] 

A/65C: “Program and System Information Protocol for Terrestrial Broadcast and 
Cable (Revision C) With Amendment No. 1”, Advanced Television Systems 
Committee, Washington, DC, 9 May 2006 

A/76A: “Programming Metadata Communication Protocol Standard, Revision A”, 
Advanced Television Systems Committee, Washington, DC, 18 September 2006 

ISO 15706-2:2006 Information and documentation -- International Standard 
Audiovisual Number (ISAN) 

 

3.0 INFORMATIVE REFERENCES 

The following documents may provide valuable information to the reader but are not 
required when complying with this standard.  

SCTE 118-3 2006 – Program-Specific Ad Insertion – Traffic System to Ad Insertion 
System File Format Specification. 
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SCTE 67 2006 – Digital Program Insertion Cueing Message for Cable – 
Interpretation for SCTE 35 2001 
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4.0 COMPLIANCE NOTATION 
“SHALL” This word or the adjective “REQUIRED” means that the item is an 

absolute requirement of this specification. 
“SHALL NOT” This phrase means that the item is an absolute prohibition of this 

specification. 
“SHOULD” This word or the adjective “RECOMMENDED” means that there may 

exist valid reasons in particular circumstances to ignore this item, but 
the full implications should be understood and the case carefully 
weighted before choosing a different course. 

“SHOULD NOT” This phrase means that there may exist valid reasons in particular 
circumstances when the listed behavior is acceptable or even useful, 
but the full implications should be understood and the case carefully 
weighed before implementing any behavior described with this label. 

“MAY” This word or the adjective “OPTIONAL” means that this item is truly 
optional.  One vendor may choose to include the item because a 
particular marketplace requires it or because it enhances the product, 
for example; another vendor may omit the same item. 

5.0 DEFINITIONS AND ACRONYMS 

The following terms and acronyms are used in this document: 
Ad Insertion 
System 

A complete hardware and software solution that interprets the 
schedule file, streams content when triggered based on the 
schedule file, logs insertion results, and returns a verification file 
to the Traffic & Billing system. 

Avail An avail is an opportunity provided by the network to a local 
affiliate to insert a commercial event into a program.  The start of 
an avail is indicated as a splice event in the programming stream.  
The duration of the avail may vary from a few seconds to several 
minutes. (SCTE 67)  

Break A break is an opportunity for local insertion to occur within a 
broadcast program.  In a sales context, a break is divided into 
sellable units of time (avails).  In an insertion context, a break is 
divisible into individual insertion events (slots). 

Broadcast Day The 24 hour period which is logically thought of as a day for a 
broadcaster or affiliate.  When it does not align with a calendar 
day, it will typically begin in the early morning and span across 
midnight. 

Business Day For the affiliate’s traffic and billing system, this is the calendar 
date that contains the start of the Broadcast Day. 

BXF Broadcast Exchange Format standard as defined in SMPTE 2021 
Calendar Day The actual, Gregorian calendar day on which an event takes place. 

A broadcaster or affiliate may define their broadcast day as 
representing events that span 2 separate calendar days. 
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